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TREASURY DEPARTMENT 

1893 
   

UNIFORMS FOR OFFICERS AND EMPLOYEES OF THE  
LIGHT-HOUSE SERVICE  

   
GENERAL REGULATIONS  

   
All persons belonging to the Lighthouse Service will strictly conform to the Regulations for 
uniforms published by the Treasury Department.  
   
All persons on duty on board of tenders or light-vessels or on duty at light-stations will at all 
times wear the uniforms of their respective grades herein directed.  
   

MASTERS OF TENDERS  
   
to wear a double-breasted sack coat of navy-blue cloth in winter, or navy-blue serge or flannel 
in summer; with five large regulation triple-gilt buttons on each side--the top button placed 
close to the collar, the lower button about 6 inches from the bottom, and the other buttons at 
equal spaces between the top and bottom buttons. the length of coat to be the extended arm 
and hand: the coat to be provided with two inside breast pockets and two outside hip pockets, 
the latter to have flaps so  arranged as to be worn inside the pockets if desired. Each sleeve to 
have two small buttons on the cuff seam, 1/2 inch apart, the lower button 1 inch from bottom 
of cuff.  
   
The vest to be of navy-blue cloth in winter, or navy-blue serge or flannel in summer, and cut 
single-breasted with five small regulation buttons and a small rolling collar. so as to show 
about 6 inches of the shirt bosom: to have a watch pocket in the left side and a lower pocket 
on each side.  

   
The trousers to be of navy-blue cloth in winter, or navy -blue serge or flannel in slimmer, cut 
in the prevailing styles, with pockets in hip seams.  

   
Cap to be of the Navy pattern with adjustable chin strap of gold lace 1/2 inch wide fastened to 
the sides by two regulation buttons: in the middle of the front of the cap a gold embroidered 
wreath 1 1/4 inches high by 2 inches spread, inclosing a silver embroidered  light-house 3/4 
inches high: a black mohair braid inches wide to be worn around the cap. 
   

Sleeve ornaments for the masters of tenders will be four stripes of K-inch gold lace laid on at intervals of inch. The first stripe to 
be 2 inches from the bottom of cuff. A silver embroidered lighthouse inch high to be laid on the front of the sleeve 1/4 inch above 
the top stripe.  

   
The overcoat to be of the Caban style, of navy-blue cloth, with rolling collar inches deep, 
double-breasted, with six large guttapercha buttons on each side, the top button to be near 
collar seam, the bottom button 8 inches from bottom of skirt, and the others spaced equally 
between top and bottom buttons. The skirt to descend to the knees. Pockets to be in the side 
seams, breast high. The sleeve ornaments are not to be worn on overcoat.  
   

REGULATION BUTTONS.  
   
   
Buttons to be triple gilt on brass. The outer rim to be slightly raised, inside of which, arranged 
circularly, are to be the letters U.S.L.H.E. There will be three sizes of buttons:  
   

           Large one inch in diameter  
     Medium 3/4 inch in diameter  

  Small 1/2 inch in diameter  
   

The medium button to be worn on serge or flannel suits. 
   

 


