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Drill holes 2 for screwing LED.
Available points.
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Slide the reflectors into the 
slots. Remove the 
protective film using gloves.

Reflectors in this 
position - narrow 
light distribution.
PCB max. 20mm.

Reflectors in this 
position - wide 
light distribution.
PCB max. 30mm.

 if 90° 

4x 90LC-HOR
16x DIN913 M3x4

4x LC-LIN
16x DIN913 M3x4

 if>3000[mm] 

AL-DPL55FL

AB-PL/PRI55-M/K

AL-REF32
2x

Use thermal conductive tape.

24V DC IN

Item Code Comments Quantity
1 AL-DPL55FL 2 or 3[m] 1
2 17/30 DURIS PCB 24VDC  LEDs 

OSRAM DURIS E5 3 per 1[m]

3 AL-REF32 reflector Vega95 
1,98 or 2,98[m] 2 per profile

4 AB-PL55/PRI55-M/K diffuser 2 or 3[m] 1 or 2
5 EC-DPL55FL end cap 2 per luminaire
6 DIN7982 ST2,2x9,5 2 per end cap
7 MC-DPL55-STEEL spring steel 

mounting bracket
2 per 1[m], 2 per 
2[m], 3 per 3[m]

8 MC-LOCK-2 2 per luminaire
9 LC-LIN linear connector 4 per join

10 90LC-VER 90  connector 4 per join
11 DIN913 M3x4 4 per LC-LIN / 

90LC-VER
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Instruction for mounting
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SZCZEGÓŁ W
SKALA 1 : 4

ceiling

MC-LOCK-2
(use at the begining

and end of luminaire)

SZCZEGÓŁ X
SKALA 1 : 3

ceiling

SZCZEGÓŁ Y
SKALA 1 : 2

use M4 thread do fix MC-LOCK-2

Click the diffuser

Screw the end caps

A
SZCZEGÓŁ A

SKALA 1 : 2

 30 
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AC/DC SELV
max: 27,5x44

M4 thread you can use M4 thread
to fix power supply

ALL RIGHTS RESERVED
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