
Polyurethane Data Sheet

PROPERTIES TEST METHOD UNIT VALUE 

HARDNESS DIN 2240-91 SHORE A 55 60 65 70 75

100% Modulus BS 903 Pt A2 - ISO 37  lb/in²                                    

(Mpa)

200                           

(1.4)

230                           

(1.6)

260                           

(1.8)

360                          

(2.5)

530                           

(3.7)

300% Modulus BS 903 Pt A2 - ISO 37  lb/in²                                    

(Mpa)

330                          

(2.3)

440                           

(3.0)

440                           

(3.0)

980                          

(6.8)

1140                           

(7.9)

Tensile Strength BS 903 Pt A2 - ISO 37  lb/in²                                    

(Mpa)

1800                           

(12.4)

2990                           

(20.6)

3660                           

(25.3)

5730                         

(39.5)

6500                          

(44.9)

Elongation @ Break BS 903 Pt A2 - ISO 37 % 800 790 680 640 630

Tear Strength BS 903 Pt A3 - ISO 34-1

 lb/in                                    

(KN/m)

195                           

(34.1)

185                           

(32.4)

215                          

(37.6)

350                         

(61.3)

385                          

(67.4)

Compression Set BS 903 Pt A6 - ISO 815 % 20 23 24 24 26

Abrasion Loss DIN 53516 mm³ 39 40 36 30 23

Resilience ASTM D 2632-92 % 65 60 45 44 44

Specific Gravity g/cm³ 1.21 1.21 1.21 1.21 1.21

PROPERTIES TEST METHOD UNIT VALUE 

HARDNESS DIN 2240-91 SHORE A 80 85 90

100% Modulus BS 903 Pt A2 - ISO 37  lb/in²                                    

(Mpa)

740                           

(5.1)

890                           

(6.1)

1240                           

(8.6)

300% Modulus BS 903 Pt A2 - ISO 37  lb/in²                                    

(Mpa)

1420                          

(9.8)

1570                           

(10.8)

2420                           

(16.7)

Tensile Strength BS 903 Pt A2 - ISO 37  lb/in²                                    

(Mpa)

6230                           

(43.0)

5840                           

(40.3)

5060                           

(34.9)

Elongation @ Break BS 903 Pt A2 - ISO 37 % 610 630 610

Tear Strength BS 903 Pt A3 - ISO 34-1

 lb/in                                    

(KN/m)

460                           

(80.5)

490                           

(85.8)

580                          

(101.5)

Compression Set BS 903 Pt A6 - ISO 815 % 26 24 22

Abrasion Loss DIN 53516 mm³ 25 30 36

Resilience ASTM D 2632-92 % 42 40 37

Specific Gravity g/cm³ 1.22 1.22 1.23

All recommendations and information contained on this data sheet are, to the best of our knowledge correct. Product 

specification are intended as guidelines. Since conditions of service are beyond our control, users must satisfy 

themselves that products are suitable for the intended use. No guarantee or warranty is given or implied in respect of 

information or recommendations, or that any use of products will not infringe rights belonging to other parties. We 

reserve the right to change product design and properties without notification. 
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(10.9)
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(17.9)
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