1. Install the mount per manufacturer’s instructions.
2. Clean the bottom of the TPX™ Adapter Plate and the top of the mount plate with rubbing alcohol or soap and water.
3. Remove the liner on one side of the Double-Sided Adhesive Tape and apply the tape to the Adapter Plate as shown in Figure 1.

**CONTENTS FOR MOUNTS WITHOUT AMPS HOLE PATTERN**

<table>
<thead>
<tr>
<th>Item No.</th>
<th>Name</th>
<th>Qty.</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Adapter Plate</td>
<td>1</td>
</tr>
<tr>
<td>2</td>
<td>Universal Adapter Screw</td>
<td>4</td>
</tr>
<tr>
<td>3</td>
<td>Universal Adapter Nut</td>
<td>4</td>
</tr>
<tr>
<td>4</td>
<td>3/32&quot; Hex Key</td>
<td>1</td>
</tr>
<tr>
<td>5</td>
<td>Double-Sided Adhesive Tape</td>
<td>1</td>
</tr>
</tbody>
</table>

This adapter allows for a quick-disconnect attachment between the TPX™ Main Console and any mount with a flat surface or AMPS hole pattern, including AdaptivMount™, Techmount®, and RAM® Mount.
4. Remove the other liner on the Double-Sided Adhesive Tape and firmly press the TPX™ Adapter Plate onto the mount plate as shown in Figure 2.

5. Allow 24 hours for Double-Sided Adhesive Tape to achieve full cure strength.

FOR MOUNTS WITH AMPS HOLE PATTERN

1. Install the mount per the manufacturer’s instructions.

2. Using the 3/32” Hex Key, assemble the Adapter Plate to the mount plate with the supplied Universal Adapter Screws and Universal Adapter Nuts as shown in Figure 3.

Warning: Verify that the position of the mount and accessory will not interfere with proper operation of the vehicle.

Warning: Make sure all screws and nuts are securely tightened before each ride so that the assembly will not move during use.

Adaptiv Technologies, LLC
1639 11th Street
Suite 156
Santa Monica, CA 90404

www.AdaptivTech.com

866-ADAPTIV
(866-232-7848)
646-722-0253