
Horticultural Lighting
Octopus-H8 660W/720W
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Product Func�on

10

Fanless Design

Plug and play design

Slim design and 180 degree foldable

IP65 Waterproof

 LEDS, LM-80OSRAM

ETL, DLC, UL8800, CE cer�fica�on

Dimmable: 0-10V

Input Voltage:120-277VAC

Octopus-H8 

Power Consump�on(incl. driver) 720W660W

AC 120-277V , 50/60H�

Power Factor ＞0.9

AC Input Voltage 

Opera�ng Temperature

PassiveThermal Management 

Dimming 0-10 V

Total Harmonic Distor�on (THD)

Life�me

< 15%

L90: > 50,000hrs  L70: >78,000hrs

IP65/Wet

ETL / UL 8800 / CE / DLC

IP Ra�ng/Loca�on Ra�ng

Cer�fica�ons

Warranty 5 Year Standard Warranty

Dimension(L*W*H)

Weight 22.7Ibs (10.3kg)

42*42.4*2.0inch
(1067*1077*50mm )

Specifica�ons

Model

Spectrum

Heat Output 2244 BTU/h 2448 BTU/h

2.6/2.82.6/2.8

1872/20161716/1848

FSG

Storage Temperature

Octopus-H8 660W NOMINAL ELECTRICAL AC INPUT
AC Voltage 120V 208V 230V 277V

AC Current 5.76A 3.31A 2.99A 2.56A

AC Power 689W 675W 667W 671W

Power Factor 0.996 0.980 0.970 0.945

Octopus-H8  720W NOMINAL ELECTRICAL AC INPUT
AC Voltage 120V 208V 230V 277V

AC Current 6.19A 3.56A 3.21A 2.75A

AC Power 740W 728W 716W 720W

Power Factor 0.996 0.981 0.972 0.946

Efficacy (μmol/J)

PPF (μmol/s)

-4 - 113℉ (-20 - 45℃)

-40 - 176℉ (-40 - 80℃)



Product Dimension
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Supplemental Bars and Adjustable Spectrum

Spectra

Just Hang Up

Addi�onal purchase required
Moray-H series

FSG 
320
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       Adding supplemental bars with UVA 385nm + FR 730nm /  Blue 450nm +  Deep Red 660nm spectrum on a full spectrum 
       ligh�ng fixture, is what we call an adjustable spectrum. 
       It is specially suitable for vegeta�on and flowering periods to accelerate growth and increase THC content. It is suggested 
       to add two supplemental bars on a Octopus-H8 light if required.
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UV+FR Typical Applica�on

PPFD

660W Octopus-H8 PPFD Distribu�on FSG 2.6μmol/J
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    Measured in isola�on at 100 % light intensity with fixture centrally hanging at pre-determined height 
above a 4 x 4 grow area.
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PPFD

¹ ²720W Octopus-H8 PPFD Distribu�on    FSG 2.8μmol/J

¹ ²720W Octopus-H8 PPFD Distribu�on    FSG 2.6μmol/J

1.At 100% light intensity.
2.Measured in isola�on, no adjacent grow lights, no reflec�ve walls

6 /152mm Height 12 /305mm Height 18 /457mm Height

24 /610mm Height 30 /762mm Height 36 /914mm Height

302 436 501 537 530 512 470 326

811 1323 1308 1464 1476 1453 1343 828

940 1511 1647 1690 1707 1674 1516 936

929 1478 1632 1647 1685 1637 1480 949

955 1525 1654 1706 1719 1678 1541 919

904 1511 1648 1698 1697 1643 1526 927

773 1260 1361 1398 1385 1364 1257 765

295 415 506 532 532 497 404 286

413 565 597 650 671 620 583 426

617 896 990 1032 1054 1020 901 640

741 1148 1244 1284 1298 1252 1160 772

800 1138 1319 1381 1378 1329 1163 801

797 1162 1333 1389 1391 1334 1162 809

767 1114 1268 1325 1318 1261 1123 785

605 900 1028 1064 1049 1019 894 616

389 523 603 663 643 617 518 389

439 552 591 640 611 620 569 459

585 743 848 872 896 863 766 611

675 836 1005 1057 1076 1029 904 695

715 923 1076 1141 1141 1091 953 736

713 920 1071 1137 1137 1088 942 726

676 861 991 1052 1046 980 876 693

563 719 806 861 848 810 711 576

422 511 572 627 613 584 522 436

475 552 562 596 534 582 544 483

570 632 713 740 755 727 673 591

605 720 816 859 868 828 741 633

644 784 881 935 937 897 803 666

652 787 882 933 935 893 797 671

631 728 819 865 860 820 748 651

605 626 694 742 730 699 645 629

462 520 566 581 600 585 542 475

490 505 525 549 543 548 531 486

542 596 641 658 663 653 615 559

579 652 709 724 739 714 652 581

590 676 752 778 783 755 694 605

605 677 744 782 786 756 692 611

591 652 702 737 735 712 664 604

525 580 619 652 653 630 600 577

476 507 547 576 569 552 522 484

476 499 517 536 543 531 516 482

528 550 578 576 589 582 572 535

556 615 626 647 652 649 626 558

568 558 655 677 687 669 578 567

555 613 655 676 681 665 623 562

548 596 626 641 649 634 603 564

516 549 579 591 590 584 567 525

469 489 502 514 520 516 506 477

6 /152mm Height 12 /305mm Height 18 /457mm Height

24 /610mm Height 30 /762mm Height 36 /914mm Height

277 400 462 493 486 470 431 299

744 1214 1308 1343 1354 1333 1232 760

862 1386 1511 1550 1566 1536 1391 859

852 1356 1497 1541 1546 1502 1358 871

876 1399 1517 1565 1577 1539 1414 870

829 1386 1512 1558 1557 1507 1400 850

709 1156 1249 1283 1271 1251 1153 702

271 381 464 488 488 456 371 262

379 518 548 596 616 569 535 391

566 822 908 947 967 936 827 587

680 1053 1141 1178 1191 1149 1064 708

734 1044 1210 1267 1264 1219 1067 735

731 1066 1223 1274 1276 1224 1066 742

704 1022 1163 1216 1209 1157 1030 720

555 826 943 976 962 935 820 565

357 480 553 609 590 566 475 357

403 506 542 560 561 569 522 421

537 682 778 800 822 792 703 561

619 767 922 970 987 944 829 638

656 847 987 1047 1047 1001 874 675

654 844 983 1043 1043 998 864 666

620 790 909 965 960 899 804 636

517 660 739 790 778 743 652 528

387 469 525 574 562 536 479 400

436 506 516 547 534 536 499 443

523 580 654 679 693 667 617 542

555 661 749 788 796 760 680 581

591 719 808 858 860 823 737 611

598 722 809 856 858 819 731 616

579 668 751 794 789 752 686 597

555 574 637 681 670 641 592 577

424 477 519 533 550 537 497 436

450 463 482 504 498 503 487 446

497 547 588 604 608 599 564 513

531 598 650 664 678 655 598 533

541 620 690 714 718 693 637 555

555 621 683 717 721 694 635 561

542 598 644 676 674 653 609 554

482 532 568 598 599 578 550 509

437 465 502 528 522 506 479 444

437 458 474 490 498 487 473 442

484 505 530 528 540 534 525 491

510 564 574 594 598 595 574 512

521 512 601 621 630 614 530 520

509 562 601 620 625 610 572 516

503 547 574 588 595 582 553 517

473 504 531 542 541 536 511 482

430 449 461 472 477 473 464 438

    Measured in isola�on at 100 % light intensity with fixture centrally hanging at pre-determined height 
above a 4 x 4 grow area.
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LM-80 Report Of OSRAM
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IES

[C0/180]Total=124.0
[C90/270]Total=121.1

Accessories

•  Ratchet Rope *4•

RJ14 Dimming Cable *1•240VAC to 120VAC

NEMA 6-15P 
240V / 60Hz

•

Adaptor Dimming

Beam Angle(50%Imax):C0/180le�:62.0 Right:62.0
:C90/270le�:60.5 Right:60.5
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Installa�on

Moun�ng Example

Accessories:

A

B

C
US Version

  A. 0.3m power cord with 240V US plug          
  B. Adapter Plug of 120V US
  C. Ratchet Rope * 2

Suspend moun�ngRacks moun�ng

Be sure that the ligh�ng fixture is unplugged from the power source 
before installa�on.

a. Take out the ligh�ng fixture and all necessary accessories out of box with care.
b. Posi�on the ratchet ropes and adjust the rope according to desired moun�ng height.

c. Open the folded light.

Up

Press
Down

Pull

Step 1. Moun�ng the Fixtures

Carabiner

!
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Warning

1.Please do not press the 
LEDs to avoid damaging 
when installing the 
luminaire.

2.Please do not put 
anything on the LEDs to 
prevent damaging 
of the luminaire.

d. Unfold the ligh�ng fixture.
e. Lock the carabiner of the ratchet rope into the ring on the ligh�ng fixture beam.

Connect the power cord with plug with the ligh�ng fixture. Pay a�en�on to 
the locking arrow on the adjacent connectors un�l a light voice. If failed to 
lock and leads to poor contact, there will be a danger of electric sparks.

Step 2. Power Connec�on

Click
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Octopus-H8

L
H

W

Sea his side

1 . Risk of fire or electric shock : turn off power before installing.
2 . Always use product within the range of Safe Working Load.
3 . Designed for sta�cally posi�oned hanging . Do not use for li�ing or with dynamic posi�oning.
4 . Do not walk or stand on product.
5 . Always use manufacturer supplied and specified cables . Never use uncoated cables.
6 . Do not apply oil or any other lubricant to the fastener or any other part of the cable assembly.
7 . Please refer to the instruc�on before installa�on!
8 . When the fixture is installed or disassembled . the fixture or the light BAR cannot be squeezed    
      up and down and rubbed against each other.
9 . Please avoid touching the leds , especially RED leds.
10 . When one or more bars of the fixture does not light up , please turn off the power in �me.

 Important Safety Precau�ons

Package Dimension

G.W  per CartonType Carton Size Quan�ty per Carton
Octopus-H8
660W/720W

36.4lbs
(16.5kg)

L45.7*W26.8*H6.3inch
(L1160*W680*H160mm)

1 PCS

© Copyright 2023 V1.0. HortiBest LED Grow Lights 
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