
  	  

Installation instructions 
CLEAR & WHITE; DRY ERASE PAINT; 1-PART 

 
 

BEFORE YOU BEGIN: CAREFULLY READ ALL LITERATURE CONCERNING WRITEYBOARD PAINT 
 

Prior to application ensure your WriteyBoard paint has acclimated to the room temperature 65°F - 80°F (No greater than 85% 
humidity) for at least 24 hours. For colder climates it may take up to 5 days for the contents to acclimate to room temperature. 
Neglect of WriteyBoard paint to match room temperature will result in product failure.  

 
IMPORTANT: Remove contact lenses for eyes, use full wrap safety goggles, face mask and gloves. Keep wet product from skin and 
clothing. When possible apply in a well-ventilated room with fresh air access. Use respirator and/or special masks for chemical application if 
desired. Use caution when using this or any paint product. Not for consumption or use over substrates other than described in these 
instructions. Not to be installed around pregnant women. Keep away from children, pets (animals), and plants. Follow all safety precautions as 
outlined on the MSDS. Do not exceed recommended sq. footage as it will lower product performance. If stored product skins over the top, 
remove skinning or strain product, and apply. Bubbles may occur during curing if excessive moisture is present. If in doubt or if not in complete 
understanding and agreement of any information relating to the product; do not use product and return unopened product for refund or credit. 
 
1) PREP: 

1) 90% off a job well done is preparation. 
2) Mark off edges of intended area to be painted with low-adhesion tape. 
3) If applying more than 50sqft of whiteboard paint. 

i. Mark off 50sqft increments to ensure proper paint distribution. 
ii. Do not exceed the allotted square footage, this will result product failure.  

4) Cover any areas that might incur unintended coating, this includes: carpets, floors, furniture etc.  
5) A smooth surface is essential for best results. For textured and porous walls, sand with 120 grit sandpaper then wipe 

away with clean damp cloth. It is imperative that the wall be dry and free of any dust or debris as this will impede the application 
and performance of the final product. 

6) If cleaning agents were used to cleanse the surface wash all residue away with a clean damp cloth as failure to do so will affect 
the application and performance of final product. 

7) If the wall is unpainted a primer is required.  Use a non-glossy primer and ensure it is fully cured. If the surface is new or 
unfinished substrate the use of a non-glossy primer is required to seal the surface, more than one coat may be necessary. 
Disregard to seal the surface will result in product failure.  

8) If covering a dark surface with WriteyBoard white paint a white primer is recommended for best results. 
 
2) MIX: Pour entire contents into the paint tray. Stir moderately for 2 minutes, ensuring not to form air bubbles.  

3) APPLY: Apply Writeyboard Paint to surface with zero-lint ¼ inch mohair roller. Be sure to de-lint roller by dabbing with painter’s tape or 
scotch tape. For smaller areas, corners, and edges use a foam brush.  

1) Start by slowly dipping the roller into the well of paint tray, be careful not to over saturate the roller. 
2) Bring the roller out of the well and up to the rake. Roll along the rake removing excess paint. 
3) Repeat the process by dipping and rolling the roller back and forth on rake to distribute the paint on the roller evenly until roller no 

longer drips. 
4) Completely cover the entire surface evenly avoiding skipped or thinly applied areas. 
5) Apply a coat thickness that will not result in runs or drips to the stated spread rate on the container (approximately 1 ounce per 3 

square feet). Additional layers may be required on non-smooth or absorbent surfaces. Multiple roller covers may be needed for 
larger areas. 

6) Additional layers may be required on non-smooth or absorbent surfaces (which is why a primer is highly recommended). Too thin 
or too thick of an application or an application to a damp and/or uncured substrate/finish may cause product failure. Maintain 
temperatures and air conditions within the recommended ranges during the application and the curing process. When using a 
substrate or finish other than those listed, test in an inconspicuous area to determine suitability and compatibility. 

 
4) CLEANUP: Use xylene or ketone solvents to clean wet product utensils. 
 
5) WAIT: 24 hours (or longer for colder climate conditions) after surface is dry and slick to the touch before using dry erase markers. Erase 

ability will continuously improve, reaching an optimal performance level after 2 weeks.  
 
6) WRITE: Dry erase markers are recommended. Allow dry erase surface to be cured for 2 weeks before leaving dry erase markings on for 

extended periods of time.   
 
7) ERASE: Remove dry erase marks with a micro-fiber cloth. If cleaning agents are used to remove difficult marks, ensure all residues are 

removed with water and a damp microfiber cloth. To remove unknown residue, use Goof-off™ aerosol spray cleaner; allow 7 days after 
dry erase surface installation before using Goof-off™. Some cleaners may affect the transparency or color, so test non-listed cleaners in a 
small area. 

  



 
Additional Instructions 

STICK ON Writeyboards 
v It is imperative that the method of installation that 

Writeyboard prescribes is followed.  
• For applications on painted walls, with a low grit sandpaper 

(approx 120) sand the surface area where the Writeyboard will be 
applied to remove any bumps or imperfections – sand to desired 
smoothness. Avoid sanding past the borders of the Writeyboard. 

•  Wipe surface to remove any dust or debris.  

• Ensure that the Writeyboard is sitting flush up against the desired 
surface before taping it down.  

• Standard masking tape (50mm thickness) works well.  

• Additional strips of masking tape will help to support the Writeyboard 
during the installation process.   

• Carefully remove masking tape - especially from painted surfaces.  

• Tear or cut the protective backing paper using scissors or Stanley 
knife (Step 8).  

• Hold material so that it remains relaxed-do not pull or stretch 

• Slowly work your way from the middle outwards when applying-do 
not rush this process as it can cause air to get trapped.  

• Once applied, wipe over the board applying more pressure to secure. 

Writeyboard PAINT 
• For applications on painted walls lightly sand or scrap surface to 

remove any bumps or imperfections. 

• Ensure the surface is wiped clean.  

• A good quality low nap Micro Fibre roller works best. 

• Ensure the correct amount of Writeyboard Paint is used based on the 
total surface area. 

• In less ventilated areas, allow for three to four days of drying time 
before using whiteboard markers – full curing time is two weeks. 

• Wear a pair of disposal gloves 
• Allow paint time to acclimatise to room temperature  


