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Mark out where you wish to place brackets, we would recommend that each bracket should be 1. 
placed approximately 10cm in from each end of the pole. 
 

Cut the pole to the required length using a hacksaw.  2. 
  

Remove the barrel from the back plate of the bracket by loosening the grub screw on the top 3. 
of the barrel (using the supplied 2mm allen key) and sliding the back off. The cover plate is 
separate from the fixing plate and is used to hide the fixings to give a neat finish.

grub screw

Fix the back plate of the bracket to either 4. 
the architrave or the wall, using the 
appropriate fixings (at least 2 per bracket). 
We would recommend centre brackets are 
used on poles where the span between 
brackets exceeds a distance of 170cm for 
19mm poles and 220cm for 30mm poles.

extension grub screw 
(30mm bracket only)

NB. the 30mm bracket barrel is in 2 pieces allowing it to be extended

How to fit your 19 or 30mm diameter curtain pole
Please note: the screws and wall plugs supplied are only suitable for solid walls.

You will need
pencil•	
tape measure•	
spirit level•	

appropriate wall plugs and screws•	
drill and bits•	
hack saw (if you wish to cut your pole to size)•	

To get maximum light into your room allow plenty of pole length either side of your window•	
The position of the pole above the window will be dependent on proportion, personal preference •	
and available space
To align your pole make sure it looks good to your eye – do not necessarily adhere rigidly to the •	
spirit level – you may need a compromise if you have a wonky ceiling!
If your pole comes in 2 pieces and you are cutting your pole down to size, make sure you cut an •	
equal amount off each end. (Unless you specifically want different lengths).

Handy Tips



Place the pole into the cups of the brackets. If necessary loosen the grub screw (on the top of 7. 
the barrel) and socket screw to allow the pole to sit comfortably in the cups. 

You will need to run your rings onto the pole at this stage, before you fix the pole into its final 8. 
position.

Tighten the grub screws firmly, then tighten 9. 
the socket screws (using the supplied 
2.5mm allen key) on top of the brackets, to 
secure the pole in the cups.

Finials have a grub screw fitting. This needs 10. 
to be loosened using the 2mm allen key 
provided, to allow the finial to be slotted over 
the end of the pole. Then tighten the grub 
screw to hold the finial in place,ensuring it 
is tilted towards the back of the pole to be 
hidden from view.  
If the optional ringstop is required, screw it 
onto the end of the grub screw. This will stop 
the end ring passing over the finial.

PLEASE BE AWARE THAT AFTER A PERIOD OF TIME THE ABRASION OF RINGS ALONG 
A STAINLESS STEEL POLE MAY CAUSE A RESIDUE TO FORM. TO AVOID THIS PLEASE 
CLEAN YOUR POLE REGULARLY WITH WHITE SPIRIT AND LUBRICATE WITH SILICONE 
(AVAILABLE FROM YOUR LOCAL HARDWARE STORE), OR SILICONE BASED POLISH 
LIKE ‘MR SHEEN’ SPRAYED ONTO A CLEAN CLOTH AND WIPED ALONG THE POLE.

NB. on 30mm diameter poles, the brackets 
can be extended by up to 15mm 

socket screwgrub screw

Longer poles supplied in two pieces are 6. 
joined by inserting the spring connector 
halfway into the end of the first pole, then 
sliding the end of the second pole over the 
protruding connector to create a firm joint.

When the back plate is securely attached 5. 
to the wall/architrave, place the cover plate 
over it to hide the screw heads. Re attach 
the bracket barrel by tightening the grub 
screw finger tight with the 2mm allen key. 
Repeat this on all brackets. 

grub screw ring stop


