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 In the box: 
 
 
 
 
 25 Watt Heater Tank Thermometer Siphon Gravel Cleaner Fish Net 
 Missing something?    help@fintoflower.com or call 740-990-8130 
 

25 Watt Heater 
 This heater is preset to 77o F (±2o F), and will shut off automatically when the target temperature is reached. 

 
 Heater must be fully submerged whenever there is power going to it.  The heater can become hot enough to 

cause burns if not fully submerged. 
 

 Always use a GFCI (Ground Fault Circuit Interrupter) protected electrical receptacle for the heater, and for 
anything the is plugged in near water or will be used in or around water.  THIS IS THE MOST IMPORTANT 
SAFETY PRECAUTION FOR ANYTHING ELECTRICAL NEAR WATER. 
 

 Add a drip loop to the power cord (as with any aquarium power cord).  A drip loop is  
a simple loop in the power cord below the electrical receptacle.  It looks like this: 
 

 Install the heater inside the grow tower, in the same area as the pump.  Unplug everything electrical going into 
the system.  Secure the heater fully under water with the attached suction cups.  Allow 15-20 minutes for the 
heater to acclimate to the water before plugging it in to a GFCI receptacle with a drip loop in the cord. 
 

 To remove the heater, unplug everything electrical going into the system.  Allow 15-20 minutes for the heater 
to cool down before handling and removing it from the water. 
 

 Clean the heater with water and a soft cloth only.  Do not use any soaps or detergents when cleaning. 
 
  

Tank Thermometer 
 Be careful, thermometer is made of glass and can break if dropped. 

 
 Thermometer can be attached to the inside of the fish tank with the attached suction cup, or the suction cup 

can be removed and the thermometer can be allowed to float freely in the fish tank. 

Accessory Kit 
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Siphon Gravel Cleaner 
 Use a large bucket to catch the water that will be removed by the siphon. 

 
 Work quickly, and don’t remove more than ¼ of the water in the fish tank per cleaning. 

 
 Place the end of the small hose in the bucket.  It may be helpful to use a small clip to 

hold it in place. 
 

 Place the cleaner into the fish tank and quickly move it up and down to fill it and the hose 
 with water to start the siphon.   
 

 Once the siphon is flowing, use the end of the cleaner to loosen the gravel and suction 
 out any debris. 

 
 
Fish Net 

 Be gentle, fish are fragile! 
 
 
 

Any questions, concerns, comments? 
help@fintoflower.com 

740-990-8130 
 


