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ALDI guarantees that our exclusive brand products are developed to our stringent quality specifications. 
If you are not entirely satisfied with this product, please return it to your nearest ALDI store within 60 days 
from the date of purchase for a full refund or replacement, or take advantage of our after sales support by 
calling the supplier's Customer Service Hotline.
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If the Mains Cable is damaged, IMMEDIATELY turn OFF 
the power supply and remove the  220 - 240V plug from 
the socket.
If the supply cord is damaged, it must be replaced by an 
electrician with a special cord or assembly available from 
the manufacturer or service agent.

 If the filter and non-return valve 
does not lift out of the pump, remove the water intake screw 
(1) and gently push the valve outward using a flat shaped 
pusher of approx 20mm diameter. Replace the water inlet 
screw (1) at the bottom now before proceeding

Remove the filler screw (3) using the large plastic spanner 
provided. Remove the coarse filter and the non-return valve 
by lifting the filter. The non-return valve is clipped onto the 
Filter. The assembly should remove as shown in the diagram 
2. If the filter and non-return valve does not lift out of the 
pump, remove the water intake screw (1) and gently push the 
valve outward using a flat shaped pusher of approx 20mm 
diameter. 

YEAR WARRANTY

•  Plug into the mains using in conjunction an RCD as suggested.

•  The pressure line (should be at least 19 mm (3/4”) must be   
 connected to the pump’s pressure line connection either   
 directly or via a threaded nipple using the supplied adapters only.

 The straight hose adapter will accept a 19mm hose. 
 The threaded adapter will accept pipe fittings with a 3/4 BSP   
 (20mm)  thread, either for hard plumbing or hose applications.

•  A 13 mm (1/2”) pressure hose can also be used with the appropriate   
 screw connections, but this will only reduce the delivery rate.
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220 − 240 V

•  Plastic Spanner
•  1 x 19mm straight hose outlet adapter.
•  1 x 3/4 BSP (20mm)  threaded outlet adapter

This pump is not designed for, and is not suitable 
for use on Swimming Pools, Spa's or any similar 
conditions. Do not use in these applications. 

Ensure to connect this pump to the 220 − 240 V Main supply 
via a residual current device (RCD) having a rated residual 
operating current not exceeding 30mA.
Ensure the appliance is switched on and off using the 
integrated ON/OFF switch.

IMPORTANT.   ONLY use either of the two outlet adapters 
supplied with the pump. DO NOT purchase any other fitting 
and attempt to screw directly into the pump. 
Other purchased fittings can ONLY be screwed directly into 
the THREADED adapter provided.

Connect the power cable to a 220 - 240V earthed, 
10 amp fused (minimum) power outlet.

Conforms to relevant 
safety standards.

Read the instruction 
manual carefully. 

(1in BSP)

(1in BSP)
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Remove 

WARNING

220 − 240 Vac

4.  Pressure outlet 
      IMPORTANT: Only use the outlet adapters supplied.

7.  Spanner
8.  Pipe adapter
9.  Threaded adapter

2.  Intake port
3.  Water filler cap

7

This pump must be connected to the 220 – 240V mains supply via a 
residual current device (RCD) having a rated residual operating 
current not exceeding 30mA. 
When mounting and using the pump, ensure the area where the 
pump is located is not in an area which is subject to flooding.     




