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Installation instructions.

Note: in order to avoid accidents, the installation must follow the instructions:

1. Please read this installation manual carefully before installation. This basket is suitable for 16-18mm 
cabinets. The depth of the door is 550mm-600mm with a height of not less than 200mm; 
pay special attention to the horizontal installation of the front bezel of the cabinet to avoid occupying 
the height space of the cabinet.

2. in order to ensure the installation quality and performance of the basket, ensure that the track is 
installed in the standard cabinet, otherwise it is easy to cause the pull of the basket is not smooth 
"unreasonable space" panel mediation difficulties and other situations.

3. In order to ensure the smooth installation, please use the accessories in the package, 
otherwise it will easily cause errors in the installation of the basket.

Installation
Step1

Assemble guide handle block.

Step 2

a、Drill the 5mm round hole on the side plate according to the required size, and 
install the 3 expansion plug into the hole drilled on the side plate.

b、Use 4 screws to pass through the fourth hole in the upper row of 1 rail (see the figure below) 
and screw in the expansion plug.

c、Install another rail in the same way.

Install the main body of the basket in parallel into the correct position 
of the guide rail in the cabinet.

Step 3:

（When assembling and installing the basket 
and guide, pay attention to whether it is clamped correctly here. 

Press inward, let the clinker handle completely secure the guide rail, and pull 
the plastic handle blocks on both sides to separate the guide rail to take out the basket

Matters needing attention in use.

1． Nano dry plating products can not hold strong acid and alkaline food for a long time, which contains many 
electrolytes, and these electrolytes will react with these electrolytes when stored in nano dry plating products for a 
long time. As a result, metal elements such as chromium and nickel on the surface of the product are dissolved.  

2.Do not wash nano dry plating products with strongly alkaline or oxidizing chemicals such as soda, bleach and 
sodium hypochlorite. 

3. If there are drops of soy sauce, vinegar and salt on the product during use, please wash them in time and wipe 
them with a clean, dry soft cloth. 

4. In the use of nano-dry plating products, sharp or hard objects should not be used to bump against the surface 
of the product, as it is very easy to scratch the surface layer, rust and damage the product. 

5. In the process of drawing the basket, avoid splashing liquid and small particles into the track, maintain the 
smoothness of the track, store items not to exceed the rated load of the product, and prevent the basket and track 
deformation.

Daily maintenance and maintenance.
1. Keep the interior of the basket neat and tidy. If you have a basket with a water tray, 
please clean the tray regularly: 

2. Avoid liquid splashing into the track and maintain the normal operation and service life of the track. 

3. Avoid contact with strong alkali and strong acid. If soy sauce and salt are spilled on the basket, 
please clean it up in time.

Common faults and solutions

Pumping is not smooth

Common problem Cause Analysis Solution
Damaged guide spring
The lubricating oil of the 
guide rail is dry
Deformation and damage 
of guide rail
There is a foreign object in the rail

Replace the guide rail spring, 
add lubricating oil, 
replace the guide rail, 
remove foreign objects

Spots and odors appear 
on the basket wire frame

Not cleaned for a long time
Clean pull baskets and 
drip trays in a timely manner


