
DESTROYIT® 4605
Space saving High Capacity shredder with unique feed

hopper for bulky material. Equipped with a conventional

feed slot for flat paper stacks.

Security level P-3 4 x 60 mm cross-cut (3/16 x 2 3/8 inches)

Sheet capacity: 50-60*

Security level P-5 2 x 15 mm cross-cut (3/32 x 5/8 inches)

Sheet capacity: 32-37*

*Certified using 8 1/2" x 11" 20 lb. bond and recommended power supply.

Small footprint—ideal for limited space applications. Top loading feed hopper for bulky materials such as

crumpled paper from wastebaskets. Main switch and emergency stop button. Automatic power cut-off when

hopper or cabinet is opened or shred bag is full. Automatic reverse and power cut-off when overfed. Thermal

switch prevents overheating. Special rotating paddles for positive feeding of bulky materials. Standard feed

opening for flat paper with automatic start and stop controlled by photo cell. Fold-out feed table. Soft-touch

control keys with optical indicators to show operational status. Soft metal resistant, hardened steel cutting

shafts take CDs / DVDs and hardbound documents. Lifetime warranty on the cutting shafts. High powered

3 phase motor rated for continuous operation. Fully enclosed gear box housing. Mounted on heavy duty casters.

Front opening cabinet door and mobile shred bin for easy replacement of shred bags. 

Specifications

Shred volume, gallons 61

Feed opening, inches 18

Electrical requirements, volts 220, 3 phase

Maximum horsepower 7 1/3 

Dimensions (D x W x H), inches 30 x 29 x 67

Shipping weight, pounds 715
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*High Capacity models have a 1 year limited warranty.
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DESTROYIT® 4605
Features

FOLD-OUT FEED TABLE
The fold-out feed table is used for feeding
flat paper stacks. Start and stop functions
are controlled by photo cell.

ELECTRONIC SAFETY FEATURES
Should a jam occur, the hopper can be
tilted back to clear the jam. Motor power
is automatically cut during this operation.

BULK PAPER SHREDDING
Special rotating paddles are used to feed
bulky materials into the cutting unit.

MOBILE SHRED BIN
Caster-mounted shred bin is easily
removable through the front cabinet door.
Shredder stops automatically when door
is opened.
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1)  Super micro-cut shafts are covered by a 1 year warranty.

*

*High Capacity models have a 1 year limited warranty.


