


Performance Informa�on

Model
 

Items Input Voltage
 

 
Input 

Current(A) 
Power 
Factor 

Power 
(W)

Luminous 
Flux(LM) 

Color 
Temperature

Color Rendering 
Index (RA)

Rated  
R9

Rated  
Life

THD

120-277VAC

120-277VAC

120-277VAC

120-277VAC

120-277VAC

120-277VAC

120-277VAC

120-277VAC

120-277VAC

120-277VAC

120-277VAC

120-277VAC

 

 

 

 

40 4600 3000K >80  16 >50000H <20% 

0.31

0.31

 >0.90 40 4600 3500K >80  16  >50000H    <20%

>0.90

0.31 >0.90 40 4600 4000K >80  16  >50000H    <20%

0.31 >0.90 40 4600 5000K >80 14   >50000H    <20%

0.65

0.65

>0.90 80 9200 3000K >80  16  >50000  H <20%

>0.90 80 9200 3500K >80  16  >50000H <20% 

0.65 >0.90 80 9200 4000K >80  16  >50000  H <20%

>0.90 80 9200 5000K >80  16  >50000  H <20%0.65

0.75

0.75

0.75

0.75

 

 

LSL-4FT-40W-30K-D-E

LSL-4FT-40W-35K-D-E

LSL-4FT-40W-40K-D-E

LSL-4FT-40W-50K-D-E

LSL-8FT-80W-30K-D

LSL-8FT-84W-30K-D-HL

LSL-8FT-80W-35K-D

LSL-8FT-84W-35K-D-HL

LSL-8FT-80W-40K-D

LSL-8FT-84W-40K-D-HL

LSL-8FT-80W-50K-D

LSL-8FT-84W-50K-D-HL

 

 

 

 

 >0.90        84          11000           3000K                   >80                14      >50000H    <20%

>0.90        84          11000           3500K                   >80                14      >50000H    <20%

>0.90        84          11000           4000K                   >80                14      >50000H    <20%

>0.90        84          11000           5000K                   >80                14      >50000H    <20%

All fixture is 0 - 10V dimmable.





Performance Informa�on

Model
 

Items Input Voltage
 

 
Input 

Current(A)
Power 
Factor

Power 
(W)

Luminous 
Flux(LM)

Color  
Temperature

Color Rendering 
Index (RA)

Rated  
R9

Rated  
Life

THD

120-277VAC

120-277VAC

120-277VAC

120-277VAC 80

80

80

80

3000K/4000K/5000K

3000K/4000K/5000K

3000K/4000K/5000K

3000K/4000K/5000K

>80

>80

>80

>80

 16

 16

 16

 16

>50000H

>50000H

>50000H

>50000H

<20%

<20%

<20%

<20%

>0.90

>0.90

>0.90

>0.90

0.65

0.65

0.65

0.65

9200

9200

9200

9200LSL-8FT-80W-30K-D-A

LSL-8FT-80W-35K-D-A

LSL-8FT-80W-40K-D-A

LSL-8FT-80W-50K-D-A  

 

 

 

All fixture is 0 - 10V dimmable.





Performance Informa�on

Model
 

Items Input Voltage
 

 
Input 

Current(A) 
Power 
Factor 

Power 
(W)

Luminous 
Flux(LM) 

Color  
Temperature

Color Rendering 
Index (RA)

Rated  
R9

Rated  
Life

THD

100-277VAC

100-277VAC

100-277VAC

100-277VAC

100-277VAC

100-277VAC

 

 

 

 

20

30

40

60

80

2300

3450

4600

6900

3000K/4000K5000K

3000K/4000K5000K

3000K/4000K5000K

3000K/4000K5000K

3000K/4000K5000K

3000K/4000K5000K

>80

>80

>80

>80

>80

 16

 16

 16

 16

 16

>50000H

>50000H

>50000H

>50000H

>50000H

<20%

<20%

<20%

<20%

<20%

 

0.25

0.17

 

>0.90

>0.90

>0.90

>0.90

>0.90

0.31 

0.50 

0.65

0.75

9200

>0.90 84 11000 >80  16  >50000H <20% 

LSL-2FT-20W-MCT-D 

LSL-3FT-30W-MCT-D 

LSL-4FT-40W-MCT-D 

LSL-6FT-60W-MCT-D 

LSL-8FT-80W-MCT-D 

LSL-8FT-84W-MCT-D-HL 

 

 

All fixture is 0 - 10V dimmable.
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