
120-277V AC 50/60Hz 

Anodized Aluminum 
White Finish 

Color Temperatures

Features

Wattage

Voltage Input

130-135 LPW

Efficacy

Finish

0~10V Dimmable

Dimming

15W / 17W / 20W / 24W / 25W / 27W / 29W / 30W
34W / 39W / 46W / 55W / 65W / 75W / 85W

LSS-2FT-25W-MCTP 
LSS-2FT-25W-MCTP-BK
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4000K 

44 1/2”(L) x 2 3/5”(W) x 2 3/4”(H)

23 1/2”(L) x 2 3/5”(W) x 2 3/4”(H)

23 1/2”(L) x 2 3/5”(W) x 2 3/4”(H)

LED Perforated Wall Lights 

LED PERFORATED
WALL LIGHTS 05

LSS-4FT-34W-MCTP
C.

LSS-4FT-46W-MCTP
C.

LSS-4FT-46W-MCTP-BK
C.

C.

5000K 3500K 

44 1/2”(L) x 2 3/5”(W) x 2 3/4”(H)

2FT & 3FT
4FT

OPT-EM-FM1INT
OPT-EM-CM1INT
OPT-EM-CM2INT

OPT-FWH-63

N/A OPT-SEN-UHX OPT-HBC-125TL-BK
 OPT-HBC-125TL-WH
 OPT-HBC-277TL-BK
OPT-HBC-277TL-WH
OPT-HBC-125SB-BK
OPT-HBC-125SB-WH

8FT,15A ,125V,16/3TL,BLK
 8FT,15A,125V,16/3TL,WHT
 8FT,15A,277V,16/3TL,BLK
 8FT,15A,277V,16/3TL,WHT
 10FT,15A,125V,18/3STR,BLK
 10FT,15A,125V,18/3STR,WHT

Description Description DescriptionPaint SensorPlug-In CordWatts EM Options

Flex Whip Description

Factory-Installed Options

6FT 3-WIRE WHIP

INTERNAL
INTERNAL
INTERNAL

PROGRAMMABLE MICROWAVE (BI-LEVEL)


