
T5
T E C H N I C A L  S P E C I F I C AT I O N S :

:: Linkable
:: 120-277V AC Internal Driver
:: Frosted Lens
:: 115LM/W
:: LED SMD type: LM80 2835
:: CRI: >80
:: Power Factor: ≥0.9
:: Beam Angle: 140º
:: Operating Temp: -4°F to 104°F
:: IP20
:: UL Listed
:: DLC Listed
:: Life Span: 50,000 hours
:: 5-year warranty

F E AT U R E S :

:: Ideal for retrofitting T5 & T8 high bays, troffers, and other 
linear fixtures.

LED   T5    RETROFIT  LAMPS 
CATALOG NO. WATTS LUMENS COLOR TEMP MAX RUN

6’ Plug-in Power Cord

6’ Plug-in Power Cord with Switch

8” Jumper Cord

6’ AC Input Wire

End-to-End Coupler

Clip-on Secure Magnet Set

T5-22IN-9W-40K

T5-22IN-9W-50K

T5-47IN-16W-40K

T5-47IN-16W-50K

T5-6FT-PC

T5-6FT-PCS

T5-8IN-JUMP

T5-6FT-PT

T5-COUPLER

T5-MAGSET

9W

9W

16W

16W

1035LM

1125LM

1840LM

2000LM

4000K

5000K 

4000K

5000K

24’

24’

31’

31’

INDUSTRIAL   LIGHTING     I     LED  t5   LAMPS

W W W . W E S T G A T E M F G . C O M    T O L L  F R E E :  8 7 7 . 8 0 5 . 2 2 5 2     F A X :  8 7 7 . 8 0 9 . 2 2 5 2 WESTGATE MFG

C16

DIMENSIONS

22.5”(L) x 0.88”(W) x 1.35”(H) 

47.13”(L) x 0.88”(W) x 1.35”(H) 

Coupler AC Input Wire Power Cord 
with Switch

Power CordJumper Cord



UNDERCABINET   LIGHTING      I     120V   LED   ADJUSTABLE   UNDERCABINET

W W W . W E S T G A T E M F G . C O M    T O L L  F R E E :  8 7 7 . 8 0 5 . 2 2 5 2     F A X :  8 7 7 . 8 0 9 . 2 2 5 2 WESTGATE MFG

F6

T5
T E C H N I C A L  S P E C I F I C AT I O N S :

:: Linkable
:: 120V AC Internal Driver
:: Surface Mounting Brackets & Screws Incl.
:: Frosted Lens
:: 115LM/W
:: LED SMD type: LM80 2835
:: CRI: >80
:: Power Factor: ≥0.9
:: Beam Angle: 140º
:: Operating Temp: -4°F to 104°F
:: IP20
:: UL Listed
:: Life Span: 50,000 hours
:: 5-year warranty

LED   T5   LAMPS    with   internal   driver
CATALOG NO. WATTS LUMENS COLOR TEMP MAX RUN

6’ Plug-in Power Cord

6’ Plug-in Power Cord with Switch

8” Jumper Cord

6’ AC Input Wire

End-to-End Coupler

Clip-on Secure Magnet Set

T5-12IN-5W-30K-D

T5-12IN-5W-40K-D

T5-12IN-5W-50K-D

T5-22IN-9W-30K-D

T5-22IN-9W-40K-D

T5-22IN-9W-50K-D

T5-47IN-16W-30K-D

T5-47IN-16W-40K-D

T5-47IN-16W-50K-D

T5-6FT-PC

T5-6FT-PCS

T5-8IN-JUMP

T5-6FT-PT

T5-COUPLER

T5-MAGSET

5W

5W

5W

9W

9W

9W

16W

16W

16W

575LM

575LM

625LM

1035LM

1035LM

1125LM

1840LM

1840LM

2000LM

3000K

4000K

5000K

3000K

4000K

5000K

3000K

4000K

5000K 

15’

15’

15’

24’

24’

24’

31’

31’

31’

Coupler AC Input Wire Power Cord 
with Switch

Power CordJumper Cord

DIMENSIONS

11.85”(L) x 0.88”(W) x 1.35”(H) 

22.5”(L) x 0.88”(W) x 1.35”(H) 

47.13”(L) x 0.88”(W) x 1.35”(H) 

120V
Internal Drivers

TRIAC


