
GLASS LENS
WALL PACKS 05

Glass Lens Traditional Wall Pack

120-277V AC 50/60Hz

ADC12 Aluminum Heat Sink / Outdoor Powder Coating
Dark Bronze / White

3000K 4000K 5000K 

5700K 

Color Temperatures

Features

Wattage

Voltage Input

110 LPW / 130 LPW

Efficacy

0.35A / 0.64A / 1.0A / 1.4A  

Input Current

Finish

0~10V Dimmable

Dimming

15W / 20W / 25W / 30W / 40W / 50W / 80W / 100W / 120W

 

Catalog No. Fig.
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BUTTON
BUTTON
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INTERNAL
INTERNAL

EXTERNAL BOX

Remote Control for Multi-Color
Temp. & Power Outdoor Fixture

TAMPER RESISTANT SCREW

Description Description DescriptionPaint SensorPhotocellWatts EM Options

480 V Option DescriptionVandal Res. Descriptions

WEC-8RC

OPT-WP-480V

Factory-Installed Options

PROGRAMMABLE MICROWAVE (BI-LEVEL)

PROGRAMMABLE MICROWAVE (BI-LEVEL)

REMOTE CONTROL

CHANGE VOLTAGE

10 1/4”(W) x 9 1/2”(H) x 9”(D)

15 1/4”(W) x 9 1/2”(H) x 7 1/2”(D)

15 1/4”(W) x 9 1/2”(H) x 7 1/2”(D)
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18 1/4”(W) x 9 1/5”(H) x 9 1/5”(D)
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MCTP-RC1 WML-SH2 / WML-SH3

Accessories

Shield for WML 


