
Gosling Can Slide Care and Troubleshooting 

Can Slide Preventative Maintenance Care and Troubleshooting (CMMO) 

 

Preventative Maintenance: 

1.) Before each run, remove the clear exit side guarding and spray the guide rods with a food grade 
silicon spray, then jog the can slide to the seamer then press home. 

2.) After each run, remove the clear exit side guarding and using a soft cloth and isopropanol wipe 
down the guide rods. 

3.) If the unit will not be used for a few days, apply food grade silicon spray to the guide rods and 
jog to the seamer then press home.  

 

Zero Angle Determination: 

Description : The can slide driver has not been able to find its position on the can slide rail. 

Zero Angle Determination Usual Fix: 

1.) Estop the machine. 
2.) Move the can slide by hand forward and back, this will reload the position into the encoder 

drive. 
3.) Release the e-stop, press ‘ON’ to enable the compressed air, clear the faults, enable the drive, 

then home the can slide. 

 

CMMO Fault: 

Description: This is a broad fault that has to do with the can slide going into a protection mode or from 
not finding the home sensor and/or travel impediment. 

 

CMMO Fault Troubleshooting: 

4.) E-stop the machine. 
5.) Move the slide by hand forward and back and make sure that the Can Gripper or slide isn’t 

coming into contact with anything. 
6.) Make sure the home sensor lights up when the gripper is in its home position and then goes 

dark when the slide is out of position. 

What you can do: 

1.) E-stop the machine. 
2.) Make sure the gripper retracted. 
3.) Use a soft cloth and isopropanol to wipe down the guide rods (take off the clear exit guarding to 

access the rods). 
4.) Move the slide forward out of home position towards the lid dropper. 
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5.) Release the e-stop. 
6.) press ‘ON’ to enable the compressed air to the machine. 
7.) Clear the faults  
8.) Enable the Drive. 
9.) Home the Slide. 

When doing this make sure to watch carefully for anything that could be interfering with the gripper 
which is attached to the slide. Make sure to check that the home sensor is in the correct position and 
the gripper is seeing the sensor. 

Note: When shutting down the machine it is best to leave the gripper under the lid dropper or seamer. 

Note: The Fill Head Raise Cylinder and Can Gripper Extend/Retract cylinder also benefit from the same 
cleaning and lubricating as the can slide guide rails. 

 

  


