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Fluid Resistant
3ply Face Masks

PRODUCT INFORMATION
MATERIAL Polypropylene

TYPE Non-sterile and single-use Loop or Tie on masks

COLOURS Blue, Green (loop only) or Pink (loop only)

FEATURES Plastic coated nose bridge, 99% Bacteria Filtration Efficiency (BFE),  
Glass fibre-free, Level 2 rating / Type IIR

COUNTRY OF ORIGIN China

STORAGE Store in original packaging in a cool, dry and well ventilated area, away from dust, 
direct sunlight, moisture, x-ray and excessive heat above 100°F (37°C)

PACKAGING & ORDERING INFORMATION

 CODE COLOUR TYPE PURCHASE UNITS CARTON DIMENSIONS 
(LxWxH)

CARTON 
WEIGHT

CUBIC 
METRE

310000 Blue Loop

1 carton of 1000 Facemasks  
(50/box x 20 boxes) 52 x 38 x 18cm 4.7kg 0.04m3

310100 Green Loop

310200 Pink Loop

311000 Blue Tie-on

QUALITY STANDARDS
AUDIT STANDARDS Manufactured in an ISO 9001:2015 facility

TEST STANDARDS EN 14683:2019+AC:2019 - Type IIR
AS 4381:2015 - Level 2

PHYSICAL PROPERTIES
WEIGHT 73gsm

SIZE (LxW) 17.5 x 9.5cm

MELTING POINT 170°C

FLASH POINT 400°C

TENSILE STRENGTH 40N (MD), 20N (CD)

ELONGATION 103N (MD), 97N (CD)

MEDICAL FACE MASKS - REQUIREMENTS & TEST METHODS
CLAUSE TEST METHOD REQUIREMENT RESULT

Clause 5.2.2 Bacterial Filtration Efficiency (BFE)  EN 14683:2019+AC:2019 Annex B ≥ 98% Pass
Clause 5.2.3 Breathability EN 14683:2019+AC:2019 Annex C < 60 Pa/cm2 Pass

Clause 5.2.4 Splash Resistance ISO 22609:2004 ≥ 16.0kPa Pass

Clause 5.2.5 Microbial Cleanliness EN 14683:2019+AC:2019 Annex D
EN ISO 11737-1:2018 ≤ 30 CFU/g Pass

Clause 5.2.6 Biocompatibility - - Not Tested


