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2020 – Newer Subaru Outback Behind Front Seats 
Barrier Net Installation  

NOTE: Before beginning installation, please look at the installation documents below and make sure that you 
have the necessary hardware (if any) tools and patience to perform the job.  While these are designed as a DIY 
product some basic automotive and tool experience is helpful.  We are here to assist you if you do run into 
questions too. Please reach out via email or text us!  Please know that while we supply helpful tips and 
suggested process, it is up to the installer to make final determination as to installation and the end user 
regarding use of the product.  Vehicles can and are sometimes different than the examples provided so 
proceed with attention to detail and patience. Now to the fun part, installing your new Raingler Net! 

 
IMPORTANT: READ INSTRUCTIONS FULLY BEFORE STARTING 

 
 

 
 

 
Time: 60 – 90  minutes 

Paw Level:  
Tools: (may vary by vehicle)   

1. 10mm and 14mm sockets and ratchet wrench 
2. Panel removal tool 
3. Roughly 18” of Cord, twine or similar. A long strip of duct 

table folded on itself lengthwise can even work. 
4. Shop towel to protect plastic trim 
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Step 1 
Slide front seats forward and lower upper 
seat belt slider down to lowest position 
for best access. Loosen B pillar weather 
stripping from edge by pulling off B pillar 
ridge. 
 
 
 
 
 
 
 
 
 
 
Step 2 
Loosen lower trim cover by carefully lifting back top edge 
back and away from the top piece.  This piece can often be 
done by hand, 
 
 
 
 
 
 
 
 
or carefully with panel tool as shown. 
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Once the side is loose, grasp the top edge and wiggle while 
pulling towards inside cabin to release the nylon clips shown 
below to expose the 10mm bolt at bottom of upper trim cover.  
 
 
 
 
 
 
 
 
 
 
 
 
 

Step 3 
Place a shop towel over top of lower trim piece and lean back out 
of way from the B pillar.  
 
 
 
 
 
 
 
 
 
 
 
 
NOTE! Take care not to move or damage any SRS lines you may 
come across.  See yellow lines at bottom of B pillar trim cover: 
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Remove the exposed 10mm bolt. 
 
 
 
 
 
 
 
 
 
 
 
 
Looking in from the opening where the 
weatherstripping was, carefully pop the nylon clip on 
the lower portion of the upper trim with the panel tool 
from the front edge.  
 
 
 
 
 
 
 
 
*If this is not coming out easily,  the 
upper panel can be slid up and then you 
can remove it and press into slot once 
panel has been removed in next step.  
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Step 4 
The upper trim cover has an upper center nylon clip and a plastic 
wedge that slides up into headliner.  Similar to the lower cover, 
wiggle left and right on trim and pop loose. Once the nylon clips 
are loose, push the upper wedge up and towards middle of cabin 
to have it drop down into the lower trim piece. 
 
 
 
 
 
 
 
 
Detail of nylon clip 
above the upper seat 
belt 14mm bolt:  
 
 
 
 
 
 
 
 
 
 
Step 5 
Remove the 14mm bolt above top of upper 
seat belt assembly:  
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 Install the hardware (Part C110XL) so the flat 
side of the tab is next to the inner B pillar and 
the tether and D-ring is oriented to the 
headliner. and reinstall the 14mm bolt. 
 
 
 
 

 
 
*If the tab tries to rotate as you tighten it, you 
can slide the tether to the side to keep tension 
on it while it tightens and then shift up once bolt 
is tight. 
 
 
 
 
 
 
 
 
 
 
 
 
Step 6 
Tie your cord to the D-ring: 
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Feed the cord below 
the plastic piece the 
nylon clip mounts to 
and up through the 
openings between 
the outer upper trim 
piece as shown:  
 
 
 
 
 
 
 
 
Here’s a short clip showing the tether routed but not installed to the 14mm bolt (this is where 
the cord will be used to position): 
https://www.dropbox.com/scl/fi/zrlg545bygtig5y6wvwbi/IMG_7491.MOV?rlkey=dp0ylewgerqj
xb8e35qm8rzjn&dl=0 
 
 
Orient the square ring 
on the 14mm bolt down 
at an angle and then 
while putting the upper 
trim back on (do not 
press back into place 
yet!), pull and work the 
cord and D ring 
through and out the top 
of the opening.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

https://www.dropbox.com/scl/fi/zrlg545bygtig5y6wvwbi/IMG_7491.MOV?rlkey=dp0ylewgerqjxb8e35qm8rzjn&dl=0
https://www.dropbox.com/scl/fi/zrlg545bygtig5y6wvwbi/IMG_7491.MOV?rlkey=dp0ylewgerqjxb8e35qm8rzjn&dl=0
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(The trim will raise the nylon clip above the square before it’s 
pressed back into place.)  
 
 
 
 
 
 

 
 
 
 
 NOTE! Watch the upper seat belt 
mechanism (Printed “KNOB B PLR ADJ” 
beside vertical spring) BEFORE pressing trim cover back into 
place. The trim covers sliding mechanism must sit over the inner B 
pillar spring assembly (White plastic on left). Also the bolt must 
insert into the round short tube. Check that the adjuster works fully 
and that the nylon clip lines up to inner metal hole before pressing 
trim cover into place.  
 
 

 
When it’s lined up properly, it should be ready to press the upper 
trim back into position: 
 
 
 
 
Remember the upper wedge will need to be slid up and into 
position as it was before removal, so that the panel can line up to 
reinstall.  
 
 
 
 
Step 7 
Double check the seat belt adjuster works 
properly with no binding. 
 
 
 
 
 
 
 
 
 
 

This must sit under 
the covers’ sliding lip. 
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Reinstall the 10mm bolt in bottom of upper trim 
cover: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 Remove cord: 
 
 
 
 
 
 
 
 
 
Make sure trim is fully in position and even seated in front and back 
door openings:  
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The D-ring should be oriented straight out from the B pillar:  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Step 8 
OPTIONAL LOWER MOUNTS: SKU 
C115M installs on the OEM bolt just under 
the carpet edge oriented with the bend of 
the angle bracket pointed inwards to 
center of cabin and the tether and. D-ring 
up and out through carpet opening. 
 
 
 
 *If you want the lower portion of the net 
to slide back and forth with the seats, the 
lower straps can simply be routed under 
the floor to seat brackets. See image at Step 11. 
 
 
 
Step 9 
Reinstall lower trim cover lining up the 
two nylon clips and upper two flat prongs. 
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Press into place and press weather stripping evenly back onto the B pillar ridge:  
 

 
 

 
 
 
 
 
 
 
Step 10 
Hang the net up with the Raingler Logo facing 
towards the back seats.  Feed top straps through 
the D-rings and while squeezing tab on buckles, 
feed tapered end of strap from bottom of buckle 
and into the cam buckle’s “teeth”. 
 
 
 
 
 
 
 
Slide the front seats back into normal positions.   Loosely install all straps and slide the front 
seats back into normal position.   Center left and right and then tension top straps. At lower 
straps, draw out the slack towards the bottom taking care not to lower the net from 
top.  Cover the buckles and wrap up excess adjusting straps. SHORT VIDEO showing how. 
HERE’s a quick and easy video showing how. 
 
 
 
 

https://vimeo.com/316588617
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Step 11 
Enjoy your new Raingler 
Barrier Net!  Shown here with 
lower straps looped around 
floor brackets:  
 
 
 
 
*DOG OWNERS. We suggest 
deterrent and training while 
your dog gets used to the 
Raingler Barrier Net.  
Here’s what we’ve learned in 
25 years of nets and dogs and 
how we do it. 
 
 

 
 
 
 
 
 
 
 
 

Thank you for purchasing Raingler Nets. 
If you have any questions please contact us, 

we are here to help! 

https://raingler.com/collections/dog-products
https://raingler.com/collections/dog-products
https://raingler.com/collections/dog-products

