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Upper half Barrier Net Install  

Jeep Wrangler 

 

NOTE:  Many Jeeps have factory anchor points for some if not all of the mounting points.  There are several types of 
hardware that we offer depending on application.  We will use our C102 PVC coated steel brackets to replicate the factory 
look and style of mounts. If you do not feel comfortable performing this installation, contact most auto accessory, 
upholstery, off-road center or mechanic to perform the installation for a solid installation that will serve you for many years 
to come. These will now include the C102 set for the lower mount point. Look for our C102 install video. 
 

 

IMPORTANT:  READ INSTRUCTIONS FULLY BEFORE STARTING 
 
 
 

 
Time: About 20 minutes 
Skill Level: 1 of 5 
Tools: none 
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Step 1:  Inspect the netting before you begin the install. Any shipping damage must be reported to 

carrier and us immediately. 

 
Step 2:  Fold down the back seats and hold the net so that the base of the trapezoid shape is towards 
the floor about even with the body top lip. The label faces to the front of the Jeep. 
 

Step 3:  The lower straps hook onto the side window net straps that run into the slit you made in the 
carpet just behind the rear door catch if you already have our side window nets for the 4 door JK.(if 
no side nets, you'd have to slit it for this net.) 

IMPORTANT, the rear seat belt strap must run over and in front of these net straps. Remember to 
leave these straps loose until the very end of the install. 

 
Step 4:  The middle straps anchor to the side net's upper front rings. (or roll bar if you do not have our 
side nets already in place), 

 
 

Step 5:  The upper straps wrap around the roll bar and then center it all up tightening the upper two, 
then the middle two and then fold the back seats into place and then the lower two making sure they 
allow the rear seat to fully seat and catch. Snug and center any more needed. 

 
Step 6:  Wrap the excess strap ends thru the buckle slit and around the web a few times and under 
itself and then pull snug to not allow any end to be loose and to also slow down any would be hands 
that might want to get something out of the back.  

Enjoy!  
Thank you for purchasing Raingler Nets  

If you have any questions please contact us, we are here to 
help!  Tech@RAINGLER.COM  or 866-905-7625 

mailto:Tech@RAINGLER.COM
tel:(866)%20905-7625

