
 

 

Setting up your 1 1/4 x 2Cf Cat Carbon System 

 

At Craft Brew Water we ship this system unloaded. We do this to minimize damage during 

shipment. We’ve included instructions on loading. Please note on the bill of lading if there is 

any damage to the Shipment. Loading and set up is a simple procedure. Please call 805-777-

7037 if you ever have any questions. 

What’s on the pallet. 

1. 2 bags of Catalytic Carbon. 

2. 1 bag of gravel. 

3. A funnel for loading system. 

4. The valve 

5. Bypass Valve 

6. Tank with distributor tube 

7. Flex lines for easy hookup. 

Loading the system. 

 

1. Make sure the top of the distributor in the tank is capped or covered with tape. 

2. Using the funnel load gravel 1st 

3. After gravel is loaded, load the carbon. 

4. Take cap off Distributor and install valve snug tight. 

 

Instructions for installation and startup 

1. After all connections have be completed, Inlet, outlet and drain is plumbed to a floor 

sink or sink follow these simple steps to start up your Cat Carbon System. 

2. Plug unit in, Do Not Open Water Inlet 

3. On your 3 button controller, press and hold for 3 seconds the set button. This will 

bring up the programming for setting the clock. Use up and down arrow to set hour. 

Press set and use up and down arrow to set minutes. When finished press set. 

4. Press and hold both Up and Down arrow buttons at the same time until you hear the 

valve advancing . This will put the valve into a manual regeneration. When it stops you 



 
will see c1 and minutes to backwash. Press the Up arrow to advance the valve. You will 

now see C4 which is the rinse cycle. 

 

5. Open the inlet side of the bypass valve leaving the outlet side closed. On the bypass 

valve the handles are actually arrows. The inlet side arrow will be pointing to the valve. 

6. Slowly turn on the water and let the unit fill at a slow rate. 

7. When the unit is full, water will start to come out of the drain. Let it run until the 

water is clear. When you 1st see the water it will be black, this is carbon dust and will 

rinse out. 

8. When the water is clear coming out of the drain, press the Up Button to advance the 

valve to service. When you see the Clock on the system press and hold the Up and Down 

buttons until the valve advances to Backwash. This will remove the remaining air out of 

the system. Let the system run to drain until the water is clear. Turn the water off to the 

unit. Do this by closing the inlet side of the bypass valve. The unit should be unplugged 

at this time. 

9. Let the unit sit overnight with water in it. 

10. After the unit has sat for 12 to 24 hours, plug the unit back in and open the bypass 

valve on the inlet side. Let the water run until clear. Press the Up Arrow button, this will 

put the valve into service mode. You can tell it’s in service mode when you see the clock. 

You may have to reset the clock at this time. 

11. Once it’s in service mode, press and hold the Up and Down arrow buttons. This will 

put the unit into a manual regeneration. You should hear a few seconds of residual air 

being removed. Let the system run through all cycles. It will return automatically to 

service when done. System is now ready for operation. 

 

If you have any questions please call us at 805-777-7037. If you are installing on the 

weekend we are available to help. 
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