
                              1” GAC Carbon System Start-Up Instructions                       
 

Here are the instructions for a simple startup of your new Carbon system. After the startup will return to 

a fully automatic carbon system. 

1. After all connections, inlet, outlet and drain have been completed follow these simple steps to 

start up your new Cat Carbon system 

2. Plug the unit in. Do not put water to the unit. 

3. Press and hold the set button for 3 to 5 seconds. This will bring up the set clock. Press the up 

arrow to advanced the hour.  Press set again and use the up arrow to advance the minutes. 

Once the time is set press set again. The unit is factory set to backwash at 2 AM. 

4. Press both the up and down arrows at the same time. This will put the unit into a regeneration 

mode. You will hear the valve advancing. When it stops press the up arrow to the rinse cycle. 

The display will read C4 5. Unplug the power to the unit. 

5. Open the inlet side of the bypass valve, leaving the outlet side closed. The inlet arrow will point 

to the valve on the bypass. 

6. Slowly turn on the water and let the unit fell at a slow rate. 

7. When the unit is full you, water will start to come out of the drain. Let it run until the water is 

clear. When you 1st see the water it will be very black, all this is his carbon dust and will rinse 

out. 

8. When the water coming out of the drain is clear, turn the water off to the unit. The unit should 

still be unplugged. 

9. Let the unit set overnight with the water in it. 

10. In the morning, plug the unit in that it run the water is clear, then press the up arrow to advance 

it to its service position. When the valve is in its service position you will hear 2 ravs and the 

clock display will be shown. 

11. Once it’s in service position, press the up and down arrow one more time and let the unit do a 

complete regeneration. It will return automatically to a service position when it is done in the 

system is ready for operation.  

If you have any questions, please call us at 805-402-6380 any time. 
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