
Embodying the experience of Deutz in the specialist 
tractor sector, the Agroplus Keyline offers extraordinary 
scope for configuration to cater for every specific need.

Boasting a modern design, simplicity, affordable pricing 
and sturdy construction, the Agroplus Keyline is a tireless 
worker with impressive manoeuvrability.

The Agroplus F Keyline Series is ideal for orchard and 
vineyard work, these tractors strike the perfect balance 
between superior performance and low running costs.
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Images for illustration purposes only. For exact specifications of 
advertised tractors, please consult your local Deutz-Fahr dealer. 

Specifications are accurate at the time of printing - May 2022.
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SPECIALIST DIMENSIONS

COMFORTABLE OPERATING AREA

SIDE MOUNTED CONTROLS

REAR AUX HYDRAULICS

HIGH CAPACITY REAR LIFT

80.4 F KEYLINE
POWER + PERFORMANCE

Engine Type Deutz-Fahr SDF 1000 Series

Emissions Tier III A

Cylinders / Capacity 4/4000

Aspiration Turbo Intercooler

Max Power - 2000/25/EC (kW/HP) 56/75

Max Torque (Nm) 285

Rated Engine Speed (rpm) 2350

Fuel Capacity (l) 65

DRIVE + HANDLING

Gearbox Type and Gears Synchronised Shuttle

Number of Gears 15/15

Clutch Type Double Dry Heavy Duty 11”

Min Speed (km/h) 0.18

Max Speed (km/h) 40

4WD 

Diff Lock Mechanically Operated Front + Rear

Brakes (N0 / Type) 4/Independent Wet Disc Brakes

Wheel Size - Rear 360/70R24

Wheel Size - Front 280/70R16

PTO Type Mechanical Independent

Speeds - Rear 540/750

PTO engine speed (rpm) 1967/1560

LIFT + FLOW

Type Open Centre

Flow Rate (l/min) 42 (Hyd) - 17 (Steering)

Remote Valves (Sets/Type) 2 / (1 Detent / 1 Spring)

3 Point Hitch Type Mechanical with draft

Category 2

Hitch End Type Ball

Max Lift Capacity - Rear (kg) 3000

COMFORT + CONVENIENCE

Forward Folding 2 Post ROPS 

Driver Seat with Mechanical Suspension 

Display Analogue

Side Control Levers 

Semi Flat Platform 

Exhaust Type Downswept

Worklights (No + Type) 2 Bonnet with High/Low Beam & 1 Rear Worklight

WEIGHTS + DIMENSIONS 

Wheelbase (mm) 2126

Length (mm) 3573

Mid Overall Width (mm) 1520

Height with ROPS up (mm) 2284

Height with ROPS down (mm) 1400

Weight (kg) 2650

TECHNICAL DATA & FEATURES

 Standard


