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How to Clean your SPIN machine
with few easy steps

24h
When should the machine be cleaned?
The daily cleaning of the parts in contact with the product is re-
commended. They must always be cleaned when filling up the 
machine with new product.

Empty the Bowls

1. Make sure that the main power 
switch is ON.

2. Turn the mixing switches to the 
ON (“|” position) and the refri-
geration switches to the OFF 
(“O position”)

3. Place a large empty contai-
ner under each dispenser tap. 
Drain the contents out of each 
bowl. Hold the container up to 
the tap to reduce splashing.

4. Once the bowls are empty, turn 
OFF the main power switch 
and unplug the machine.
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Cleaning Instructions

Dismantling

5. Lift off the bowl lids

6. Lift off and remove the lateral 
supports 

7. Remove the tap lever assem-
blies from the bowl taps by 
pushing in on the top of the tap 
lever with your thumb while pu-
lling up on the bottom with your 
index finger.

8. Remove the bowl by pushing 
the front up and pulling ou-
tward on the trim on the bot-
tom.

9. Pull the bowl seal off of the 
back of each bowl. NOTE: So-
metimes the seal comes loose 
and sticks to the auger when 
the bowl is removed.

10. Pull forward on each auger to 
remove it from the drum. Re-
move the auger seal.

11. Lift the tray with the grid on top 
of it and pull it out. Remove the 
float and the  grid and empty its 
content.

12. If your model is the Spin Twist 
version remove the Twist Tap. 
See annex: Assembly -  Disas-
sembly Twist Tap
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Cleaning Instructions

Cleaning

13. Fill a container with a sanitizing 
solution mixed in water (2% of 
sodium hypoclorite mixed in 
water). 

14. Soak the tap parts, auger and 
seals in the sanitizing solution. 
Allow 30 minutes for the solu-
tion to act.

15. Meanwhile, using a sponge 
dipped in sanitizing solution, 
clean the drums, the tray and 
the drainage holes. Allow 30 
minutes for the solution to act. 
Rinse thoroughly with clean 
water, then air dry.

16. Using a sponge dipped in sa-
nitizing solution, clean the in-
terior and the exterior of the 
bowl. Allow 30 minutes for the 
solution to act. Rinse thorou-
ghly with clean water, then air 
dry.

17. Using a sponge dipped in sa-
nitizing solution, clean the lids, 
bowls and drums. Clean the un-
derside of the lid using a brush 
soaked in sanitizing solution. 
Allow 30 minutes for the so-
lution to act. Rinse thoroughly 
with clean water, then air dry.

18. Rinse the pieces that were soa-
kinn in the sanitizing solution 
thoroughly with clean water, 
then air dry.
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Cleaning Instructions

Assembly

19. If your model is the Spin Twist 
version reassemble the Twist 
Tap. See annex: Assembly -  Di-
sassembly Twist Tap.

20. Insert the tabs on the back of 
the tray into the holes on the 
front of the chassis. Push down 
gently to secure in place.

21. Reinstall the auger seal on each 
auger. Reinstall the augers. Ro-
tate each auger until it engages 
completely.

22. Lubricate the inner surface on 
each bowl seal with food grade 
lubricant. Install a bowl seal on 
the back of each bowl. Failure 
to lubricate seals may result in 
leaks.

23. Set the mixing bowls back in 
place. Make sure that the lip on 
the bottom of each bowl rests 
inside the front trim on the top 
of the chassis.

24. Lubricate the red rubber (tap) 
seal on the back of the tap le-
ver and the handle mounting 
slots using food grade lubri-
cant.

25. Insert the top of the spring into 
the hook on the bowl. Insert the 
red tap seal into the tap hole on 
the bottom of the bowl. Line up 
the middle pins on the tap lever 
with the mounting slots. Push in 
on the center of each tap lever 
handle until the assembly pops 
into place.

26. Reassemble each lid and late-
ral support.
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Cleaning Instructions

rinsing cycle:

27. Open the lids and fill the bowls 
with clean water.

28. Turn ON the main power switch.

29. Turn the mixing switches to the 
ON (“|” position) and the refri-
geration switches to the OFF 
(“O position”)

30. Leave te unit on for 5 minutes

31. Drain the water from each of 
the mixing bowls by placing a 
container under the tap and pu-
lling the lever.

32. Turn OFF the main power 
switch


