
        

SPECIFICATION SHEET
Broadway 1200mm Round Mirror
Newtech Code: 8878

Features

Technical Details

06 349 0194  |  0800 728 662
www.newtech.co.nz
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Broadway 900 Mirror with LED lighting and demister

Product: Broadway 900 Mirror with LED Lighting & Demister 
H700 X W900 X D41
8870
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Broadway 800 Round Mirror with LED Lighting
SPECIFICATION SHEET

Product: Broadway 800 Mirror with LED Lighting
H800 X W800

LED Watts: 16.5W
LED Modules: 276 LED Modules            
Equivalent to: 75W Incandescent     Lumens: 1250
Code: 8877

1.Open the carton and make sure all the parts listed below are present

2.Mark a desired height of the mirror. Drill the required holes and insert the wall plugs.
Note: Wall plugs supplied are only suitable for solid stone/brick walls. Please ensure

trait or landscape.

Live Terminal

Earth Terminal
Output Wires

1X

2X

2X

FLOOR
FROM
HEIGHT
DESIRED
CHOOSE

DISTANCE A BETWEENCENTERS OF BRACKETS

A

LED MIRROR INSTALLATION INSTRUCTIONS
SAA

425

800

800

1.Open the carton and make sure all the parts listed below are present

2.Mark a desired height of the mirror. Drill the required holes and insert the wall plugs.
Note: Wall plugs supplied are only suitable for solid stone/brick walls. Please ensure

trait or landscape.

1X

2X

2X

FLOOR
FROM
HEIGHT
DESIRED
CHOOSE

DISTANCE A BETWEENCENTERS OF BRACKETS

4.Hang the mirror onto the wall.

A
5.Press the icon        to control on/off the lighting and heating pad.

LED MIRROR INSTALLATION INSTRUCTIONS
SAA

425

present

2.Mark a desired height of the mirror. Drill the required holes and insert the wall plugs.
Note: Wall plugs supplied are only suitable for solid stone/brick walls. Please ensure

trait or landscape.

FLOOR
FROM
HEIGHT
DESIRED
CHOOSE

DISTANCE A BETWEENCENTERS OF BRACKETS

4.Hang the mirror onto the wall.

5.Press the icon        to control on/off the lighting and heating pad.

LED MIRROR INSTALLATION INSTRUCTIONS
SAA

DISTANCE BETWEEN CENTRES 
OF BRACKETS 425MM

CHOOSE 
DESIRED 
HEIGHT 
FROM 

FLOOR 
TO SUIT

Safety Film Vinyl Backing
Plexi Glass Frame Enclosing LEDs
IP44 Rating

Specification / Compliance

Demister Size

LED lighting with Soft-Touch Sensor Switch
Demister size is 400x450
Dimensions: H1200 x W1200 x D30
LED Watts: 25.6W
LED Modules: 426 LED Modules
5mm Mirror Glass

        

SPECIFICATION SHEET

Broadway 1200mm Round Mirror
Newtech Code: 8878

Features

Technical Details

Head O�ce: 281 Heads Road, Wanganui
Auckland O�ce: 525 Great South Road, Penrose, Auckland
06 349 0194  |  0800 728 662
www.newtech.co.nz

� LED lighting with Soft-Touch Sensor Switch

� Demister

� Dimensions: H1200 x W1200 x D30

� LED Watts: 25.6W

� LED Modules: 426 LED Modules

�

0800 728 662 
www.newtech.co.nz
sales@newtech.co.nz
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Broadway 900 Mirror with LED lighting and demister

Product:
Size:
Code:

Broadway 900 Mirror with LED Lighting & Demister 
H700 X W900 X D41
8870

*Disclaimer: Measurements are nominal.
@ 2016 Newtech. All rights reserved.
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Broadway 800 Round Mirror with LED Lighting
SPECIFICATION SHEET

*Disclaimer: Measurements are nominal.
® 2018 Newtech.. All rights reserved.
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Broadway 750 Mirror with LED lighting and demister

Product:
Size:
Code:

Broadway 750 Mirror with LED Lighting & Demister 
H700 X W750 X D41
8865

*Disclaimer: Measurements are nominal.
@ 2016 Newtech. All rights reserved.

SPECIFICATION SHEET

0800 728 662 
www.newtech.co.nz
sales@newtech.co.nz
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Product: Broadway 800 Mirror with LED Lighting
Size: H800 X W800
LED Watts: 16.5W
LED Modules: 276 LED Modules            
Equivalent to: 75W Incandescent     Lumens: 1250
Code: 8877

Earth Terminal
Output Wires

1X

2X

2X

FLOOR
FROM
HEIGHT
DESIRED
CHOOSE

DISTANCE A BETWEENCENTERS OF BRACKETS

A
5.Press the icon        to control on/off the lighting and heating pad.

LED MIRROR INSTALLATION INSTRUCTIONS
SAA

425

800

800

Earth Terminal
Output Wires

1X

2X

2X

FLOOR
FROM
HEIGHT
DESIRED
CHOOSE

DISTANCE A BETWEENCENTERS OF BRACKETS

A
5.Press the icon        to control on/off the lighting and heating pad.

LED MIRROR INSTALLATION INSTRUCTIONS
SAA

425

Earth Terminal
Output Wires

1X

2X

2X

FLOOR
FROM
HEIGHT
DESIRED
CHOOSE

DISTANCE A BETWEENCENTERS OF BRACKETS

A
5.Press the icon        to control on/off the lighting and heating pad.

LED MIRROR INSTALLATION INSTRUCTIONS
SAA

DISTANCE BETWEEN CENTRES 
OF BRACKETS 425MM

CHOOSE 
DESIRED 
HEIGHT 
FROM 

FLOOR 
TO SUIT
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SPECIFICATION SHEET

Broadway 800mm Round Mirror
Newtech Code: 8877

Features

Technical Details

06 349 0194  |  0800 728 662
www.newtech.co.nz

LED Watts: 16.5W

LED Modules: 282 LED Modules

7 /Incandescent
12

0800 728 662 
www.newtech.co.nz
sales@newtech.co.nz

SPECIFICATION SHEET
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Broadway 900 Mirror with LED lighting and demister
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Broadway 800 Round Mirror with LED Lighting
SPECIFICATION SHEET

Product: Broadway 800 Mirror with LED Lighting

1.Open the carton and make sure all the parts listed below are present

2.Mark a desired height of the mirror. Drill the required holes and insert the wall plugs.
Note: Wall plugs supplied are only suitable for solid stone/brick walls. Please ensure

trait or landscape.

Live Terminal

Earth Terminal
Output Wires

1X

2X

2X

FLOOR
FROM
HEIGHT
DESIRED
CHOOSE

DISTANCE A BETWEENCENTERS OF BRACKETS

4.Hang the mirror onto the wall.

A
5.Press the icon        to control on/off the lighting and heating pad.

LED MIRROR INSTALLATION INSTRUCTIONS
SAA

1.Open the carton and make sure all the parts listed below are present

2.Mark a desired height of the mirror. Drill the required holes and insert the wall plugs.
Note: Wall plugs supplied are only suitable for solid stone/brick walls. Please ensure

trait or landscape.

1X

2X

2X

FLOOR
FROM
HEIGHT
DESIRED
CHOOSE

DISTANCE A BETWEENCENTERS OF BRACKETS

4.Hang the mirror onto the wall.

5.Press the icon        to control on/off the lighting and heating pad.

LED MIRROR INSTALLATION INSTRUCTIONS
SAA

425

1.Open the carton and make sure all the parts listed below are present

2.Mark a desired height of the mirror. Drill the required holes and insert the wall plugs.
Note: Wall plugs supplied are only suitable for solid stone/brick walls. Please ensure

trait or landscape.

FLOOR
FROM
HEIGHT
DESIRED
CHOOSE

DISTANCE A BETWEENCENTERS OF BRACKETS

4.Hang the mirror onto the wall.

5.Press the icon        to control on/off the lighting and heating pad.

LED MIRROR INSTALLATION INSTRUCTIONS
SAA

DISTANCE BETWEEN CENTRES 
OF BRACKETS 425MM

CHOOSE 
DESIRED 
HEIGHT 
FROM 

FLOOR 
TO SUIT

0800 728 662 
www.newtech.co.nz
sales@newtech.co.nz

SPECIFICATION SHEET
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Broadway 900 Mirror with LED lighting and demister

Product:
Size:
Code:

Broadway 900 Mirror with LED Lighting & Demister 
H700 X W900 X D41
8870

*Disclaimer: Measurements are nominal.
@ 2016 Newtech. All rights reserved.
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Broadway 800 Round Mirror with LED Lighting
SPECIFICATION SHEET

*Disclaimer: Measurements are nominal.
® 2018 Newtech.. All rights reserved.

70
0

35

A

60
0

70
0

20

35

20

35

70
0

20

35

Product: Broadway 800 Mirror with LED Lighting
Size: H800 X W800
LED Watts: 16.5W
LED Modules: 276 LED Modules            
Equivalent to: 75W Incandescent    Lumens: 1250
Code: 8877

1.Open the carton and make sure all the parts listed below are present

2.Mark a desired height of the mirror. Drill the required holes and insert the wall plugs.
Note: Wall plugs supplied are only suitable for solid stone/brick walls. Please ensure

trait or landscape.

Live Terminal

Earth Terminal
Output Wires

1X

2X

2X

FLOOR
FROM
HEIGHT
DESIRED
CHOOSE

DISTANCE A BETWEENCENTERS OF BRACKETS

A
425

800

800

1.Open the carton and make sure all the parts listed below are present

2.Mark a desired height of the mirror. Drill the required holes and insert the wall plugs.
Note: Wall plugs supplied are only suitable for solid stone/brick walls. Please ensure

trait or landscape.

Live Terminal

Earth Terminal
Output Wires

1X

2X

2X

FLOOR
FROM
HEIGHT
DESIRED
CHOOSE

DISTANCE A BETWEENCENTERS OF BRACKETS

A

LED MIRROR INSTALLATION INSTRUCTIONS

425

1.Open the carton and make sure all the parts listed below are present

2.Mark a desired height of the mirror. Drill the required holes and insert the wall plugs.
Note: Wall plugs supplied are only suitable for solid stone/brick walls. Please ensure

trait or landscape.

Live Terminal

Earth Terminal
Output Wires

1X

2X

2X

FLOOR
FROM
HEIGHT
DESIRED
CHOOSE

DISTANCE A BETWEENCENTERS OF BRACKETS

4.Hang the mirror onto the wall.

A
5.Press the icon        to control on/off the lighting and heating pad.

LED MIRROR INSTALLATION INSTRUCTIONS
SAA

OF BRACKETS 425MM

CHOOSE 
DESIRED 
HEIGHT 
FROM 

FLOOR 
TO SUIT

5mm Mirror Glass

Safety Film Vinyl Backing

Plexi Glass Frame Enclosing LEDs

IP44 Rating

Specification / Compliance

Note: All measurements shown are in millimetres. Sizes are nominal. 

Demister size is 350x250

250

35
0

Demister Size



        

SPECIFICATION SHEET
Broadway 600mm Round Mirror
Newtech Code: 8876

Features

Technical Details

06 349 0194  |  0800 728 662
www.newtech.co.nz

5mm Mirror Glass

www.newtech.co.nz
sales@newtech.co.nz

SPECIFICATION SHEET
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Broadway 900 Mirror with LED lighting and demister

Product: Broadway 900 Mirror with LED Lighting & Demister 
H700 X W900 X D41
8870
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Broadway 800 Round Mirror with LED Lighting
SPECIFICATION SHEET

Product: Broadway 800 Mirror with LED Lighting
H800 X W800

LED Watts: 16.5W
LED Modules: 276 LED Modules            
Equivalent to: 75W Incandescent    Lumens: 1250

8877

1.Open the carton and make sure all the parts listed below are present

2.Mark a desired height of the mirror. Drill the required holes and insert the wall plugs.
Note: Wall plugs supplied are only suitable for solid stone/brick walls. Please ensure

trait or landscape.

Live Terminal

Earth Terminal
Output Wires

1X

2X

2X

FLOOR
FROM
HEIGHT
DESIRED
CHOOSE

DISTANCE A BETWEENCENTERS OF BRACKETS

A

LED MIRROR INSTALLATION INSTRUCTIONS
SAA

425

800

800

1.Open the carton and make sure all the parts listed below are present

2.Mark a desired height of the mirror. Drill the required holes and insert the wall plugs.
Note: Wall plugs supplied are only suitable for solid stone/brick walls. Please ensure

trait or landscape.

1X

2X

2X

FLOOR
FROM
HEIGHT
DESIRED
CHOOSE

DISTANCE A BETWEENCENTERS OF BRACKETS

4.Hang the mirror onto the wall.

A
5.Press the icon        to control on/off the lighting and heating pad.

LED MIRROR INSTALLATION INSTRUCTIONS
SAA

425

present

2.Mark a desired height of the mirror. Drill the required holes and insert the wall plugs.
Note: Wall plugs supplied are only suitable for solid stone/brick walls. Please ensure

trait or landscape.

FLOOR
FROM
HEIGHT
DESIRED
CHOOSE

DISTANCE A BETWEENCENTERS OF BRACKETS

4.Hang the mirror onto the wall.

5.Press the icon        to control on/off the lighting and heating pad.

LED MIRROR INSTALLATION INSTRUCTIONS
SAA

DISTANCE BETWEEN CENTRES 
OF BRACKETS 425MM

CHOOSE 
DESIRED 
HEIGHT 
FROM 

FLOOR 
TO SUIT

Safety Film Vinyl Backing
Plexi Glass Frame Enclosing LEDs
IP44 Rating

Specification / Compliance

size is 150x250

Demister Size

SPECIFICATION SHEET
Broadway 600mm Round Mirror
Newtech Code: 8876

Features

Technical Details

06 349 0194  |  0800 728 662
www.newtech.co.nz
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Broadway 900 Mirror with LED lighting and demister

Product: Broadway 900 Mirror with LED Lighting & Demister 
H700 X W900 X D41
8870
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Broadway 800 Round Mirror with LED Lighting
SPECIFICATION SHEET

Product: Broadway 800 Mirror with LED Lighting
H800 X W800

LED Watts: 16.5W
LED Modules: 276 LED Modules            
Equivalent to: 75W Incandescent    Lumens: 1250
Code: 8877

Earth Terminal
Output Wires

1X

2X

2X

FLOOR
FROM
HEIGHT
DESIRED
CHOOSE

DISTANCE A BETWEENCENTERS OF BRACKETS

A

LED MIRROR INSTALLATION INSTRUCTIONS
SAA

425

800

800

1X

2X

2X

FLOOR
FROM
HEIGHT
DESIRED
CHOOSE

DISTANCE A BETWEENCENTERS OF BRACKETS

A
5.Press the icon        to control on/off the lighting and heating pad.

LED MIRROR INSTALLATION INSTRUCTIONS
SAA

425

FLOOR
FROM
HEIGHT
DESIRED
CHOOSE

DISTANCE A BETWEENCENTERS OF BRACKETS

5.Press the icon        to control on/off the lighting and heating pad.

LED MIRROR INSTALLATION INSTRUCTIONS
SAA

DISTANCE BETWEEN CENTRES 
OF BRACKETS 425MM

CHOOSE 
DESIRED 
HEIGHT 
FROM 

FLOOR 
TO SUIT
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