4 )
CUT AP-483 TO FIT:

[ I
POLYESTER WRAP

POLYESTER TARGET
N J

STEP #2:
APOC #483 POLYESTER
WRAP WITH FINGERS CUT ON

HORIZONTAL. EMBED IN /
APOC #264 WHILE STILL WET

STEP #3:
TOP COAT WRAP WITH
APOC #264
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Q

STEP #4:

APOC #483 POLYESTER
TARGET. EMBED IN APOC
#264 WHILE STILL WET

STEP #5:

COAT ALL POLYESTER WITH
APOC #264

(LEAVE UNCOATED IF
COATING WITH ACRYLIC OR
SILICONE)

N

OPTIONAL GRANULES
O’ DDO'ulé:DO 2DLOSDLO aDLOSPLO

\ N

\ EXISTING ROOF MEMBRANE
GRAVEL, SMOOTH, OR
GRANULES. IF GRAVEL BUR,
SPUD SMOOTH

N/
\— STEP #1:

APPLY APOC #264 TO PIPE
AND ROOF AT 3" THICKNESS

FINGERS (2" MIN.)

WRAP FOR PIPE, ANGLE, UNISTRUT, BUR - 3
OR I-BEAM Acrylic 264

NOT TO SCALE

JAAPOC

The Choice of Top Prc ionals °®




