
“One of the most damaging 
aspects to a roof is traffic 
due to general maintenance 
or periodic inspections”

Roofing membranes are 

frequently damaged by roof 

foot traffic which leads to 

premature wear and failure. 

DEK-TOP protects your roofing 

investment against this 

damage while providing a safe 

non-skid walkway for mainte-

nance access and repair, as 

well as routine inspections. 

DEK-TOP provides a long life, 

maintenance free surface 

and will not rot or splinter like 

wood walkways or degrade to 

UV exposure like rubber or 

plastic pads.

Other Uses:

DEK-TOP has also been used 

on roof-top running tracks for 

health clubs, roof deck surfac-

es, access platforms for 

billboards and signs, solar 

panel platforms, golf course 

paths and under wood sleep-

ers for redwood decks. 

For 30 years DEK-TOP has 

been used to protect some of 

the most expensive and 

important roofs of the world. 

Be sure your next roof is pro-

tected with the time proven 

effectiveness of DEK-TOP Think 

of it as "insurance" in your 

roofing investment.

APOC DEK-TOP is the answer to the age-old problem of constant 

foot traffic over the same roof area which causes wear and possible 

damage to the built-up roof system. Placed in stepping stone 

fashion, DEK-TOP panels provide a long-life, trouble free roof 

walkway system for pedestrian traffic found on the roof. DEK-TOP 
also provides a basic need in the maintenance and repair of the 

roof top equipment without the worry of roof damage. 

Provides Walkway for Easy Access to Skylights and Other Maintenance Areas

San Francisco International Airport Around cooling towers requiring routine maintenance

"New York, New York" in Las Vegas, Nevada "BELLAGIO" in Las Vegas, NevadaProven dependable performance!

D E K - T O P ™
Roof Walkway Pads

PROTECT YOUR ROOFING INVESTMENT



A NON-SKID WALKWAY FOR ROOF SECURITY 

Use of Dek-Top on built-up roofs provides safe and 

attractive walkways to roof-top facilities and 

equipment that require maintenance access and 

repair, as well as normal security traffic. Dek-Top is 

a flat, flexible, non-curling, waterproofing protection 

for traffic areas. Dek-Top will not rot or splinter like 

wood walkways. 

Dek-Top has also been used for roof-top running 

tracks for health clubs, roof deck surfaces, access 

platforms for billboards and signs, solar panel 

platforms and under wood sleepers for redwood decks.

PRODUCT DESCRIPTION: Long-life, trouble free, 

accident-preventing Dek-Top Panels are made of 

asphalt, reinforcing fibers and mineral fillers, 

compressed and molded under heat between 

inorganic fiberglass membranes. Dek-Top panels 

are built to standard sizes and mineral granules are 

added to make them attractive and skid-resistant.

SIZES AND COLORS: Dek-Top is stocked in 3' x 4' 

by 1/2 inch thick panels with a granulated top surface 

(white granule standard). Other granule colors and 

thicknesses (3/4 inch and up) are available upon 

request. Standard 1/2 inch Dek-Top weighs 

approximately 4 pounds per square foot; standard 

3' x 4' Dek-Top weighs approximately 5-2/3 pounds 

per square foot.

SPECIFICATIONS: Dek-Top panels have a 
granulated top surface being 3' x 4' by 1/2 inch 
thick containing reinforcing fibers and mineral fillers 
molded under heat between inorganic fiberglass 
membranes, conforming to ASTM D517 and 
passing a one-hour modified Burning Brand Test 
(ASTM E108).

INSTALLATION:

1. Roof surface and underside of Dek-Top panels 
shall be swept clean of dust, sand, gravel and 
other foreign particles prior to installation.

2. For roof drainage, allow 3 to 4 inches between 
walk pads.

3. To bond Dek-Top to roof surface utilize APOC 
Fibrex Cold-Ply Adhesive (at the rate of 50 sq. 
ft. per gallon) or APOC #133 Pro-Lastic 
Cement or APOC #501 Neoprene Cement 
(Apply #133 or #501 mastic on the back side of 
the walk pad using a five spot application. Mastic 
should be applied in 6"x6" squares 1" thick at all 
corners starting 2" from each edge, and at 
center of the pad. After mastic is applied, turn 
pad over and set pad in place)

LIMITATIONS: Dek-Top by itself is not intended 
to provide a finished roof membrane or intended 
as a substitution for roofing or to provide any 
structural support, and is not normally 
recommended for patio balconies or promenade 
decks. Please contact your APOC representative 
for special applications.

WARRANTY AND DISCLAIMER:  For limited 
warranty and disclaimer information, contact the 
APOC office at 1-800-562-5669.
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DEK-TOP   SPECS
Standard Dek-Top comes in 3' x 4' sheets with white granules

Special order colors:  black, green, tan, red or gray. 
Special order sizes: 2'x2', 4'x4' and 4'x5'. 
Please allow 3 weeks for all special orders.

1/2 Inch 48 lbs. 4 lbs. 75

72 lbs. 6 lbs. 503/4 Inch

5040-AP

5140-AP

FOR ROOF WALKWAYS
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