
CULVERT CLEANER: INSTRUCTIONS

COMES WITH EVERYTHING YOU NEED TO 
GET STARTED CLEARING CULVERTS.
Consists of an extender for especially deep culverts and 
bridges, plus metal culvert repair extension.  Comes with four 
sets of scoop paddles (12", 15", 18", 24") plus attaching chain 
and come-along.  A lighter-weight bucket brace for smaller 
buckets or mini excavators and less demanding jobs is 
available as an option. 

INSTRUCTIONS
1. Clean or mop out your ditch for any obstructions to make easier access to the culvert. 
2. Measure the size of your culvert to make sure that you have the right size paddles on before 

using. 
3. Make sure that the pivot tube is pinned/attached to the base plate before attaching to your 

bucket.
4. Attach the base plate to your bucket with chain and binder. 
5. Make sure to line your machine over the to of the culvert to give yourself easy access to the 

opening. 
6. If you have any smashed ends of culverts, attach your pry bar to your pivot tube.  Insert in 

and pull up and move side to side to open and repair the end of the culvert. 
7. If you have a clear opening to the culvert, attach the main missile (tube with paddles) to the 

pivot tube and slowly guide the culvert cleaner into the culvert. 
8. Once the main missile with paddles are inside the culvert, keep an eye on the tube and 

make sure to open and close the bucket as needed to avoid damaging the culvert. 
9. After pulling out the first 8ft. of debris from the culvert, push back in until you have 

approximately 2ft. to 3ft of the tube outside of the culvert and unpin from the pivot tube. 
10. Attach the extension tube to the main missile and slowly guide the bucket with pivot tube 

back to attach the extension and pin in.
11. Push back into the culvert and pull out the remaining debris (if you have an extendahoe for 

your machine you can pull out all at one time, if not you will have to unpin and re-pin to 
main tube once again).  After cleaning 15ft on one side, flip to other side of the culvert and 
repeat the process.  This will clean a 30ft. culvert.  If you have a longer culvert you will need 
extra extension tubes. 

12. If you have any obstructions on one end of the culvert and need to clean the entire culvert 
you will need to purchase the appropriate number of extension tube to push all the way 
through the culvert.  It is a good idea to have enough extensions in case you have splits in 
the middle of your culvert, to avoid getting stuck.  In case this ever happens, push the 
culvert cleaner all the way through to the other side of the culvert opening, and detach pin 
from pivot tube.  Bring the machine to the side with D-ring sticking out, attach chain 
through the ring to the bucket, and pull through until tubing is out of the culvert. 




