
Assembly Instructions
Contents:   
Box 1 
2 footer arches 
1 footer panel   
1 base section  
1 back section   
1 header  
1 shelf   
1 poster  
 
2 acrylic panels  
2 short screws  
4 medium screws 
4 long screws  
4 screw-in feet  
2 hand screws  

Box 2 
Controller retractor  
Pillow and pillowcase  
Shelf decals   
Specs and comparison chart 
   
Box 3  
Demo Motorbunny and unit (not for resale)

You will need a screwdriver, two  
people, and thirty minutes to assemble.   

Step 1
Insert tabs at top of footer panel into slots of footer arches. Firmly 
bend footer panel across arches and use short screws to attach.

Step 2
Use the four long screws to attach the base section to the 
assembled footer.

Step 3
Slide back section onto 
base section.

Step 4 Tighten hand screws on the back.

Step 3
Insert shelf tray into top 
side tabs of base section.

For video instructions, visit 
motorbunny.com/instructions   



Step 6
Carefully peel the protective film from both sides of both acrylic 
panels. Use glass cleaner and a soft cloth to remove any residue.

Step 7
Sandwich the poster between acrylic panels and use remaining 
four medium screws to attach them to the back section. 

Step 3

Affix decals to the front of the tray. Place pillow into pillowcase, and set Motorbunny 
on top of it on the shelf/tray. Thread the power supply through the provided holes 
and plug in. Plug in the controller. Attach specs/comparison magnet to back of 
display for sales associate reference.

Step 8 If header is not already atop back section, slide it on.

Step 9 Thread retractor through small hole in the side of the shelf, through the large 
holes in the tray and base section, and tether it to a hand screw. Peel and 
affix the retractor to the back of the Motorbunny LINK controller.

Step 10


