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Package Content 

Inside Magnetic Antenna 

一行 一 �

Outside Antenna 

Travel 4G RV 七巴
Car Charger

Warning: Un-authorized antennas, cables, and/or coupling devices are 
prohibited by new FCC rules. Please contact FCC for details.

Introduction 
Thanks again for purchasing a HiBoost Travel 4G 2.0 RV Booster. Our new and 
improved travel signal booster are precision-engineered products that improve 
cellular reception inside of vehicles. 

HiBoost's exclusive cloud-based Signal Supervisor mobile application allow 
users to monitor the live status of HiBoost cell phone signal boosters remotely 
from a mobile device anywhere at any time. 

If there are any issues while installing a HiBoost cell phone signal booster, 
please contact the HiBoost technical support team through the following options: 

24/7 Online Support: Create a ticket or chat via Signal Supervisor App 
Phone: 
Email: order@signalbooster.com
Website: https://www.signalbooster.com
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(855) 846-2654



H"1oosT 
How Signal Boosters Work 
The system amplifies the signal from the nearest tower and retransmits the 
amplified signal to any type of cellular device in the car. Since it is a wide-band 

booster, it will boost 3G and 4G LTE signal for all US and Canadian carrier 
networks. 

Outside Antenna 

Pre-Installation Instructions 
Hi Boost's Travel 4G 2.0 RV vehicle booster unit and antennas must be 

strategically placed in order to perform and provide maximum coverage. 

The HiBoost Signal Supervisor app will allow users to communicate to the Travel 

4G RV signal booster via Bluetooth. It will also allow users to communicate with 

the booster locally via Bluetooth connection. Once registered, the user can 

remotely monitor the travel booster's performance. 

Note: Signal Supervisor enabled boosters must have access to a Bluetooth 

enabled device in order to connect to the booster. 

Professional Installation Tips: 

• For a fast and optimized installation, it is strongly recommended that users
install HiBoost products using the Signal Supervisor mobile application

• Completely read the user manual and gather all necessary tools, material and

accessories before installing the booster
• A "soft installation" is recommended before permanently mounting any

equipment - this technique will simplify the installation process by allowing
users to identify any potential installation issues beforehand

• The Signal Supervisor App integrates a tool that will help users locate the best
location for the outdoor antenna
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Troubleshooting Guide 

LED STATUS INDICATORS 

Solid blue Below full output powe『

Slow flashing blue Full output power 
Alarm LED 

Quick flashing blue Output power is too high 

Quick flashing red 
Booste『 will automatically shut down 

excessive downlink signal 

Slow flashing blue Bluetooth disconnected 
Bluetooth LED 

Quick flashing blue Bluetooth connected 

Common Issues Troubleshooting Instructions 

The vehicle booster is installed but 
Check to see if the vehicle is started. 

there's still no signal 
Double check connections to make 
sure none are loose. 

The signal is not stable after turning on 
Check that the outdoor signal is stable 

the booste『 power
by referring to your mobile device and 
checking your coverage. 

The Alarm LEDs a『e quick flashing 
Check to make sure vehicle is not 

blueor red or off 
parked too close to a cell tower. 

Check that the booster is turned on and 
There is No Power the DC power outlet is plugged into the 

DC 12V port or lighter adapter 
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24/7 Online Support: Create a ticket or chat via Signal Supervisor App 
Phone: 
Email: order@signalbooster.com
Website: 

(855) 846-2654

https://www.signalbooster.com



H"1oosT 
FCC and IC Statements 
FCC RF EXPOSURE STATEMENT 
This equipment complies with FCC radiation exposure limits set forth for an 
uncontrolled environment. End users must follow the specific operating 
instruction for satisfying RF exposure compliance. This transmitter must not be co
located or operating in conjunction with any other antenna or transmitter. 

IC RF EXPOSURE STATEMENT 
The device is compliance with RF exposure limits. The minimum distance from 
body to use the device is 20 CM. 

Le p沧sent appareil est conforme aux conformite ou aux limites d'intensite de 
champ RF. La distance minimale du corps a utiliser le dispositif est de 20 CM. 

This is a CONSUMER device. 

BEFORE USE, you MUST REGISTER THIS DEVICE with your wireless provider and have 
your provider's consent. Most wireless providers consent to the use of signal 
boosters. Some providers may not consent to the use of this device on their 
network. If you a『e unsure, contact your provider. 

In Canada BEFORE USE ou must meet all re uirements set out in ISED CPC-2-1-05. 

You MUST operate this device with approved antennas and cables as specified by 
the manufacturer. Antennas MUST be installed least 20 cm (8 inches) from (迨
MUST NOT be installed within 20 cm of) any person. 

You MUST cease operating this device immediately if requested by the FCC (Qr 
ISED in Canada) or a licensed wireless service provider. 

WARNING. E911 location information may not be provided or may be inaccurate for 
calls served by using this device. 

This device may be operated ONLY in a fixed location (i.e., may operate in a fixed 
location only) for in-building use. 

This equipment has been tested and found to comply with the limits for a Class B 
digital device, pursuant to part 15 of the FCC Rules. These limits are designed to 
provide reasonable protection against harmful interference in a residential 
installation. This equipment generates, uses and can radiate radio frequency 
energy and, if not installed and used in accordance with the instructions, may 
cause harmful interference to radio communications. However, there is no 
guarantee that interference will not occur in a installation. If this equipment does 
cause harmful interference to radio or television reception, which can be 
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Return and Warranty Policies 
30-Day Money-Back Guarantee: If for any reason the performance of any product
is not acceptable, the product may be returned to the reseller within 30-day with
proof of purchase. Please contact the HiBoost customer support.

3-Year Warranty: HiBoost signal boosters and kits are warranted for 3 yea『s.
HiBoost will repair or replace the unit and will cover the cost of delivery for
consumers located within the continental U.S and Canada.

Customers can choose to return the signal boosters and kits directly to the 
manufacturer at the purchaser's expense with a dated proof of purchase and a 
Returned Material Authorization (RMA) number supplied by HiBoost. RMA 
numbers may be obtained by contacting customer support. 

This warranty does not apply to any signal boosters or kits determined by 
HiBoost to have been subjected to tampering, misuse, abuse, neglect, or 
mishandling that alters or damages physical or electronic properties. 

HiBoost is not liable for any Signal Supervisor application network connectivity 
issues. The cell phone signal booster relies on a strong, continuous and reliable 
connection to the internet in order to communicate with the cell phone 
application. For all Signal Supervisor Ap�lication related issues, please check
your network strength and call our technical support. 

All HiBoost products that are packaged with other HiBoost accessory products 
are intended for resale and used as a single integrated system. Such product 
kits are required to be sold to the end-users or subsequent reseller as packaged. 

11 /11 



https://www.signalbooster.com  l order@signalbooster.com  l  855-846-2654

https://www.signalbooster.com/products/hiboost-travel-4g-2-0-rv-cell-phone-signal-booster-c27-5s-btw-1

	1: 封面
	页 2
	页 3
	页 4
	页 5
	页 6
	页 7
	页 8
	页 9
	页 10
	页 11
	12: 封底

