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Marquis FX

Specifications

Field of View at 1000 metres

Angular Field of View

Exit Pupil

Eye Relief

Dimensions

Magnification

Lens Diameter 42mm

8x/10x

136m/114m

7.8º/6.5º

5mm/4.2mm

17.2mm/15.2mm

145 x 126 x 52mm

698g/686g

Up to 1m

Twist-up

Weight

Waterproof
27.60/20.49Relative Brightness

Eye Cups

Fully Multi-CoatedOptical Coating

Bird Watching

Nature

Hunting

Safari & Travel

Star Gazing

Spectator Sports

Hiking

8x42 ED | 10x42 ED

Features
Fully multi-coated optics and high performance 
ED glass for razor sharp images

Magnesium chassis and nitrogen purged for 
durable waterproof protection from the elements

Track subjects near or far, with a close 
focusing distance of 2.5m and wide field of view

Phase-corrected and dielctric coated prisms deliver high 
resolution and contrast views

In the Box:
Hard Case
Padded Neckstrap
Eyepiece Caps
Objective Lens Caps
Lens Cleaning Cloth

25 Year Limited Warranty from date of purchase

FX

Prism Glass

Prism System

BAK 4

Roof

8x42: BAMFX842G / 10x42: BAMFX1042G


