
 

 

 

WINTERIZING INSTRUCTIONS 

 

It’s once again time to start thinking about winterizing your misting system.  This will 

protect your spray nozzles, fittings, tubing, internal tank parts, and your pump.  Frozen liquid 

will expand and will most likely damage parts of your system. 

 

Winterizing is simple.  The best way to winterize is to use an air compressor.  If you 

don’t have an air compressor, look further down for other instructions.  Okay, so look at the 

image below.  The red arrow is pointing to the tubing that is leaving the misting system and 

going out to your barn or home, where all of your spray nozzles and tubing are attached.  

Unplug your system.  Push in the collar that surrounds that elbow fitting and pull the tubing 

out.  Connect that tubing to your air compressor and simply blow out all the liquid that is in 

your tubing, fittings, and nozzles.  Once you’ve blown out all the liquid, push the tubing back 

into the fitting you removed it from. 

 

 



If you have any liquid left in your tank, you can let that freeze over the winter.  Just 

make sure you pull the intake tube and intake filter out of the liquid.  You DO NOT want that to 

freeze in the liquid.  If your system has the intake tube running through PVC pipe, remove the 

PVC pipe and tie the intake tube with intake filter up under your system’s lid.  Replace the lid. 

 

That’s it!  You’ve now winterized your system.  If you do not have an air compressor or 

don’t have access to one, keep reading. 

 

 

 
 

 

 
 

 

1. Unplug your system. 

2. Remove the intake and return lines 

from your tank, while placing the lid in 

a stable location. 

3. DO NOT allow the lid to fall into the 

tank! 

4. Remove the suction filter from the 

suction line tubing. 



 
 

 

5. Using a bucket or other container 

such as a Home Depot bucket, add a 

winterizing solution such as 

windshield de-icer or marine de-icer.  

DO NOT use antifreeze!  Propylene 

glycol will destroy your pump and 

void any warranty you still have. 

6. Put both the suction line and the 

return line into the bucket that is 

filled with the solution. 

7. With the system plugged in, manually 

run the system until all insecticide is 

flushed and is replaced with your 

winterizing solution. 

8. Reattach your suction filter.  Tie 

everything that hangs in your 

reservoir up under the lid.  Reattach 

the lid and secure for the winter. 

IMPORTANT!  If your system has a float 

ball, it will need to be in an upward 

position for your system to run. 


