
UL Listed  
Class 1,2 & 3 
Hyde Park  
Vault Door
Maximum Security,  
Fire, Ballistic & Reliability



INN OVATIVE 
D E S IGN BENE FITS

•   STANDARD DOOR CAN BE CUSTOMIZED  
TO SPECIAL

•   HEIGHT/WIDTH REQUIREMENTS

•   LIFE SAFETY FEATURES DESIGNED INTO 
VAULT DOOR

•   EXTRA LAYER OF SECURITY WITH BUILT-IN 
�DEAD MAN BAR�

•   –-RIGID VAULT DOOR FRAME AND TRIM 
ALLOWS FOR EASY

•   GROUTLESS INSTALLATION AND COVERS 
THE COMPLETE OPENING

FE ATUR E S

•  AVAILABLE IN UL LISTED CLASS I, 2 AND 3

•   STANDARD SIZE IS 36� X 80� CLEAR 
OPENING; CUSTOM SIZES AVAILABLE

•   MAINTENANCE-FREE STAINLESS STEEL 
CONSTRUCTION AND PAINTED CHAR-
COAL GRAY

• 3-HOUR FIRE

•   FIVE LOCKING BOLTS WITH FULL LENGTH 
DEAD MAN BAR

•   FOUR WHEEL COMBINATION LOCK

•   UL LISTED THREE-MOVEMENT TIME 
LOCK – 144 HOUR RESETTABLE

•   EMERGENCY RELEASE MECHANISM SAFE

•   HEAT SENSOR AND DOOR CONTACT 
WITH TERMINAL STRIP CONNECTION

•   STANDARD FRAMED SMOKED ACRYLIC 
DAYGATE

•   RIGHT OR LEFT SWING

Vault Doors
PHYSICAL SECURITY

Hamilton’s Hyde Park Vault Door delivers maximum security with architect- 
ural appeal. Available in UL-Listed Class 1, 2 & 3 ratings, Hamilton’s  
door is tough, reliable and loaded with many feature to meet your needs.

1030 Round Bottom Road   I   Milford, OH 45150   I   513.874.3733 hamiltonsecurit ysolutions .com
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OPTIONAL

•Custom door sizes

• UL Listed Group One 
Combination Locks

• Access control to control

• Electric Strike for daygate

• Daygate Closer

• Customized logo on daygate

• High Security Electronic locks

• Door Buck frame for existing 
non-vault vault walls

• Colors: Black, Parchment, Gray 
 Leatherette, Instrument Tan
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DESCRIPTION

6/1/2022

Hyde Park Vault Door, UL Class 1, Right Swing

DATE
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DRAWING/MODEL NUMBER

PROPRIETARY AND CONFIDENTIAL
THESE DRAWINGS ARE THE PROPERTY
OF HAMILTON SAFE CO. AND SHALL
NOT BE REPRODUCED,COPIED,USED
AS THE BASIS FOR MANUFACTURE OR

SALE OF APPARATUS WITHOUT
PERMISSION

est. 1967

CUSTOM MADE SECuRITY

Hamilton’s vault doors and frame assembly met the requirements of UL 10C, UL 10B and ULC S104 
for a 3-hour fire-resistance rating with hose stream. The Class 1 rating is 30 minute, Class 2 rating 60 
minute, & Class 3 rating 120 minute UL security Rating.


