
No more searching for the control switch! This unique design 

makes the control easy for the clinician to use from anywhere around 

the table, yet out of the patient's way as they get on and off the table.

AM-BA
BAR ACTIVATED HI-LO CONTROL

RAISES 45o

LOWERS 90o

ELEVATES 30o

ELEVATES 78o

• 3-Section 
Treatment Table 

• 27"W x 76"L

• Min. Height: 18"
• Max Height: 37"
• 1 1/2" Firm 

Density Foam

• Head: 15" x 27"  
with Contoured 
Face Opening

• Center: 22" x 27"
• Foot: 39" x 27"

• 400 lb. Capacity
• 4 Total Lock 

Swivel Casters
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RAISES 45o

LOWERS 90o

• 1-Section 
Treatment Table

• 27"W x 76"L

• Min. Height: 18"
• Max Height: 37"
• 1 1/2" Firm 

Density Foam

• 400 lb. Capacity
• 4 Total Lock 

Swivel Casters

• 2-Section 
Treatment Table 

• 27"W x 76"L

• Min. Height: 18"
• Max Height: 37"
• 1 1/2" Firm 

Density Foam

• Head: 15" x 27"  
with Contoured 
Face Opening

• Body: 61" x 27"

• 400 lb. Capacity
• 4 Total Lock 

Swivel Casters
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Also available :
 AM-BA-134 34"W with
 500 lb. capacity
 AM-BA-140 40"W with
 500 lb. Capacity



RAISES 45o

LOWERS 90o

RAISES 45o

LOWERS 90o

ELEVATES 78o

• 2-Section 
Treatment Table 

• 3 Piece Head
• 27"W x 76"L

• Min. Height: 18"
• Max Height: 37"
• 1 1/2" Firm 

Density Foam

• Head: 15" x 13" 
with Contoured 
Face Opening

• Arms: 12.5" x 5.5"
• Body: 61" x 27"

• 400 lb. Capacity
• 4 Total Lock 

Swivel Casters

• 3-Section 
Treatment Table 

• 27"W x 76"L

• Min. Height: 18"
• Max Height: 37"
• 1 1/2" Firm 

Density Foam

• Head: 15" x 27" 
with Contoured 
Face Opening

• Center: 22" x 27"
• Foot: 39" x 27"

• 400 lb. Capacity
• 4 Total Lock 

Swivel Casters
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RAISES 45o

LOWERS 90o

RAISES 45o

LOWERS 90o

ELEVATES 78o

ELEVATES 78o

ELEVATES 30o

• 3-Section 
Treatment Table 

• 3 Piece Head
• 27"W x 76"L

• Min. Height: 18"
• Max Height: 37"
• 1 1/2" Firm 

Density Foam

• Head: 15" x 13" 
with Contoured 
Face Opening

• Arms: 12.5" x 5.5"
• Center: 22" x 27"
• Foot: 39" x 27"

• 400 lb. Capacity
• 4 Total Lock 

Swivel Casters

• 3-Section 
Treatment Table 

• 3 Piece Head
• 27"W x 76"L

• Min. Height: 18"
• Max Height: 37"
• 1 1/2" Firm 

Density Foam

• Head: 15" x 13" 
with Contoured 
Face Opening

• Arms: 12.5" x 5.5"
• Center: 22" x 27"
• Foot: 39" x 27"

• 400 lb. Capacity
• 4 Total Lock 

Swivel Casters
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Also available in 40"W
Model: AM-BA340

Also available in 40"W Model: 
AM-BA240 (No Face Opening) and 
27"W Model: AM-BA227 (No Face 
Opening) with 400 lb. Capacity

RAISES 45o

LOWERS 90o

ELEVATES 75o

ELEVATES 78o

• 2-Section Bariatric 
Treatment Table 

• 34"W x 76"L

• Min. Height: 18"
• Max Height: 37"
• 1 3/4" Firm 

Density Foam

• Backrest: 27" x 34" 
with Contoured 
Face Opening

• Body: 49" x 34"

• 500 lb. Capacity
• 4 Total Lock 

Swivel Casters

• 3-Section Bariatric 
Treatment Table 

• 34"W x 76"L

• Min. Height: 18"
• Max Height: 37"
• 1 3/4" Firm 

Density Foam

• Head: 15" x 34" 
with Contoured 
Face Opening

• Center: 22" x 34"
• Foot: 39" x 34"

• 500 lb. Capacity
• 4 Total Lock 

Swivel Casters
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Machine Stand Accommodates
All Traction Machines

Machine Stand Accommodates
All Traction Machines

RAISES 45o

LOWERS 90o

RAISES 45o

LOWERS 90o

ELEVATES 80o

ELEVATES 80o

• 4-Section      
Traction Table 

• 27"W x 76"L
• 99" Overall

• Min. Height: 18"
• Max Height: 37"
• 1 1/2" Firm 

Density Foam

• Head: 15" x 27"  
with Contoured Face 
Opening

• Thoracic: 17.5" x 27"
• Center: 10" x 27"
• Foot: 33" x 27"

• 400 lb. Capacity
• 4 Total Lock 

Swivel Casters

• 4-Section   
Traction Table 

• 3 Piece Head
• 27"W x 76"L
• 99" Overall

• Min. Height: 18"
• Max Height: 37"
• 1 1/2" Firm 

Density Foam

• Head: 15" x 13"   
with Contoured Face 
Opening

• Arms: 12.5" x 5.5"
• Thoracic: 17.5" x 27"
• Center: 10" x 27"
• Foot: 33" x 27"

• 400 lb. Capacity
• 4 Total Lock 

Swivel Casters

• Friction Free Lumbar Separates 5" and Rolls 

on 4 Steel Ball Roller Bearings.

• The Rolling Section Can Be Locked In Any 

Position With A Positive Gear Rack System.

• Friction Free Lumbar Separates 5" and Rolls 

on 4 Steel Ball Roller Bearings.

• The Rolling Section Can Be Locked In Any 

Position With A Positive Gear Rack System.
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