
surface bacteria, virus, and microbes

E-Coli and Salmonella

airborne bacteria and mold spores

odor and VOC reduction

Labs and universities confirm the following 
results of Ionic Oxidation purifiers

Agriair PURIFIERS SEEK & DESTROY

CONFORMS TO UL STD 507 
CERTIFIED TO CAN/CSA STD 
C22.2 NO. 113-M1984 

Airflow 
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Filtration  

IO Generator Cell

Housing
Size/Weight
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AAHPG & AAHPG-230  
300 - 2000 CFM from external fan

115-230 VAC/50-60 Hz/0.2-0.1 amps

ON/OFF/Timer switch, hour meter,
0-12 hr timer switch

(2) 12”x12”x1” MERV-11 pleated filters, (2) 12”x12”x1”  pleated carbon filters

14” Ionic Oxidation cell

aluminum housing with 12” inlet/outlet connections, (2) rubber handles

8.5”D x 15.5”W x 27”H; 18 lbs.

Effective, Safe and Economical Bio-Protection for Cannabis & Indoor Cultivation 
The Agriair PG air purifier produces and distributes eco-friendly oxidizer plasma that sanitizes air, surfaces 
and controls odors at their source, in 3,000-8,000 cubic feet of grow space. The oxidizer plasma provides 
bio-protection 24/7. This purifier is easy to install with any HVAC or air moving system and is scalable to 
any size operation.

PG Air Purifier
with IO technology
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Agriair PURIFIERS SEEK & DESTROY
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Effective, Safe and Economical Bio-Protection for Cannabis & Indoor Cultivation 
The Agriair PG-3 air purifier produces and distributes eco-friendly oxidizer plasma that sanitizes air, surfaces 
and controls odors at their source, in 3,000-10,000 cubic feet of grow space. The oxidizer plasma provides 
bio-protection 24/7. The PG-3 purifier is easy to install with any HVAC or air moving system and is scalable 
to any size operation.

AAHPG-3 & AAHPG-3-230  
300 - 2000 CFM from external fan

115-230 VAC/50-60 Hz/0.4-0.2 amps 

ON/OFF switch, (2) hour meters,
(2) ON/OFF generator switches

(2) 12”x12”x1” MERV-11 pleated filters, (2) 12”x12”x1”  pleated carbon filters

(1) 9” Ionic Oxidation cell, (1) 14” Ionic Oxidation cell

aluminum housing with 12” inlet/outlet connections, (2) rubber handles

8.5”D x 15.5”W x 27”H; 18 lbs.

PG-3 Air Purifier
with IO technology
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CONFORMS TO UL STD 507 
CERTIFIED TO CAN/CSA STD 
C22.2 NO. 113-M1984 
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AAHPG-3 HO & AAHPG-3 HO-230  
300 - 2000 CFM from external fan

115-230 VAC/50-60 Hz/0.4-0.2 amps 

ON/OFF switch, (2) hour meters,
(2) ON/OFF generator switches

(2) 12”x12”x1” MERV-11 pleated filters, (2) 12”x12”x1” pleated carbon filters

(2) 14” Ionic Oxidation cell

aluminum housing with 12” inlet/outlet connections, (2) rubber handles

8.5”D x 15.5”W x 27”H; 18 lbs.

Effective, Safe and Economical Bio-Protection for Cannabis & Indoor Cultivation 
The Agriair PG-3 HO air purifier produces and distributes eco-friendly oxidizer plasma that sanitizes air, 
surfaces and controls odors at their source, in 3,000-12,000 cubic feet of grow space. The oxidizer plasma 
provides bio-protection 24/7. This purifier is easy to install with any HVAC or air moving system and is 
scalable to any size operation.

PG-3 HO Air Purifier
with IO technology

Labs and universities confirm the following 
results of Ionic Oxidation purifiers

Agriair PURIFIERS SEEK & DESTROY
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odor and VOC reduction
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CONFORMS TO UL STD 507 
CERTIFIED TO CAN/CSA STD 
C22.2 NO. 113-M1984 

1000 Air Purifier
with IO technology

Effective, Safe and Economical Bio-Protection for Cannabis & Indoor Cultivation 
The Agriair 1000 air purifier uses Ionic Oxidation (IO) technology to generate friendly oxidizer plasma which 
seeks and destroys odors at their source and bio-contaminants in indoor commercial cultivation facilities. 
Our energy efficient purifier produces and distributes oxidizer plasma naturally generated from humidity 
and oxygen in the surrounding area. The 1000 is sized to sanitize environments 3,000-8,000 cubic feet of 
flowering, drying and packaging rooms. It’s portable, easy to install, scalable and ready to plug-in and go.

Airflow 
Power Requirements 

Recessed Controls
                                          

Filtration  

IO Generator Cell

Housing
Size/Weight

AAHPG1000 & AAHPG1000-230  
300 - 650 CFM, variable speed blower

115 VAC/60 Hz/2.7 amps; 230 VAC/50-60 Hz/1.5 amps 

ON/OFF generator switch, generator ON light,  
hour meter, fan speed controller

16”x24”x2” MERV 11 pleated filter; 16”x24”x1” pleated carbon filter

14” Ionic Oxidation cell

aluminum powder coated housing with 12” outlet & (2) rubber handles

14 W x 20”H x 27”L,  40 lbs.

call  425.290.3922  or visit us at

Labs and universities confirm the following 
results of Ionic Oxidation purifiers

Agriair PURIFIERS SEEK & DESTROY
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E-Coli and Salmonella

airborne bacteria and mold spores

odor and VOC reduction

Labs and universities confirm the following 
results of photo hydro ionization purifiers

AGRIAIR PURIFIERS SEEK & DESTROY

CONFORMS TO UL STD 507 
CERTIFIED TO CAN/CSA STD 
C22.2 NO. 113-M1984 
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PHI Generator Cell

Housing
Size/Weight
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AAHPG1000-3 & AAHPG1000-3-230  
300 - 650 CFM, variable speed blower

115 VAC/60 Hz/3 amps; 230 VAC/50-60 Hz/1.6 amps

(2) ON/OFF generator switches, (2) generator ON lights,  
(2) hour meters, fan speed controller

16”x24”x2” MERV 11 pleated filter; 16”x24”x1” pleated carbon filter

9” & 14” Ionic Oxidation cells

aluminum powder coated housing with 12” outlet & (2) rubber handles

14 W x 20”H x 27”L,  40 lbs.

Effective, Safe and Economical Bio-Protection for Cannabis & Indoor Cultivation 
The Agriair 1000-3 air purifier uses Ionic Oxidation (IO) technology to generate friendly oxidizer plasma 
which seeks and destroys odors at their source and bio-contaminants in indoor commercial cultivation 
facilities. Our energy efficient purifier produces and distributes oxidizer plasma naturally generated from 
humidity and oxygen in the surrounding area. The 1000-3 is sized to sanitize environments 3,000-10,000 
cubic feet of flowering, drying and packaging rooms. It’s portable, easy to install, scalable and ready to 
plug-in and go.

1000-3 Air Purifier
with IO technology
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CERTIFIED TO CAN/CSA STD 
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AAHPG-3 HO & AAHPG-3 HO-230  
300 - 2000 CFM from external fan

115-230 VAC/50-60 Hz/0.4-0.2 amps 

ON/OFF switch, (2) hour meters,
(2) ON/OFF generator switches

(2) 12”x12”x1” MERV-11 pleated filters, (2) 12”x12”x1” pleated carbon filters

(2) 14” Ionic Oxidation cell

aluminum housing with 12” inlet/outlet connections, (2) rubber handles

8.5”D x 15.5”W x 27”H; 18 lbs.

Effective, Safe and Economical Bio-Protection for Cannabis & Indoor Cultivation 
The Agriair PG-3 HO air purifier produces and distributes eco-friendly oxidizer plasma that sanitizes air, 
surfaces and controls odors at their source, in 3,000-12,000 cubic feet of grow space. The oxidizer plasma 
provides bio-protection 24/7. This purifier is easy to install with any HVAC or air moving system and is 
scalable to any size operation.

PG-3 HO Air Purifier
with IO technology

Labs and universities confirm the following 
results of Ionic Oxidation purifiers

Agriair PURIFIERS SEEK & DESTROY
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airborne bacteria and mold spores

odor and VOC reduction

CONFORMS TO UL STD 507 
CERTIFIED TO CAN/CSA STD 
C22.2 NO. 113-M1984 

Airflow 
Power Requirements 

Controls
                                          

IO Generator Cell

Housing

Size/Weight
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AAHPG-HVAC16 & AAHPG-HVAC16-230  
300 - 2000 CFM from HVAC system or external fan

115-230 VAC/50-60 Hz/0.4-0.2 amps 

(2) ON/OFF generator switches, (2) hour meters,
(2) LED ON lights

(2) 14” Ionic Oxidation cells

aluminum powder coated housing with 14” inlet/outlet duct connection, 
5’ power cord

24”L x 14”W x 17.25”H; 16 lbs.

Effective, Safe and Economical Bio-Protection for Cannabis & Indoor Cultivation 
The Agriair PG-HVAC 16 air purifier produces and distributes eco-friendly oxidizer plasma that sanitizes air, 
surfaces and controls odors at their source, in 5,000-12,000 cubic feet of grow space. The friendly oxidizer 
plasma provides bio-protection 24/7. The purifier is easy to install with any HVAC duct and is scalable to 
any size operation.

PG-HVAC 16 Air Purifier
with IO technology

Labs and universities confirm the following 
results of Ionic Oxidation purifiers

Agriair PURIFIERS SEEK & DESTROY



surface bacteria, virus, and microbes

E-Coli and Salmonella

airborne bacteria and mold spores

odor and VOC reduction

Labs and universities confirm the following 
results of photo hydro ionization purifiers

AGRIAIR PURIFIERS SEEK & DESTROY
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1200 PAC with IO module
medical grade HEPA filtration with

IO technology & UV Germicidal Irradiation

Effective, Safe and Economical Bio-Protection for Cannabis Operations 
The 1200 PAC is an air purifier for highly sensitive environments at risk of bio-contamination such as cannabis 
drying, trimming and packaging areas. It contains a medical grade HEPA filter, UV Germicidal lights and Ionic 
Oxidation cells that provide multi-level purification of air passing through the unit plus sanitation of  2,000-
10,000 cubic feet of space. The unit is portable, quiet, lightweight and has a small footprint to operate in 
occupied spaces, dispensaries or processing areas. The versatile 1200 PAC can be used as an air scrubber to 
re-circulate and purify air or create positive or negative air pressure environments.

Airflow 
Power Requirements

Recessed Controls
     
                                     

Filtration  

IO Generator Cell

Housing

Size/Weight

OA1200PAC with OAHPG1200
200 - 950 CFM*, variable speed blower

1200 PAC: 115 VAC/60 Hz/7.1 amps    IO module: 115 VAC/60 Hz/.4 amps

1200 PAC: high/OFF/speed control switch, variable speed control, 
WC gauge, UVGI lights ON/OFF switch, hour meter  PCO module: ON/OFF/
Timer switch, (2) hour meters, 0-12 hr  timer switch, Low/High/Med switch

1200 PAC: 16”x16”x12” HEPA Filter 99.99%, 0.3µ,  16”x16”x2” MERV 11 
pleated filter  PCO Module: 16”x16”x2” MERV 11 pleated filter

IO module: 16”x16”x2” MERV 11 pleated filter,
5”& 9”  Ionic Oxidation cells

epoxy powder coated aluminum, polyurethane push handle, (4) 3” casters

22”W x 19”H x 50”L, 122 lbs.

CONFORMS TO UL STD 507 
CERTIFIED TO CAN/CSA STD 
C22.2 NO. 113-M1984 

call  425.290.3922  or visit us at



surface bacteria, virus, and microbes

E-Coli and Salmonella

airborne bacteria and mold spores

odor and VOC reduction

Labs and universities confirm the following 
results of Ionic Oxidation purifiers

Agriair PURIFIERS SEEK & DESTROY

CONFORMS TO UL STD 507 
CERTIFIED TO CAN/CSA STD 
C22.2 NO. 113-M1984 
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Airflow 
Power Requirements 

Recessed Controls                                    

Filtration  

IO Generator Cell

Housing

Size/Weight

AA2200PG  
300-1600 CFM, variable speed blower

115VAC/60Hz/11.6 amps 

High/OFF/Speed control switch, variable speed controller,  
change filter light, (2) generator ON/OFF switches, (2) hour meters

MERV-9 polypad pre-filter, 24”X24”X11.5” HEPA 99.99% filter

(2) 14” Ionic Oxidation cells

aluminum & galvanized housing with epoxy paint, (4) rubber handles,  
(4) 5” casters

35”L x 26”W x 31”H; 140 lbs.

Effective, Safe and Economical Bio-Protection for Cannabis & Indoor Cultivation 
The Agriair 2200 PG is used to purify the air in highly sensitive environments at risk of bio-contamination 
such as cannabis flowering rooms, drying, trimming and packaging areas. It provides HEPA filtration and IO 
technology to distribute enough oxidizer plasma to maintain a high level of air sanitation and odor control 
at their source, in 6,000-12,000 cubic feet of space. The oxidizer plasma provides bio-protection 24/7. This  
robust unit can be used to create positive pressure, it is portable, easy to install and scalable to any size 
operation.

2200 PG Air Purifier with HEPA
& IO technology



surface bacteria, virus, and microbes
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airborne bacteria and mold spores

odor and VOC reduction

Labs and universities confirm the following 
results of photo hydro ionization purifiers

AGRIAIR PURIFIERS SEEK & DESTROY
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CONFORMS TO UL STD 507 
CERTIFIED TO CAN/CSA STD 
C22.2 NO. 113-M1984 

Airflow 
Power Requirements 

Recessed Controls
     
                                     

Filtration  

Air Purification

Housing**

Size/Weight

*Airflows based on blower manufacturer curves. Different filters may cause the flow to vary.  ** Units connected by 10” flex hose and reducer

OA600N  
200 - 600 CFM*, variable speed control

115 VAC/60 Hz/2.4 amps  

variable speed control, change filter
light, GFI protected outlet  
(8 amps load max)

HEPA Filter 99.99%, 0.3µ
MERV 8 primary/secondary filter   

polyethylene, 12” outlet

25”W x 19”H x 19”L, 36 lbs.

AAHPG, AAHPG-3 or AAHPG-3HO 
 airflow from Omniaire 600 Nitro

115-230 VAC/50-60 Hz/0.2-0.1 amps  

See specific PG unit spec sheet for 
controls specifications

MERV-11 pleated filters  
    

1 or 2 Ionic Oxidation cell(s)

aluminum, 12” inlet/outlet rings

8.5”D x 15.5”W 27”H, 18 lbs.

Effective, Safe and Economical Bio-Protection for Cannabis & Indoor Cultivation 
The OmniAire 600 Nitro combined with an Agriair PG air purifier is used in highly sensitive environments at 
risk of bio-contamination such as cannabis drying, trimming and packaging areas. This combination provides 
HEPA filtration and IO technology to distribute enough oxidizer plasma to maintain a high level of air sanitation 
and odor control in 3,000 to 12,000 cubic feet of space. The oxidizer plasma provides bio-protection 24/7. 
These units are portable, easy to install and scalable to any size operation.

OA600N & Agriair PG
with IO technology


