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DESCRIPTION

6” Kinetic Cyclonic Chipper, Electric Start 3600 RPM 14 HP CH440 KOHLER® 
Commercial Command Pro Engine.

Dual edge reversible 12” cutting blades auto adjust to pulverize brush up to 6.25” 
diameter trees. Tool Free Dual Swing Chutes quickly open for easy drum access. D.O.T. 
road legal tires 48” extended axle for uneven ground and towing stability. Front 
articulated ground wheels for easy equipment moving. 2” ball tow bar. Rotational chip 
chute pickup height for bed loading.

3 year KOHLER® Warranty. DK2 Power manufactures commercial performance 
equipment.

PART NUMBER OPC566E

ENGINE MODEL KOHLER® CH440

UPC 827518006757

ENGINE 14 HP CH440 KOHLER® Command Pro

RATED POWER [Kw(HP)] 14

RATED SPEED (RPM) 3600

TIRES D.O.T.

TREE DIAMETER 6.25”
CUTTING BLADES 12” Reversible

Pickup HeightEXPULSION CHUTE
WARRANTY 3 YR Engine - 1 YR Chassis
ASSEMBLED DIMENSIONS 102 x 47 x 59”
WEIGHT 594 lb
SHIPPING CRATE DIMENSIONS 44 x 30 x 41” - 638 lb


