
SPECIFICATION

ENGINE MODEL KOHLER® RH265

ENGINE 6.5 HP 3600 RPM 2000 Series

LOG CAPACITY 25.5” (L) x 19.6” (D) 
64.77 cm (L) x 49.8 cm (D)

WEDGE Welded Cross

CYCLE SPEED 16-17 Seconds

WHEELS 16” 4.8-8 (NOT for Highway 
Towing)

WARRANTY 2 Year Engine 
1 Year Chassis
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DESCRIPTION
Introducing the 27 ton vertical log splitter, the DK2 Power OPS227, powered 
by the KOHLER® 2000 Series RH265 6.5 HP 3600 RPM Engine, featuring 
user-friendly engine features like Accu-Fill and Easy-Pull technology.

This machine is capable of splitting up to 25.5 inches in length and 19.6 
inches in diameter with uncompromising force at a cycle speed of 16-17 
seconds, all while using the full potential of its welded cross wedge.

The OPS227 sits on 16 inch 4.8-8 tires and includes a tow bar for easy job 
site moving. This unit is not designed for highway towing.
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FEATURES
• Powered by a KOHLER® RH265 6.5 

HP 3600 RPM 2000 Series Engine
• 25.5” x 19.6” (64.77 cm x 49.8 cm) log 

capacity
• Welded cross wedge 1

• 16-17 second cycling time
• 16” 4.8-8 tires (NOT highway towable) 
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• Folds 90º upward for vertical log 
splitting 3

• Includes 2 year KOHLER® warranty 
and 1 year DK2 Chassis warranty

27 TON
VERTICAL 

LOG SPLITTER


