
Instruction 
Manual

Protec t ing  what  moves  you™

THIS INSTRUCTION MANUAL CONTAINS 
IMPORTANT SAFETY WARNINGS THAT APPLY 
TO SETTING UP, USING, AND MAINTAINING 
YOUR GOPORT
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   WARNING
  
Please heed these warnings. 

SETUP 
• Consult your local zoning ordinance for location of the GoPort as a temporary 
structure.

• Do not set up your GoPort on a slope.  GoPorts are intended for use on flat 
ground with a slope of 5% or less  Instability resulting from setting up on a slope could 
cause a failure of the GoPort Structure with potential injury to persons or damage to 
vehicles.

• Do not setup your GoPort where there is a chance of the buildup of snow or 
other materials on the Roof Cover.  The GoPort is not engineered to support significant 
weight beyond its own structure and Cover. 

• Do not lift the boxes.  Open the top of each box and remove all parts before 
moving the boxes.  Lifting these boxes could cause bodily injury.

• Do not raise the height of your GoPort Structure Columns above eight feet.  The 
eight feet demarcation is indicated in raised text on the Lower Columns.  Raising the 
Column Height above eight feet can cause the GoPort Structure to fail with potential 
injury to persons or damage to vehicles.

• Be careful when you are carrying any part of the GoPort structure up the six-foot 
ladder required for assembly.  Improper carrying of parts up ladders could result in a 
fall causing bodily injury. Certain parts require two persons to carry up the ladders 
together.  See Instruction Manual and Video for details.

• Follow all instructions that come with ladders on their correct use.

• Do not leave the Column Bases of the GoPort unfilled with water (and no other 
liquid except anti-freeze as discussed below. Failure to do so will make the GoPort 
unsafe, dramatically reducing the stability and wind resistance of the GoPort.

 

PLEASE READ THE MANUAL BEFORE
 STARTING ASSEMBLY

!
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 USE 
• Do not lean any objects against your GoPort. 

• Do not put anything on top of your GoPort.  The Roof Cover is not designed to be 
load bearing. 

• Do not use Side or End Curtains except those purchased from GoPort Enterpris-
es as an optional accessory.   Do not tie GoPort curtains to the GoPort Columns or 
block the airflow between the columns if you wish to maintain maximum wind resis-
tance. Tying GoPort curtains only at the middle of the Columns will maintain substantial 
but not maximum wind resistance.  

• Do not allow water in your GoPort Column Bases to freeze as the expansion of 
the ice could damage these parts.  For conditions below freezing (32F degrees, )C 
degrees) add a non-polluting anti-freeze in the ratio of anti-freeze to water recom-
mended by the anti-freeze manufacturer.  Do not add sand, as this would compromise 
the Column threads and disable your ability to raise and lower the height of your 
GoPort.

• Do not place any grill, fire pit or chimineas too close to your GoPort’s plastic or 
acrylic fabric components. Consult your user’s manual of the grill, fire pit or chimenea 
for safe distances from GoPort’s structure and roof cover, which are  fire resistant but 
may be damaged by fire. 

• Do not place the Columns on anything other than solid ground.

• Do not place anything under any column to raise the height of the GoPort or for 
any other reason.

• Do not use any part of the GoPort for any purpose other than for which it was 
designed, in combination with the other GoPort parts.

goportusa.com  
info@goportusa.com 
888.379.3993
Designed in Pasadena, CA
Made in the USA
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Warranty
  
Covered Product: 
GoPort Portable Structure

Limitation of Damages 
In no event shall GoPort be liable for consequential damages for breach of this warranty. 
Some States do not allow the exclusion or limitation of incidental or consequential damages, 
so the above limitation or exclusion may not apply to the buyer. 

Warranty Coverage 
GoPort warrants the Covered Product to be free of all defects in material and workmanship 
for 10 years from date of purchase. This warranty extends to the original buyer only.  
Within the period of this warranty, GoPort will repair or replace, free of charge; any part prov-
ing defective in material or workmanship. 
All expenses related to replacing or repairing a defective part under this warranty shall be 
assumed by GoPort except for the following exclusions:
Warranty Exclusions 
This warranty does not apply to any costs, repairs, or services for the following: 

1. Service calls to correct the installation of the Covered Product, or to explain the usage of 
the product to the buyer. 
2. Repairs necessitated by use other than normal use. 
3. Damage resulting from misuse, abuse, vehicular collision, accidents, alterations, or 
improper installation. 
4. Corrective work necessitated by repairs made by anyone other than the original buyer.
5. Natural disasters, including but not limited to: hurricanes, floods, fires, earthquakes, torna-
does, landslides, mudslides, volcanic eruption, etc. 

How to Obtain Warranty Service 
The buyer must notify GoPort by calling (626)478-2798 of any defect, malfunction, or non-
conformity promptly upon discovery. When demonstrated that the parts are defective, 
GoPort Enterprises will send replacement parts to the buyer at GoPort’s own expense.  

Notice to Buyer 
This warranty gives you specific legal rights, and you may also have other rights which vary 
from state to state. You have the right to bring any action at law or equity to resolve disputes 
concerning or to enforce the provisions of this warranty. 
If the buyer disagrees over either's performance under the terms of this warranty, the buyer 
may submit the matter for resolution to legal council. The buyer shall not be responsible for 
expenses incurred in submitting a dispute for resolution under the terms of this paragraph. 
The buyer is required to submit any dispute for resolution under this paragraph before pursu-
ing any legal remedies to which he or she may be entitled. 

   WARNING
  
Please heed these warnings. 

SETUP 
• Consult your local zoning ordinance for location of the GoPort as a temporary 
structure.

• Do not set up your GoPort on a slope.  GoPorts are intended for use on flat 
ground with a slope of 5% or less  Instability resulting from setting up on a slope could 
cause a failure of the GoPort Structure with potential injury to persons or damage to 
vehicles.

• Do not setup your GoPort where there is a chance of the buildup of snow or 
other materials on the Roof Cover.  The GoPort is not engineered to support significant 
weight beyond its own structure and Cover. 

• Do not lift the boxes.  Open the top of each box and remove all parts before 
moving the boxes.  Lifting these boxes could cause bodily injury.

• Do not raise the height of your GoPort Structure Columns above eight feet.  The 
eight feet demarcation is indicated in raised text on the Lower Columns.  Raising the 
Column Height above eight feet can cause the GoPort Structure to fail with potential 
injury to persons or damage to vehicles.

• Be careful when you are carrying any part of the GoPort structure up the six-foot 
ladder required for assembly.  Improper carrying of parts up ladders could result in a 
fall causing bodily injury. Certain parts require two persons to carry up the ladders 
together.  See Instruction Manual and Video for details.

• Follow all instructions that come with ladders on their correct use.

• Do not leave the Column Bases of the GoPort unfilled with water (and no other 
liquid except anti-freeze as discussed below. Failure to do so will make the GoPort 
unsafe, dramatically reducing the stability and wind resistance of the GoPort.

 

PLEASE READ THE MANUAL BEFORE
 STARTING ASSEMBLY
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 USE 
• Do not lean any objects against your GoPort. 

• Do not put anything on top of your GoPort.  The Roof Cover is not designed to be 
load bearing. 

• Do not use Side or End Curtains except those purchased from GoPort Enterpris-
es as an optional accessory.   Do not tie GoPort curtains to the GoPort Columns or 
block the airflow between the columns if you wish to maintain maximum wind resis-
tance. Tying GoPort curtains only at the middle of the Columns will maintain substantial 
but not maximum wind resistance.  

• Do not allow water in your GoPort Column Bases to freeze as the expansion of 
the ice could damage these parts.  For conditions below freezing (32F degrees, )C 
degrees) add a non-polluting anti-freeze in the ratio of anti-freeze to water recom-
mended by the anti-freeze manufacturer.  Do not add sand, as this would compromise 
the Column threads and disable your ability to raise and lower the height of your 
GoPort.

• Do not place any grill, fire pit or chimineas too close to your GoPort’s plastic or 
acrylic fabric components. Consult your user’s manual of the grill, fire pit or chimenea 
for safe distances from GoPort’s structure and roof cover, which are  fire resistant but 
may be damaged by fire. 

• Do not place the Columns on anything other than solid ground.

• Do not place anything under any column to raise the height of the GoPort or for 
any other reason.

• Do not use any part of the GoPort for any purpose other than for which it was 
designed, in combination with the other GoPort parts.
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Male Truss

Congratulations!
On your purchase of a GoPort. Check out the tips page for useful information.

For additonal information and instructional videos go online at 
www.goportusa.com/pages/how-to-set-up. 

Follow us on Social Media! We are under goportusa on the following:

Thank you, 

Parts List

Column Base End Upper Column Interior Upper Column Lower Column

 Column Beam

Female Truss

End Roof Beam Roof Spacer

Locking 
Pin

Interior Roof Beam

Truss Locking 
Plate Roof Canopy

goportusa.com

Warranty
  
Covered Product: 
GoPort Portable Structure

Limitation of Damages 
In no event shall GoPort be liable for consequential damages for breach of this warranty. 
Some States do not allow the exclusion or limitation of incidental or consequential damages, 
so the above limitation or exclusion may not apply to the buyer. 

Warranty Coverage 
GoPort warrants the Covered Product to be free of all defects in material and workmanship 
for 10 years from date of purchase. This warranty extends to the original buyer only.  
Within the period of this warranty, GoPort will repair or replace, free of charge; any part prov-
ing defective in material or workmanship. 
All expenses related to replacing or repairing a defective part under this warranty shall be 
assumed by GoPort except for the following exclusions:
Warranty Exclusions 
This warranty does not apply to any costs, repairs, or services for the following: 

1. Service calls to correct the installation of the Covered Product, or to explain the usage of 
the product to the buyer. 
2. Repairs necessitated by use other than normal use. 
3. Damage resulting from misuse, abuse, vehicular collision, accidents, alterations, or 
improper installation. 
4. Corrective work necessitated by repairs made by anyone other than the original buyer.
5. Natural disasters, including but not limited to: hurricanes, floods, fires, earthquakes, torna-
does, landslides, mudslides, volcanic eruption, etc. 

How to Obtain Warranty Service 
The buyer must notify GoPort by calling (626)478-2798 of any defect, malfunction, or non-
conformity promptly upon discovery. When demonstrated that the parts are defective, 
GoPort Enterprises will send replacement parts to the buyer at GoPort’s own expense.  

Notice to Buyer 
This warranty gives you specific legal rights, and you may also have other rights which vary 
from state to state. You have the right to bring any action at law or equity to resolve disputes 
concerning or to enforce the provisions of this warranty. 
If the buyer disagrees over either's performance under the terms of this warranty, the buyer 
may submit the matter for resolution to legal council. The buyer shall not be responsible for 
expenses incurred in submitting a dispute for resolution under the terms of this paragraph. 
The buyer is required to submit any dispute for resolution under this paragraph before pursu-
ing any legal remedies to which he or she may be entitled. 
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2 Adults 

Check your local zoning 
regulations regarding 
temporary structures

1 - 2 hours 2 6ft Ladders 

Installation 
Tips... 

You will need:First things first

Start with Placement Pattern

For Wind 
Resistance

Use the included Pattern to plan out 
where you want to place the GoPort. 
Once the pattern is on the ground, 
adjust the distance between the 
columns to avoid anything that can get 
in the way, like plants, gutters, etc.

 

When you are finished assembling the 
GoPort, fill the Column Bases with 
water to maximize wind resistance. We 
suggest you drain and replace the 
water at least once each year. 

14ft 7
in

7f
t -

 8
ft

7ft - 10ft

12ft

9ft 6in - 12ft 6in 

water in

water out

Placement
Pattern
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1 2

3 4

Position Placement 
Pattern to locate your 
GoPort. Space between 
Columns can be adjusted 
by using the numbers on 
the Pattern. 

Insert Upper Columns 
and make sure the holes 
line up for the Beams in 
step 5.

Position the Column 
Bases and line up the 
slots with the Pattern.  

1 Module

Twist the Lower 
Columns all the way 
into the Column Bases. 
Be aware that two bases 
will already have the 
Lower Columns 
attached.  

goportusa.com

Set Up Video

7   8   9  10

Tip:
Locate water
drains facing

outward.

5 6

7 8

Insert Column Beams 
and pull them gently 
down to lock into place.

Assemble the Trusses.  

Lock the Trusses by 
inserting the longer screw 
in the top through a 
washer and the two 
shorter screws in the 
bottom through the 
Locking Plate. 

Place Trusses on Columns 
with the Roof Anchors 
facing outward.

x2
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1 2

3 4

Position Placement 
Pattern to locate your 
GoPort. Space between 
Columns can be adjusted 
by using the numbers on 
the Pattern. 

Insert Upper Columns 
and make sure the holes 
line up for the Beams in 
step 5.

Position the Column 
Bases and line up the 
slots with the Pattern.  

1 Module

Twist the Lower 
Columns all the way 
into the Column Bases. 
Be aware that two bases 
will already have the 
Lower Columns 
attached.  

goportusa.com

Set Up Video

7   8   9  10

Tip:
Locate water
drains facing

outward.

5 6

7 8

Insert Column Beams 
and pull them gently 
down to lock into place.

Assemble the Trusses.  

Lock the Trusses by 
inserting the longer screw 
in the top through a 
washer and the two 
shorter screws in the 
bottom through the 
Locking Plate. 

Place Trusses on Columns 
with the Roof Anchors 
facing outward.

x2
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9 10

11 Lay the Roof Cover on 
the middle of the GoPort. 
Make sure it unfolds 
across the width of the 
GoPort.  

1 Module
Insert Roof Beams into 
slots, making sure that 
the two Beams with the 
Roof Anchors are on the 
ends and facing outward. 

Insert the eight Locking 
Pins to lock the Beams to 
the Trusses and the Upper 
Columns to the Trusses. 

Insert Roof Spacers 
between the Roof 
Beams, starting at 
one end. 

12

x8

Unfold the Roof Cover 
across the length of the 
GoPort in both directions 
until fully extended.    

Fill the Column Bases 
with water thrugh the 
Upper Water Cap.   

13 14

15 16 One can level the GoPort 
by twisting the Lower 
Columns and/or by 
adjusting the Leveling 
Bolts on the bottom of 
the Column Base with the 
wrench provided. You are 
done! 

Once the Roof is unfolded, 
anchor it down by pulling 
the Roof Cords over the 
Roof Anchors, starting with 
the corners of the GoPort. 
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9 10

11 Lay the Roof Cover on 
the middle of the GoPort. 
Make sure it unfolds 
across the width of the 
GoPort.  

1 Module
Insert Roof Beams into 
slots, making sure that 
the two Beams with the 
Roof Anchors are on the 
ends and facing outward. 

Insert the eight Locking 
Pins to lock the Beams to 
the Trusses and the Upper 
Columns to the Trusses. 

Insert Roof Spacers 
between the Roof 
Beams, starting at 
one end. 

12

x8

Unfold the Roof Cover 
across the length of the 
GoPort in both directions 
until fully extended.    

Fill the Column Bases 
with water thrugh the 
Upper Water Cap.   

13 14

15 16 One can level the GoPort 
by twisting the Lower 
Columns and/or by 
adjusting the Leveling 
Bolts on the bottom of 
the Column Base with the 
wrench provided. You are 
done! 

Once the Roof is unfolded, 
anchor it down by pulling 
the Roof Cords over the 
Roof Anchors, starting with 
the corners of the GoPort. 
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1 2

3 4

2 Module
Position Placement 
Pattern to locate your 
GoPort. Space between 
Columns can be adjusted 
by using the numbers on 
the Pattern. 

Insert Upper Columns 
and make sure the holes 
line up for the Beams in 
step 5.

Position the Column 
Bases and line up the 
slots with the Pattern.  

Twist the Lower 
Columns all the way 
into the Column Bases. 
Be aware that three 
bases will already have 
the Lower Columns 
attached.  

7  8  9  10

goportusa.com

Set Up Video

Tip:
Locate water
drains facing

outward.

5 6

7 8

Assemble the Trusses.  

x3

Place Trusses on Columns 
with the Roof Anchors 
facing outward.

Insert Column Beams 
and pull them gently 
down to lock into place.

Lock the Trusses by 
inserting the longer screw 
in the top through a 
washer and the two 
shorter screws in the 
bottom through the 
Locking Plate. 
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5 6

7 8

Assemble the Trusses.  

x3

Place Trusses on Columns 
with the Roof Anchors 
facing outward.

Insert Column Beams 
and pull them gently 
down to lock into place.

Lock the Trusses by 
inserting the longer screw 
in the top through a 
washer and the two 
shorter screws in the 
bottom through the 
Locking Plate. 
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9 10

11

2 Module

12

Insert Roof Beams into 
slots, making sure that 
the Beams with the Roof 
Anchors are on the ends 
and facing outward. 

Lay the Roof Cover on 
the middle of the GoPort. 
Make sure it unfolds 
accross the width of the 
GoPort.  

x14

Insert the fourteen 
Locking Pins to lock the 
Beams to the Trusses and 
the Upper Columns to the 
Trusses. 

Insert Roof Spacers 
between the Roof 
Beams, starting at 
one end. 

Unfold the rest of the 
Roof Cover across the 
length of the GoPort in 
both directions until fully 
extended.    

13 14

15 16Fill the Column Bases 
with water through the 
Upper Water Cap.   

Once the Roof is unfolded, 
anchor it down by pulling 
the Roof Cords over the 
Roof Anchors, starting with 
the corners of the GoPort. 

One can level the GoPort 
by twisting the Lower 
Columns and/or by 
adjusting the Leveling 
Bolts on the bottom of 
the Column Base with the 
wrench provided. You are 
done! 
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Unfold the rest of the 
Roof Cover across the 
length of the GoPort in 
both directions until fully 
extended.    

13 14

15 16Fill the Column Bases 
with water through the 
Upper Water Cap.   

Once the Roof is unfolded, 
anchor it down by pulling 
the Roof Cords over the 
Roof Anchors, starting with 
the corners of the GoPort. 

One can level the GoPort 
by twisting the Lower 
Columns and/or by 
adjusting the Leveling 
Bolts on the bottom of 
the Column Base with the 
wrench provided. You are 
done! 
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1 2

3 4

Position Placement 
Patterns to locate your 
GoPort. Space between 
columns can be adjusted 
by using the numbers on 
the Pattern. 

Insert Upper Columns 
and make sure the holes 
line up for the Beams in 
step 5.

Position the Column 
Bases and line up the 
slots with the pattern.  

3 Module

Twist the Lower 
Columns into the 
Column Bases. Be 
aware that four bases 
will already have the 
Lower Columns 
attached.   

7 8 9 10

goportusa.com

Set Up Video

Tip:
Locate water
drains facing

outward.

5 6

7 8

Insert Column Beams 
and pull them gently 
down to lock into place.

Assemble the Trusses.  

x4

Place Trusses on Columns 
with the Roof Anchors 
facing outward.

Lock the Trusses by 
inserting the longer screw 
in the top through a 
washer and the two 
shorter screws in the 
bottom through the 
Locking Plate. 



13

1 2

3 4

Position Placement 
Patterns to locate your 
GoPort. Space between 
columns can be adjusted 
by using the numbers on 
the Pattern. 

Insert Upper Columns 
and make sure the holes 
line up for the Beams in 
step 5.

Position the Column 
Bases and line up the 
slots with the pattern.  

3 Module

Twist the Lower 
Columns into the 
Column Bases. Be 
aware that four bases 
will already have the 
Lower Columns 
attached.   

7 8 9 10

goportusa.com

Set Up Video

Tip:
Locate water
drains facing

outward.

5 6

7 8

Insert Column Beams 
and pull them gently 
down to lock into place.

Assemble the Trusses.  

x4

Place Trusses on Columns 
with the Roof Anchors 
facing outward.

Lock the Trusses by 
inserting the longer screw 
in the top through a 
washer and the two 
shorter screws in the 
bottom through the 
Locking Plate. 
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9 10

11

3 Module

12

Insert Roof Beams into 
slots, making sure that 
the Beams with the Roof 
Anchors are on the ends 
and facing outward. 

Insert Roof Spacers 
between the Roof 
Beams, starting at 
one end. 

Lay the Roof Cover on 
the middle of the GoPort. 
Make sure it unfolds 
accross the width of the 
GoPort.  

x20

Insert the twenty 
Locking Pins to lock the 
Beams to the Trusses and 
the Upper Columns to the 
Trusses. 

13 14

15 16Fill the Column Bases 
with water thrugh the 
Upper Water Cap.   

Unfold the rest of the 
Roof Cover across the 
length of the GoPort in 
both directions until fully 
extended.    

One can level the GoPort 
by twisting the Lower 
Columns and/or by 
adjusting the Leveling 
Bolts on the bottom of 
the Column Base with the 
wrench provided. You are 
done! 

Once the Roof is unfolded, 
anchor it down by pulling 
the Roof Cords over the 
Roof Anchors, starting with 
the corners of the GoPort. 
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9 10

11

3 Module

12

Insert Roof Beams into 
slots, making sure that 
the Beams with the Roof 
Anchors are on the ends 
and facing outward. 

Insert Roof Spacers 
between the Roof 
Beams, starting at 
one end. 

Lay the Roof Cover on 
the middle of the GoPort. 
Make sure it unfolds 
accross the width of the 
GoPort.  

x20

Insert the twenty 
Locking Pins to lock the 
Beams to the Trusses and 
the Upper Columns to the 
Trusses. 

13 14

15 16Fill the Column Bases 
with water thrugh the 
Upper Water Cap.   

Unfold the rest of the 
Roof Cover across the 
length of the GoPort in 
both directions until fully 
extended.    

One can level the GoPort 
by twisting the Lower 
Columns and/or by 
adjusting the Leveling 
Bolts on the bottom of 
the Column Base with the 
wrench provided. You are 
done! 

Once the Roof is unfolded, 
anchor it down by pulling 
the Roof Cords over the 
Roof Anchors, starting with 
the corners of the GoPort. 
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We suggest you drain and replace 
the water at least once each year to 
avoid stagnation.
 

Maintenance

Using a ‘Water Wand’ or a hose, 
occasionally rinse the roof of your 
GoPort to prevent debris from 
building up. 

How to take care of your 

GoPort

Roof Cleaning

Changing Water 
water in

water out
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Options Curtain Kit

1 Module

$595

2 Module

3 Module

$795

$995

The curtain kit will fully enclose 
the GoPort and protect your 
vehicle from harmful UV rays. It is 
also great for enclosing patio sets 
during the warm summer days.  

The curtain kit will fully enclose 
the GoPort and protect your 
vehicle from harmful UV rays. It is 
also great for enclosing patio sets 
in times of heat, rain or snow.    

The curtain kit will fully enclose 
the GoPort and protect your 
vehicle from harmful UV rays. It is 
also great for enclosing patio sets 
in times of heat, rain or snow.   
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Want to announce your business or special event on your GoPort? With the purchase of either of these 
branding kits, GoPort will design banners or flags with your company’s logo for no additional cost, or 
you can provide a custom design.

Options Branding Kits

Flag Kit Flags

Banners

$995

Banner Kit

$395

GoPort’s Flag Kit includes four 6’ 
teardrop-shaped flags which are 
affixed by our custom-designed 
flag holders which fit easily into 
the GoPort’s upper columns. Say 
goodbye to difficulties staking 
your flags into the ground, or 
having people trip over them.

GoPort’s Banner Kit includes one 
10-foot banner with your compa-
ny’s logo, slogan or custom 
design, and necessary curtain 
track and hangers. The banner is 
perfectly sized to be easily read-
able and visible under the GoPort, 
and yet high enough to allow 
people to walk comfortably 
underneath when the structure is 
set to its maximum height.
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Stake or Slab Anchor Kit

1 Module

$195

2 Module

3 Module

$295

$395

For Concrete
 

For Grass
 

Visit goportusa.com for more details

For situations that require wind 
resistance in excess of 40 miles 
per hour, GoPorts should be 
anchored to the ground using a 
stake kit (for soft natural surfaces) 
or slab anchor kit (for concrete).

goportusa.com

Shop

Branding Kits

Flag Holder

Flags & Banners
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