
 
K B Homebrew tap line cleaner directions 

 
1. Fill a clean empty keg with warm water to rinse lines. 

2. Disconnect gas lines from your kegs.   

3. Disconnect the liquid lines from kegs to be cleaned and install the corresponding 

colored tie strap to the hose on each tap line at the disconnect in the order they are 

listed on the cleaning log sheet. 

4. Open the faucets to remove pressure and close.  

5. Connect the liquid tap lines to the K B Line cleaner distribution strip. 

6. Connect the hose and disconnect on the KB Line Cleaning Block to the keg containing 

the warm water and rinse product from lines.  Empty the remaining water from corny 

keg and add cleaning solution and water as per cleaning solution directions.  Make sure 

to shake keg to mix solution thoroughly.  Be sure to use rubber gloves. 

7. Connect the hose and disconnect on the K B Line cleaner to the out poppet of the keg 

containing the cleaning solution. 

8. Connect one of the gas lines to the keg with the cleaning solution and pressurize keg. 

9. Open each faucet slowly until the liquid changes to cleaner.  Pour a small glass of 

cleaner from the first faucet to use with your faucet brush.  Remember this is a strong 

cleaner use rubber gloves. 

10. Let the cleaner set in the lines 10 to 15 minutes. 

11. Disconnect the gas line from the cleaning keg and bleed off pressure from keg.  After 

pressure is gone from keg, disconnect the line from the K B Line cleaner. 

12. Empty any left over cleaning solution.  Rinse keg thoroughly and fill with warm water 

and reconnect gas line and line from the K B Line cleaner. 

13. This is a good time to clean the inside of the faucets with the faucet brush. DO NOT 

OPEN FAUCET AT THIS TIME. 

14. After 10 to 15 minutes, begin rinsing each line with the warm clean water until cleaner is 

replaced with the water, run water through line an additional 30 to 60 seconds. 

15. Empty the glass of cleaning solution you saved for cleaning and fill with warm water and 

clean inside the faucets again with brush and water.  This is a good time to check that all 

faucets are tight on the shank with the included faucet wrench.   

16. Disconnect the gas from the cleaning keg and release the pressure.  Disconnect the line 

from the K B Line cleaner from the keg.   

17. Clean the poppets on the kegs and connect liquid lines to the proper kegs. 

18. Connect the gas lines to the kegs and pressurize kegs. 

19. Open each faucet and run until water is replaced with product. 

20. Fill out the included line cleaning log. 



 

 

 

 

 

 


