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Introduction

Our Melting Point Apparatus measures the melting point of  a 
substance, or the temperature at which it starts changing its state from 
solid to liquid.

This apparatus features the following: a 16X2 LCD display, a 
membrane keyboard on front panel, a temperature range of  50˚C to
400˚C with a resolution of  1˚C, the ability to measure 2 samples 
simultaneously, and a magnifying lens for clear observations. You will 
need capillary tubes which are closed at one end (not included).

Specifications

Melting Point Apparatus
#MLTPT01

Warning:
• Not a toy; use only 

in a laboratory or 

educational setting. 

• CAUTION: Plastic 

on top of apparatus will get hot!

• California Proposition 65 Warning: This 

product can expose you to chemicals including

lead and styrene, which are known to the 

State of California to cause cancer, birth 

defects, or other reproductive harm. For more 

information go to www.P65Warnings.ca.gov.

Quality Value

Input Voltage 110V AC

Frequency 50-60Hz

Fuse (Primary) 2A

Heater Type Cartridge Heater

Heater Wattage 200W

Temperature Range Room Temperature

Humidity 40% to 70%

Ingress Protection Code IP20

Dimensions 250*135*255 mm (approx.)

Weight 2kgs (approx.)
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How to Use

1. Connect the power cord to the apparatus with 110V AC.

2. Put the substance in a capillary tube for which you need to check its melting point. 

3. Place that capillary tube into the aluminum block mounted on the top of  the apparatus. 

4. Switch on the apparatus. 

5. Press the switch “Set Temp”. 

6. Set an estimate value of  its melting point by increasing or decreasing the set temperature value. 

7. Press the switch “Enter”. 

8. Once the temperature will start rising, you can check the current temperature on the display simultaneously. 

9. And simultaneously check the substance in capillary tube through the magnifying lens mounted upper the 
aluminum block. 

10. Once the substance will start melting, press the switch “Stop”. 

11. Now, check the exact value of  temperature, which is the melting point of  that particular substance. Repeat the 
above steps for next observations. 

Components

1. Magnifying Lens

2. Aluminum Block with 2 holes

3. LCD Screen

4. “Set Temp” Switch

5. “Decrease Temperature” Switch

6. “Increase Temperature” Switch

7. “Start Heater” Switch

8. “Stop Heater” Switch
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Maintenance and Precautions

• CAUTION: Top of  apparatus will get hot when in use!

• In case of  fuse blown, replace the 0.5A fuse, in the inbuilt cartridge of  inlet.

• Symbol is mentioned for AC MAINS voltage. Do not touch.

• Symbol is mentioned for the grounding points in the apparatus.

• Do not open the apparatus, in case of  not working properly, as this apparatus is non reparable at user end.




