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HIGHLIGHTED FEATURES

 ▶ HHCT III: Hyper   
 Holographic Tweeter

 ▶ HHCM III: Hyper  
 Holographic Midrange

 ▶ Honeycomb Sandwich  
 Board

 ▶ CCAC: Ceramic-  
 Coated Aluminum  
 Woofer

 ▶ Ceramic Foam Bracing
 ▶ Vibration Control  

 Terminal

Loudspeaker
MIDEX

A STREAMLINED APPEARANCE THAT BELIES 
A HOST OF INNOVATIVE AUDIO PHYSIC 
TECHNOLOGIES.

AUDIO PHYSIC’s core design principle is to minimize 
internal vibration and resonance at all costs. 

Our HYPER HOLOGRAPHIC technology is the epitome of this 
philosophy, fighting unwanted vibration at the very source of 
sound in a speaker: the driver.
        

Incorporating both CCAC (ceramic-coated aluminum cone) and 
ACD (active cone damping), our third-generation drivers produce 
a clear neutral sound without any coloration across their entire 
working range, which extends well above the threshold of human 
hearing.

MSRP $12,495 VENEER & GLASS
MSRP $12,995 GLOSS & SPECIAL GLASS



E-GLO IMIDEX

Available in a range of wood and high-gloss glass 
finishes as standard, and with glass panels of almost 
any color on request.

Feature  Spec
Height 1120 mm / 44”

Width 202 mm / 8.0”

Depth 340 mm / 13.4”

Required WxD 360 x 450 mm / 14.2 x 17.7”

Impedance 4 Ohm

Frequency Range 30 Hz - 40 kHz

Sensitivity 89 dB

Weight ~ 32 kg (Wood) ~ 36 kg (Glass)

DRIVER PLACEMENT
Instead of placing both woofers below the midrange driver, we mounted one above the tweeter and 
one below the midrange. This reduces the effects of room acoustics in the bass region, enhancing 
low-frequency fidelity significantly.

MAXIMIZING ACOUSTIC VOLUME

CERAMIC FOAM
Diamond-hard ceramic foam 
lets us create a very stiff cabinet 
without wasting internal volume, 
making it acoustically a lot larger 
than its outside dimensions 
suggest.

HONEYCOMB SANDWICH BOARD
First used in our flagship 
STRUCTURE, this material is 
very light and rigid without 
the unwanted vibrations and 
resonances of the commonly used 
MDF — further optimizing the 
acoustically relevant volume.

MECHANICAL ISOLATION
Other pioneering technologies 
include the unique dampening 
of the cross-over network and 
the connection terminal. The 
latter, like on all our speakers, is 
equipped with high-end nextgen® 
connectors by WBT.


