
 ■ AM / FM-stereo digital tuning

 ■ 15 station presets (10 FM, 5 AM)

 ■ Display dimmer adjustment

 ■ Easy to read LCD display

 ■ 2 alarm timers by radio or buzzer

 ■ HWS (Humane Waking System) buzzer and radio

 ■ Adjustable alarm volume

 ■ Snooze timer

 ■ Adjustable sleep timer

 ■ Two 2 ¼ inch speakers

 ■ Super capacitor for station presets backup

 ■ I/O jacks: DC in, external FM wire antenna,  
Aux-in and headphone

AM / FM / Stereo Clock Radio
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See over page for technical specifications.
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SPECIFICATIONS

Tuning  Type DSP Tuner
  Memory Presets 15 (10 FM and 5 MW)
Display  Type LCD
  View Area (mm) 54 x 102 
  Graphic / Character Type Segment 
  Back Light Yes
  Dimmer Yes
Feature  Stereo Earphones
Tuner FM Frequency (MHz) 87.5 - 108 
 AM Frequency (kHz) 522 - 1629
  Adjustable Tuning Step Yes
Media  Aux - in Yes
Clock  Radio Alarm Yes
  Buzzer Alarm Yes
  Adjustable Alarm Level Buzzer / Radio Alarm
  Snooze Yes
  Sleep Yes
Output Devices Speaker Size 2 1/4 inches x 2
  Impedance 8 ohms
  Magnetically Shielded Yes
Output Power (Typical) AC / DC / AC to AC in (Speaker) 0.5 W + 0.5 W
  Earphones 3 + 3 mW
Power Supply  DC in 7.5V / 0.8A
I/O Socket  Earphones Yes
  Aux – in Yes
  Ext. Antenna FM wire
Accessories  AC to DC Adapter Yes
Dimensions  W x H x D (mm)  172 x 90 x 145
  Weight (g) 680
Warranty   12 months
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