
Momentum Phonostage Amplifier



Dan D'Agostino Master Audio Chooses Its Challenges, Then Pushes Beyond.

By combining the finest possible analog circuitry with the precision of digital control. Every adjustment is right there on the front 
panel of the Momentum Phonostage, with its own LED readout. Pushbuttons on the front precisely control gain, resistive loading 
for the two MC inputs, resistive and capacitive loading for the MM input, and record EQ curve. 
Knowing that even the best circuitry is no better than the electricity that powers it, the Momentum Phonostage uses a special AC 
power supply. Not one but two separate power supply components: a transformer that sits on the floor, and power rectification 
and regulation circuits built into the base on which the Phonostage sits. Thus, the sensitive phono preamp circuits are double-
isolated from the transformer electrically, and also separated by a safe physical distance.
The Momentum Phonostage has numerous inputs to handle multiple tonearms and turntables. It has two moving-coil inputs and 
two moving-magnet inputs, each with XLR and RCA jacks, plus XLR and RCA outputs. The Momentum Phonostage was born 
without limitations.
As with all the other products from Dan D’Agostino Master Audio Systems, each Momentum Phonostage is built by hand in the 
Arizona factory.



SPECIFICATIONS

Frequency Response : 20 Hz to 100 kHz, ± 1 dB
Distortion : <0.003%, 20 Hz to 20 kHz

Signal-to-Noise Ratio : -75 dB, Standard Reference, unweighted
Gain (± 6 dB depending on setting) : MC: 70 dB Balanced, 70 dB unbalanced at 0 dB setting

: MM: 50 dB Balanced, 50 dB unbalanced at 0 dB setting
Power Consumption (at standby) : 25 Watts

Inputs : 4 Balanced XLR Stereo, 4 Unbalanced RCA stereo, ground
Outputs : Balanced XLR Stereo
Weight : 48 lbs / 21.8 kg with base

: 31.2 lbs / 14.2 kg shipping weight
Dimensions (phonostage) : 3.5 x 15.5 x 12.75 inc (HxWxD)

: 8.9 x 39.4 x 32.4 cm (HxWxD)
Dimensions (power regulator base) : 2.5 x 13.5 x 11 inc (HxWxD)

: 6.4 x 34.3 x 27.9 cm (HxWxD)
Dimensions (phonostage + base) : 7 x 15.5 x 12.75 inc (HxWxD)

: 17.8 x 39.4 x 32.4 cm (HxWxD)
Dimensions (transformer) : 2.4 x 10.5 inc (HxWxD)

: 5.1 x 10.2 x 26.7 cm (HxWxD)


