
Point 8 Amplifiers



Class A Class AB
XA30.8 – Stereo Amplifier X150.8 – Stereo Amplifier
XA60.8 – Mono Amplifier X250.8 – Stereo Amplifier
XA100.8 – Mono amplifier X350.8 – Stereo Amplifier
XA160.8 – Mono Amplifier X260.8 – Mono Amplifier
XA200.8 – Mono Amplifier X600.8 – Mono Amplifier

Designed for audiophiles by even more demanding audiophiles, they invite listeners into the music as never before. Even 
more, they represent a summation of Pass Labs expertise and designing amplifiers, while elegantly expressing Pass Labs 
philosophy of more amplifier, more progress and more music. Seven years in the making, the Point 8 Series demonstrates 
Pass Labs belief that the best products must be carefully adjusted until their components operate in harmony – then 
subjectively fine-tuned. Not satisfied with measurements alone, Pass Labs put the amplifier’ state-of-the-art engineering 
through an extensive, rigorous listening process using six different sound systems to deliver peak musical experiences.

As a result, the amplifiers glow with innovation. For example, the output stages of the larger Point 8 amplifiers bias more 
deeply unit the Class-A operating region. Their larger push-pull Class-A operating envelopes deliver low distortion and 
additional loudspeaker control at ordinary listening levels. And higher power MOSFET’s, many more than usual, increase 
the amplifiers’ Class-A operation while running at fractions of their stated specs to enhance both performance and 
reliability.

Still not content, Pass Labs uniquely molded each model’s front end to the specifics of its output stage so that the nine 
amplifiers’ front ends vary in size, voltage, bias current, dissipation, and single-ended vs. push-pull bias distribution. The 
directly coupled front ends, which house the input and voltage gain stages, maximize each model’s output stage 
performance, while imparting each model its own subtle and unique sonic signature.



Class A

XA30.8 – Stereo Amplifier

XA60.8 – Mono Amplifier

XA100.8 – Mono amplifier

XA160.8 – Mono Amplifier

XA200.8 – Mono Amplifier

An exceptional stereo power amplifier on many levels -- 
high-biased MOSFETs providing higher-power class A 
operation, direct-coupled front-end circuitry for 
exceptionally high stability and larger, more robust heats 
sinks similar to those of the larger .8 amplifiers. The list goes 
on, but listening may tell you the XA30.8 represents a value 
high-point -- quite possibly your particular optimal balance 
between performance and cost.

Offering all the sonic benefits of the .8 amplifier line, a pair 
of XA60.8's also grace the listener with mono-block 
performance: dedicated power supplies for each channel, 
dedicated circuitry for each channel and dedicated chassis' 
for each channel offer a cleaner, better defined image and 
soundstage. Beautiful to the ears and eyes, this model 
achieves levels of focus and intimacy normally associated 
with the finest tube amplifiers. The XA60.8's do all of this 
while providing greater control and power.

The middle sibling of the XA.8 series, the XA100.8's realize a 
muscular yet highly refined sonic profile. Like all Pass 
Laboratory's power amplifiers, they features both single-
ended and balanced inputs, Furutech five-way binding posts 
and a convenient ground terminal for safe subwoofer 
connection. Improved constant-current sourcing, precise 
voltage references and current-feedback all represent new 
benchmarks in state-of-art amplifier design. The result is a 
larger, more realistic soundstage, sharper transient response 
and the prized ability to reach concert-hall dynamics and 
realism without strain. 

More of just about everything: 72 output power-MOSFETs, 
higher input impedance, higher capacity power supply and 
the ability to deliver over 320 watts per channel in class A 
with greater dampening. The 160.8's deliver power and 
finesse in spades. Voices take on shape and depth, piano 
notes arrive with full acoustic integrity and the rest of the 
rhythm section is delivered with both powerful attack and 
holographic sustain. The effortless conveyance of musicality 
and realism must be heard to be believed.

Are fabulous-sounding 400-watt-plus per channel class-A 
peaks attainable without loss of the musical detail or audible 
meltdown? Yes, through repeated listening tests and 
continual technical innovation that push performance 
standards, the XA200.8 achieves what most amplifiers can 
only dream about. Even for the most demanding, complex 
musical passages in larger rooms at high sound pressure 
levels, this model offers headroom to spare.



Technical Specifications: XA.8 Series

XA30.8 XA60.8 XA100.8 XA160.8 XA200.8

Class A A A A A
Type Stereo Mono Mono Mono Mono

Gain (dB) 26 26 26 26 26
Inputs XLR / RCA XLR / RCA XLR / RCA XLR / RCA XLR / RCA

Full Pwr @ 26 dB gain (V) 0.77 1.10 1.41 1.79 1.79
Low Frequency Response 1.5 Hz 1.5 Hz 1.5 Hz 1.5 Hz 1.5 Hz

High Frequency Response 100 KHz 100 KHz 100 KHz 100 KHz 100 KHz
Power Output /ch (8 ohm) 30 60 100 160 200

Input Impedance (SE & BAL Kohms) 50/100 50/100 50/100 50/100 50/100
Damping Factor 150 150 200 200 200

Power Consumption @ Idle (Watts) 370 370 500 600 600
Standby Power Consumption (Watts) <1 <1 <1 <1 <1

Number of Chassis 1 1 1 1 1
Unit Dimensions (cm) 49 x 56 x 21 49 x 56 x 21 49 x 56 x 23 49 x 56 x 28 49 x 72 x 28

Unit Weight 40 kg 40 kg 45 kg 56 kg 72 kg



Class AB

X150.8 – Stereo Amplifier

X250.8 – Stereo Amplifier

X260.8 – Stereo Amplifier

X360.8 – Mono Amplifier

X600.8 – Mono Amplifier

As the entry-level class A/B stereo power .8 amplifier, the 
X150.8 features many of the same technical and sonic 
attributes of its larger brethren. It features 150 watts per 
channel, 100K ohm input impedance and operates “higher” 
into Class A than its predecessors. But knowing the ear is not 
a microphone and the brain is not a tape recorder, we've 
designed this model to bridge the gap between measured 
performance and outstanding subjective musical experience. 
Simply put, the X150.8 will compel you to listen to your 
entire music collection again and again.

This stereo class A/B model represents a step up in power 
and performance from the X150.8 and, like all of our 
products, has been painstakingly designed, tweaked, 
redesigned and fine-tuned to deliver maximum musical 
enjoyment. This hard work and creativity results in a greater 
“look-back” at the original musical performance, conveying 
additional insight to the artist’s creative intent. Isn't that 
what it's all about?

The X260.8 is a refined musical instrument delivering 260 
watts into 8 ohms, and combines power and finesse with all 
the benefits of mono-block performance. Its measured 
performance - distortion, bandwidth, noise, and resolution is 
beyond reproach. Like all of the class A/B .8's, this amplifier 
has some class A bias, rewarding its listeners with a whole 
new zenith of sound quality.

At 350 watts per channel class A/B, the X350.8 is the largest 
and most powerful stereo power amplifier of Pass Labs line-
up. Because Pass Labs care more about how holistic design 
affects the musical experience and relatively less about how 
parts affect specifications, you can expect superb and 
accurate representation of the recording performance and 
venue, as well as the distinctive layering of instruments 
captured faithfully.

The X600.8 monoblock amplifiers deliver 600 watts into 8 
ohms. Even more impressive they effortlessly drive the most 
demanding loudspeakers to musical nirvana, be the 
performance full scale orchestra, high-decibel rock band or 
string quartet. Exhaustive listening tests, not myopic focus 
on specifications have informed the development of this and 
the rest of the Pass Labs product offering, and you can hear 
it.



Technical Specifications – X.8 Series

X150.8 X250.8 X350.8 X260.8 X600.8

Class AB AB AB AB AB
Type Stereo Stereo Stereo Mono Mono

Gain (dB) 26 26 26 26 26
Inputs XLR / RCA XLR / RCA XLR / RCA XLR / RCA XLR / RCA

Full Pwr @ 26 dB gain (V) 1.73 2.24 2.2 2.2 3.46
Low Frequency Response 1.5 Hz 1.5 Hz 1.5 Hz 1.5 Hz 1.5 Hz

High Frequency Response 100 KHz 100 KHz 100 KHz 100 KHz 100 KHz
Power Output /ch (8 ohm) 150 250 350 260 600

No Output devices (/ch) 40 56 72 40 72
Input Impedance (SE & BAL Kohms) 50/100 50/100 50/100 50/100 50/100

Damping Factor 150 150 150 150 200
Power Consumption (Watts) 370 450 550 375 550

Standby Power Consumption (Watts) <1 <1 <1 <1 <1
Number of Chassis 1 1 1 1 1

Unit Dimensions (W x D x H) (cm) 49 x 56 x 21 49 x 56 x 23 49 x 56 x 28 49 x 56 x 21 49 x 56 x 28
Unit Weight (LBS) 40 Kg 46 kg 58 kg 40 kg 56 kg


