
The following components 
should be included: 

A) Main frame assembly 

B) Front fork assembly 

C) Handlebar  

D) Seat assembly 

E) Handlebar clamp 

F) Seat clamp 

G) Thin o-ring (X2) 

H) Thick cap (X2) 

I) Cover 

J) Tool kit  

K) Decal sheet 

Thank you for your purchase of the Jubilant BB300 series reversible children's balance bike. The BB300 offers two 
configurations to grow with your child: 
  - Configuration 1: seat height ranges between 11.5” to 14.5” 
  - Configuration 2: seat height ranges between 15.5” to 19.5” 

To determine the proper configuration determine your child's inseam. Have your child stand against a wall, bring a 
book up to firmly contacts their crotch, mark the wall and measure the height to the floor. Choose the configuration 
that best fits their height. As your child grows you can easily switch configurations.  

To avoid serious injury; Adult supervision is required at all times during operation. The rider must use a helmet and 
closed toed shoes at all times.  

For additional pictures, descriptions, and an assembly video please visit www.jubilant.bike or contact us at 
 support@jubilant.bike.  
 
All images, text, and designs are copyright Jubilant Bikes and may not be used without permission. 



FRONT FORK ASSEMBLY:  

1) Hold the fork assembly (B) and place the first thin o-ring (G) on followed by the thick cap (H). 

2) Insert the fork assembly (B), into the frame assembly (A). 

3) Insert the second thick cap (H) onto the fork, followed by the thin o-ring (G). 

HANDLEBAR ASSEMBLY:  

4) Place the cover (I) on the handlebar (C). 

5) Set the camp (E) over the fork assembly. 

6) Insert the handlebar into the frame fork assembly and tighten the bolt with the enclosed wrench. Handlebars should be angled for-
ward. Ensure the bolt is sufficiently tight. Under tightening  may result in a safety hazard. 

7) Slide the cover (K) down to cover the bolt. 

SEAT ASSEMBLY:  

8) Insert the seat clamp (F) over the frame. 

9) Insert the seat assembly (D) into the frame allowing for sufficient clearance for the rear tire. Safety Note: The seat bar is marked with 
the minimum insertion depth. Insert the seat to ensure the minimum mark is not visible. 

10) With the  seat clamp open, use the enclosed allen wrench tool to tighten the bolt, then close the side clamp for final install. 

DECALS:  

Your balance bike includes a single sheet of decals with various color options. Install the preferred race plate decal and “JUBILANT” frame 
logos as desired. 


