
Product Identification: Multipanel™ Floors Click Range

Type: Heterogeneous PVC Floor Tile, Click System
Thickness: 5.0mm, Density: 1950 ± 50 kg/m3

Intended use: Floor covering within a building

Company: Grant Westfield Ltd
Westfield Avenue
Edinburgh
United Kingdom
EH11 2QH

System of assessment and verification of constancy of 
performance (AVCP):

System 3

Notified Body Number: 1611 – Universiteit Gent, VakgroepTexttielkunde, Belguim performed 
determination of product type under system 3 of EN 14041:2004/
AC:2006 and issued Type Examination Certificate No 09-837 as of 08 
February 2010.

Provisions: EN 14041
Resilient, textile and laminate floor coverings
EN 649
Resilient floor coverings – Homogeneous and heterogeneous 
polyvinyl chloride floor coverings – specification

Essential characteristics  Performance
Reaction to Fire EN 14041:2004/AC:2006: Bfl-s1
Water tightness NPD
Slip resistance EN 14041:2004/AC:2006: DS
Thermal conductivity EN 14041:2004/AC:2006: 0.0329 m2.K/W
Electrical behaviour EN 14041:2004/AC:2006: 1.8KV (Pass)
Content of Pentachlorophenol EN 14041:2004/AC:2006: No PCP containing products added
Release of Formaldehyde EN 14041:2004/AC:2006: E1

The performance of the product identified for the type specified is in conformity with the declared performance in the essential 
characteristics above.

The declaration of performance is issued under the sole responsibility of Grant Westfield Ltd.

Signed for and on behalf of Grant Westfield Ltd by:  

            Sarah McLean, Managing Director

DATE AND PLACE OF ISSUE 
Edinburgh on 08 March 2018

SIGNATURE: Multipanel® is part of  the Grant Westfield Group
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