
DIYroadster
NA Miata Door Bars

Thank you for your purchase of this custom set of DIYroadster NA Miata door bars. I have taken 
great pride and time in creating these bars which come to you with great craftsmanship, finish 
(powder coated), function/stiffening, and practicality.  I hope you enjoy these bars as much as I 
did in having them made.

Sincerely,

Narek 

Photo of the DIYroadster Door Bars installed. Courtesy of Solomon’s turbocharged 1992 Mazda 
Miata (4/2014)

A special thanks to Solomon for taking the time to write up the extensive 
instructions provided with these bars.
Approximate Time of Install: 3-4 hours
Tools Needed:



-Jack and jack stand
-Electric Drill
-1/4 inch drill bit or something similar (optional)
-23/64 inch drill or something of similarity (for bolt holes)
-3/8 ratchet x 2 (or 1 if you have a 14mm closed end wrench)
-10mm socket
-12mm socket
-14mm deep socket
-14mm deep socket (or a 14mm closed end wrench)
-3/8 drive short extension
-Philips screwdriver
-Upholstery clip removing tool (kitchen fork or flathead screwdriver works as well)
-Cutting tool (tin snips, dikes, dremel, or airsaw)
-Scissors/cutting sheers (razor blade also works) 
-Sharpie or marker 

Contents:
-Driver and Passenger side door bars
-2 bags of hardware 
-2 backing plates for the front mounts
- 2 backing plates for the rear mounts (if you don’t have them installed already)

INSTRUCTIONS:
1.) Separate the bars, nuts, bolts, washers. 

a. The side with the threaded rod sticking out is the back (mounts behind the seat).

b. When mounted, the bars bow outward around the seat (see figure 1, driver side)

c. Note: The longer bolts will go the back mounting plate while the shorter bolts 
will be used for the front floor plates.

Figure 1. Driver side door bar installed.

2.) Start by removing the plastic panel where the seatbelt retracts to / pilot brace 
mounts to.  There are 2x10mm bolts and a plastic clip that pops off with a 
screwdriver.  If you have a hardtop with side latches, remove the 2x12mm bolts 
securing the striker plates.  Lastly, there is a single Philips screw securing a plate that 
sits on top of the weather stripping (see yellow arrow). If you have a hardtop, you 



may need to loosen/remove it to access this screw. 

3.) Next, with the seat all the way forward, remove the far left top and bottom 
upholstery clips (this will allow you enough room to drill/mount the back part) 

a. If you have a roll bar and depending on the type, you may already have 
mounting holes already drilled (see pictures on next page)

          Roll bar with mounting holes already     Roll bar without the mounting holes

4.) If you have a roll bar on the right OR one without a bracket that drops OR do not 
have a roll bar at all, continue to step 4.  If you have a roll bar on the left, remove the 
3 bolts on each side and go to step 9.

5.) With the clips out, move the carpet out so you can see the painted metal surface.

6.) Mark the first hole that needs to be drilled with a sharpie.  This is very important for 
properly installing these bars (see picture below). 

a. The mounting hole is 5 inches down from where it drops down and 1 inch from 
the left side of the frame (see pictures below for marked spot)

7.) Drill the marked hole.  It is best to use a small drill bit (1/4inch) to create a pilot hole 
before using the larger drill bit (23/64inch).



8.) Slide the threaded rod on the passenger side into the hole you created. You will see 
the plate is nicely butted against the side.  Mark the remaining holes and drill them 
the same way.

9.) Reinsert back of the door bar so it sits in the first hole you created. Do not fasten just 
yet. Next, you want to move your way down to the front and remove the plastic door 
sill (held together by 4 philip screws). This will allow you to pull the carpet back for 
the front mounting plate 

10.) Peel back the front of the carpet to expose the painted metal surface. Note, you may 
need to remove a styrofoam piece that covers the ECU plate cover. Move the front 
mounting plate as close to the side of the frame as possible. You can see that it is 
parallel to the slotted portion.  Use your sharpie, mark the holes. 

*It is important that you test fit the bars at this point by closing the door while 
pushing the bar up against the frame. The bars should sit close to the door panel and 
not prevent the door from closing.



11.) Once your holes are drilled, insert the bolts (with a supplied washer) into the holes.  
Underneath the car, use the supplied backing plate, washers, and nuts and tighten 
them.    Raising the car will make it easier.  I recommend jacking it from the back (you 
will see why in a bit). See picture on next page on left.

 

12.) Once the front bracket is tightened, use your scissors/sheers and cut about 6-10 inches 
of your carpet so it can sit flush and wrap around the bar (see picture above on right)

13.) Next, you can tuck everything back, and put back the door sill. Jack your car from the 
back (use jackstands) and take off the rear wheel.

14.) You will need to remove the plastic panel secured by four 10mm bolts.



15.) With the panel removed, you can see where the 3 holes + threaded rod are.  Insert the 
longer bolts (with washers) into the holes. Use the backing plates (either ones you had 
before or the ones provided) along with the washers and nuts and tighten all 4 bolts.

16.) Put back the panel and your wheels and lower the car back down.

17.) Next you want to modify your plastic trim piece so it fits the bar.  To do this, simply 
measure and cut 5 inches from the bottom where the 90 degree bend is then across 
(note, pictures below is the driver side trim piece). Tin snips or a dremel work great.

18.)  Now your new modified trim piece can go back in along with everything else.

19.) Repeat the same steps for the driver side.

a. Note, you will need to remove the dead pedal/foot rest (10mm bolts)  

Additional Notes:  

-You do not need to remove the seats but if you do, it will give you a bit more room and make 
you feel not so claustrophobic.

-You can purchase some foam padding at Home Depot and use zip-ties for the bar

-I have found it is best to have seat belt strap inside the bar as opposed to outside.  This is of 
course a personal preference.  If you need to move things around, the bolt for the bottom 
mount for the seatbelt harness is a 16mm. 


