
 
 

 

99-04 ford super duty to 2016 Ford super duty Conversion Install 

This conversion is to convert your 99-04 ford super duty in to what looks like a 2015 ford super duty. Please remember that you 
are converting your vehicle so there will be modifications that will need to be done to the vehicle outside of the parts that are 
provided by McNeil Racing Inc.  

**you will have to provide your own hardware such as bolts, nuts and washers for some parts** 

Package will include: 

 (1) Ford super duty conversion hood- F2-H-23 

(2) Super duty conversion fenders 3” Flare-F2-F-24,  

                                                              6” Flare –F2-F-25 

(1) Super duty conversion brackets- HW- 

Extra parts that are required with this build that McNeil does not provide: 

- 2011-2016 Head Lights for Ford F 250/F 350 

- 2011-2016 Ford Super Duty Front Radiator Grille 

- 2011-2016 Ford Super Duty Head Light Plug Pig Tails 

- Hood latch release extension cable 

- (4) 1” washers for hood latch  

Painting Fiberglass Parts 

All Parts from McNeil Racing Inc. come in a white gel coat finish. 

All parts have to be mounted and fitted first before being painted 

Once all of the body panels have been fitted you can now take everything off the vehicle to get sanded and painted 

All body panels will have to be Sanded and Primed.  Once all body panels are primed you can now get the parts painted to the color 
of your choice. 

 

With our conversion we make the parts we try to make it as easy as possible to install onto the existing core support. You can only 
use McNEIL racing parts. You won’t be able to use any other Company or Stock Panels with this conversion. 

 
 



 
 

Steps 
1) Unbolt factory Front fenders, wheel liners, headlights hood and factory header panel. You should be left with seeing the 

factory core support. 

                                                          

2) Once the truck is bare then you can start mocking up fenders and hood. Hole locations will be pre marked but NOT drilled 
out please mark and drill holes according to your vehicles locations. 

            

Once you have the fenders and hood mocked up they should be around 50% tightened up so there is still some movement for the 
fenders. Now you can bolt the bracket kit for the headlights and grill to the front of the core support so you can bolt headlights 
into each corner. **you will have to rewire the new headlights to your older wiring** 

    

  



 
 
Bracket Diagram Key: 

1st Pic bracket only- Green is to mount from top headlight on the back corner of headlight( by side marker. 

- Orange is to mount to the side of the core support facing the fender to match with guiding pins of 
headlight 

2nd Pic Bracket only- Green will mount to the bottom of the core support and meet up with the bottom fender tab 

- Orange will mount to the bottom tab on the fiberglass fender 

3rd Pic bracket Only- Headlight bracket 

- Green will mount to the front of the core support 
- Yellow will mount to the headlight 
- Blue will mount to the Bottom side of the grill 

3) To mount the headlight and grill brackets there are specific locations that the brackets will bolt to on the core support. 
  

         Driver side          Passenger Side 

 
(Headlight and Grill Brackets) 

 
There is a right side and a left side.  There is also one guiding pin on the headlight Closest to the fenders that will set inside 
the fender the rest will bolt to the brackets.  With the grill bracket, it is set up so that you can run a grill provided from 
McNeil racing Inc. or an OEM or aftermarket grill. Bolts and nuts are not provided for this bracket kit 

 

 
4) To mount the hood, we have bolts sticking out the rear of the hood to be mounted to the hinges. 2 people are required 

for this task. Tighten up the hood finger tight so you can align the hood later. (Depending on the hood shocks that come 
on your vehicle, sometimes you will have to take 1 hood shock off so that the shocks are not trying to force the hood 
upwards at all times, due to the lightness of the fiberglass hood compared to the steel stock hood.   You will have to cut a 
hole in the center where the hood latch catch mechanism is. (pre-marked) don’t cut it to big. Take the stock hood latch 
catch mechanism and bolt it to the  



 
 

   

 

5) Once you have the headlights, hood and fenders attached and closely fitted you can now tighten up bold to all parts for 
final fitment. Once you have everything fitted to your likings you can install the grill from McNeil Racing Inc or a factory 
grill to the holes corresponding on the top of the bracket kit. ** you will also have to relocate the hood latch release 
with a hood release extension to the lower section of the grill** 

For Bumper Brackets, we have not built one specific yet for the Conversion kit. This means you will have to fabricate your own 
mount to go from the 99-07 frame horns to the new 11-16 frame horn mounts on the bumper side.  

  

Wiring Headlights: 

To wire the headlights, the easiest process is to get the correct pig tail plug in with the wires already spliced.  

Pig tail wires should have 3 wires: Hi-Beam, Low-Beam and Ground. 

 

 

 

 

 


