
QGVZ.MH49608 - PROTECTIVE CLOTHING FOR
ELECTRICAL WORKERS

Protective Clothing for Electrical Workers
 
See General Information for Protective Clothing for Electrical Workers
 
LAPCO MFG INC MH49608
98 Glenwood St
Morgan City, LA 70380-2317 USA

Investigated to ASTM F1506 (2010A)
Bib overalls Model(s) B13FRDNXX, BGOACXXFRYY, BGOXXFRYY, BXXFRDN, BXXFRYY

Coveralls Model(s) CVEFR7, CVFR9XXX, CVFRDYYXX, CVIN9XX, GOC6XXXX, GOCAC7XXX, GOCD7, GOCDYYXX, GOCEYYXX, GOCLW6XX, L-
CVFRCXXYY, L-CVFRXXYY, L-GOCACXXYY, L-GOCXXYY

Pants Model(s) D-PINDXX, L-GOPFRCXXYY, L-GOPFRXXYY, L-PFRACXX, L-PFRCXXYY, L-PFRDXXC, L-PFRDXXM, L-PFRXXYY, P-BWCJXXY, P-
CJXXYY, P-DNCJXXYY, P-GACCJXXYY, P-GCJXXYY, P-INCXX, P-INCYYXX, P-INDC, P-INDCXX, P-INDMXX, P-INDXX, P-INK, P-INXACXX, P-XXX7, P-
XXXAC, P-XXXY

Shirts Model(s) GOS7, GOSAC7XXX, GOSACXXXX, GOSLW6XX, GOSYYXX, IBW7, INXWSX, IXX7, IXX7WS, IXXX7S, IXXY, IXXYYWS, L-
GOSFRXXYY, L-SFRACXX, L-SFRXXYY

2 - Model numbers may include a suffix that is used to indicate an optional construction feature of knee pads, with `KP?

NOTE - X, XX, XXX and XXXX can represent any combination of letters or numbers that are used to indicate the color of the garment,YY
represents and combination of numbers or letters in the model number utilized to indicate fabric weight, model numbers may include a suffix that
is used to indicate use of optional construction features.
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The appearance of a company's name or product in this database does not in itself assure that products so identified have been manufactured
under UL's Follow-Up Service. Only those products bearing the UL Mark should be considered to be Certified and covered under UL's Follow-Up
Service. Always look for the Mark on the product.
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