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Product Includes:

Monitor Stand Stem Stand Base HDMI Cable Power AdapterM4*12mm ScrewM5*15mm Screw DP Cable
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Open the package, and assemble the separated stand base to the
stand stem with the M5 x 15mm screw as shown in the illustration. 

Take out the product with foam still attached, and gently
place it on a desktop or table. 

Stand assembly completed. 3
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Net Weight: 4.4kg (9.7lb)    |    Gross Weight: 5.4kg (11.9lb)Net Weight: 4.2kg (9.26lb)   l   Gross Weight: 5.2kg (11.46lb)
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Input selection Short Key

Preset selection Short Key

Crosshair(LoS) selection Short Key

Open the Main OSD Menu

Turn the monitor On or Off

Short Key Guide

Activate the Preset Feature. Further press to cycle through the preset.

Activate the Signal Input Selection menu. Use    and    to navigate and M to select the source.
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Preset selection Short Key

Crosshair(LoS) selection Short Key

Open the Main OSD Menu

Turn the monitor On or Off

Short Key Guide

Activate the Preset Feature. Further press to cycle through the preset.

Activate the Signal Input Selection menu. Use    and    to navigate and M to select the source.
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Exit the Main OSD Menu.

Go Up on the Main OSD Menu / Decrease the value of a selected item.

Go Down on the Main OSD Menu / Increase the value of a selected item.

Open OSD Menu /
Enter to next level of the menu / Select highlighted item.

How to Reconfigure
 Input 
Select

 Audio 
Adjust

 Color 
Adjust

Manual Image 
      AdjustPreset Setup 

Menu

Exit the Main OSD Menu.

Go Up on the Main OSD Menu / Decrease the value of a selected item.

Go Down on the Main OSD Menu / Increase the value of a selected item.

Open OSD Menu /
Enter to next level of the menu / Select highlighted item.

How to Reconfigure
 Input 
Select

 Audio 
Adjust

 Color 
Adjust

Manual Image 
      AdjustPreset Setup 
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DP Resolution: 1920x1080@200Hz

Auto Select

HDMI (2.0)

DP (1.4)

Audio Adjust

Color Setup

Display

Misc.

OSD Setup

Gaming Setup

Input

Version: V1.0



Input selection Short Key

Preset selection Short Key

Crosshair(LoS) selection Short Key

Open the Main OSD Menu

Turn the monitor On or Off

Short Key Guide

Activate the Preset Feature. Further press to cycle through the preset.

Activate the Signal Input Selection menu. Use    and    to navigate and M to select the source.
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Preset
 Input 
Select

 Audio 
Adjust

 Color 
Adjust

Manual Image 
      AdjustPreset Setup 

Menu

Preset : Select Preset from Standard, Game [ FPS1, FPS2, RTS,
Night Vision, Gamer1, Gamer2, Gamer3 ], Movie 

DP Resolution: 1920x1080@200Hz

Auto Select

HDMI (2.0)

DP (1.4)

Audio Adjust

Color Setup

Display

Misc.

OSD Setup

Gaming Setup

Input

Version: V1.0

Input

Switch the signal input to Auto Select, HDMI (2.0), or DP (1.4).



DP Resolution: 1920x1080@200Hz

Brightness

Contrast

DCR

Audio Adjust

Color Setup

Display

Misc.

OSD Setup

Gaming Setup

Input

Version: V1.0

Display

• Brightness: Adjust the display brightness value from 0 to 100.

• Contrast: Adjust the display contrast value from 0 to 100.

• DCR: Turn DCR On or Off.

• Aspect Ratio: Select Aspect Ratio from Full, 16:9, 4:3, and Auto.

                       [disabled when turn on the FreeSync]

• Sharpness: Adjust the Sharpness value from 0 to 100.

• Black Equalizer: Adjust the Black Equalizer value from 0 to 100.  

Aspect Ratio

Sharpness

Black Equalizer



DP Resolution: 1920x1080@200Hz

Gamma

Preset

Color Temp.

Audio Adjust

Color Setup

Display

Misc.

OSD Setup

Gaming Setup

Input
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Color Setup

• Gamma: Select Gamma from Off, 1.8, 2.0, 2.2, 2.4, and 2.6.

• Preset: Select Preset from Standard, Photo, Movie, and Game. 

• Color Temperature: Select Color Temperature from Warm,

Normal, Cool, and User.

• Hue: Adjust the Hue value from 0 to 100.

• Saturation: Adjust the Saturation value from 0 to 100.

• Low Blue Light: Adjust the Blue Light Filter value from 0 to 100.

Hue

Saturation

Low Blue Light



DP Resolution: 1920x1080@200Hz

FreeSync Premium

HDR

MPRT

Audio Adjust

Color Setup

Display

Misc.

OSD Setup

Gaming Setup

Input

Version: V1.0

Gaming Setup

• FreeSync Premium: Turn FreeSync On or Off.

• HDR: Turn HDR On or Off.

(Enabling HDR may reset refresh rate, please make sure to

adjust and set the refresh rate to your preference.)

• MPRT: Turn MPRT On or Off.

• Overdrive: Select Overdrive from Off, High, Middle, and Low.

Overdrive



DP Resolution: 1920x1080@200Hz

Mute

Volume

Audio Adjust

Color Setup

Display

Misc.

OSD Setup

Gaming Setup

Input
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Audio Adjust

• Mute: Turn Mute On or Off.

• Volume: Adjust the Volume value from 0 to 100.



Resolution: 1920x1080@200Hz

Language

OSD H.Position

Audio Adjust

Color Setup

Display

Misc.

OSD Setup

Gaming Setup

Input
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OSD Setup

• Language: Change the OSD menu display language.

• OSD H.Position: Adjust the H Positon value from 0 to 100.

• OSD V.Position: Adjust the V Positon value from 0 to 100.

• Transparency: Adjust the transparency value from 0 to 100. 

• OSD Timer: Adjust the Timer value from 0-100. 

OSD V.Position

Transparency

OSD Timer

DP



Resolution: 1920x1080@200Hz

Flicker Free

Firmware Update

Audio Adjust

Color Setup

Display

Misc.

OSD Setup

Gaming Setup

Input

Version: V1.0

Misc.

• Flicker Free: Turn Flicker Free On or Off. 

• Firmware Update: Turn Firmware Update On or Off. 

• Reset: Select Reset to restore factory default setting.

Reset

DP






