
3.5˚

8.5˚

21.4-28.8"
(544-731mm)

7.4"-12.4"
(188-315mm)

13.8"- 18.8"
(351-478mm)

39.2"- 64.2"
(996-1631mm)

< 17.3"
(439mm)

19.5''-39.5"
(495-1004mm)

21.3"
(542mm)

17.27"
(438mm)

4.7"
(120mm)

22.8"
(580mm)

6.4" (162mm)

26.3" (667mm)

23.9" (606mm)

28.8" 
(731.52mm)

4" (100mm)

1.9" (48mm)
21.9"

(555mm)

9.4"
(240 mm)

5˚

25.4''- 45.4"
(645-1153mm)

© 2013 Ergotron, Inc.   rev. 11/07/2018  DIM-WFCdual   Content is subject to change without notification

Americas Sales and 
Corporate Headquarters EMEA Sales APAC Sales  Worldwide OEM Sales

St. Paul, MN USA
(800) 888-8458
+1-651-681-7600
www.ergotron.com
sales@ergotron.com

Amersfoort, The Netherlands 
+31 33 45 45 600
www.ergotron.com
info.eu@ergotron.com

Tokyo, Japan
www.ergotron.com
apaccustomerservice@ergotron.com

www.ergotron.com
info.oem@ergotron.com

WorkFit™- C 
Dual

Dimensional Illustrations

DIMENSIONS

Side View

Side View

Side View Side View

Top View

Front View

Front View



20"
(508 mm)

6 - 14 lbs
(2.72-6.35 kg)

6 - 14 lbs
(2.72-6.35 kg)

< 5 lbs
(2.25 kg)

< 2 lbs 
(0.9 kg)

< 1.5 lbs
(0.68 kg)

A

B

C

D

E

A+B+C+D+E  < 31 lbs (14 kg)

5"
(127 mm)

A+B  < 28 lbs (12.7 kg)

Weight Capacity: 40 lbs. (18 kg)
Maximum Size: 15.75"H x 8.5"D (400 x 216 mm)
Minimum Size: 9.4"H x 2.6"D (239 x 66 mm)
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RANGE OF MOTION

WEIGHT CAPACITY

Side View

Front View


